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BIOGRAPHICAL ^^OTE

James Timmins Chance was born on March 22, 1814, being the eldest

8on of Mr. William Chance, of Birmingham. From an early age he

showed evidence of unusual talent, studying with success not only

mathematics and natural science, in which subjects he gained high

honours at the London University (now University College), but also

classics and modern languages, and even Hebrew. At the age of

nineteen he proceeded to Trinity College, Cambridge, and graduated

in 1838 as Seventh Wrangler. He also began the study of law,

entering as a student of Lincoln's Inn in 1836. But circumstances

obliged him, immediately on leaving Cambridge, to enter the glass-

making firm of Chance Brothers & Co., in which his father was a

partner, and he remained himself a partner therein for fifty years,

being head of it for twenty-five. Apart from this work, he interested

himself greatly in social questions, particularly in the promotion of

education ; and he was a liberal and constant donor m a great many
directions, his two principal benefactions being the gift and endow-

ment of a public park at West Smethwick and the foundation of the

' Chance School of Engineering ' at Birmingham University. He was

for many years a director of the London and Xorth-Western Eailway,

served the office of High Sheriff of Staffordshire in 1868, and m later

years was a valued member of the Council of University College. He
received his baronetcy on the occasion of the last distribution of

Birthday Honours by the late Queen. He died at his residence at

Hove, Sussex, on January 6, 1902.
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Many an oversea traveller is guided and gladdened on

approaching his haven by the great lighthouses that

stand as sentinels along the coast, or rise from their rock-

base in the water, to indicate his exact position and the

proper course of safety. But does he often think of the

time when the coast was dark and the approach perilous,

or of the gradual growth of the warning signal from the

wood-fire in the cresset to the electric arc, whose brilliancy

is computed in millions of candles, and whose presence is

asserted by reflection on the sky at fifty miles' distance ?

And, similarly, does it often occur to our traveller,

occupied, it may be, with the nearer marvels of mechanism

and constructive skill under his eye, how slow must have

been the steps of ];)rogress, how patient the band of workers

in the field of research, ere the results were attained that

shine before him with such present splendour afar ? The

men who have laboured to make our lighthouses and the

world's lighthouses worthy to rank with other high develop-

ments of modern science and modern art may be few in

number, but deserve as full a meed of intelligent appro-

bation as do workers for the good of the community in more

extended fields.
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Before the era of Augustin Fresnel the latest develop-

ment in coast illumination was the ' catoptric ' system of

metallic reflectors. Fresnel, a bright name in physical

science, conceived the application of the law of refraction

through glass to the service of the mariner, and the

dioptric or lenticular system came into being in 1819,

the famed Tour de Cordouan receiving the first installation.

The monumental invention of Fresnel was, after his

too early death in 1827, perfected, or rather extended, by

his brother Leonor, by Degrand, AUard, Bourdelles, and

others in France, and in Britain by the distinguished

family of Stevenson (Robert, Alan, and Thomas), by

Brewster, Airy, Faraday, Thomson, Tyndall, and Hopkinson,

and by the subject of the present memoir, who worked in

collaboration with some of these, or alone, devoting during

many years his high mathematical abilities to the optical

side of the task, and his practical sagacity to the whole.

The annals of the Trinity House, of the Board of Trade,

and of the Admiralty, abundantly record the advisorywork of

James Timmins Chance, and show how his name is written

on many leading lighthouses of his generation. Mention

need hardly be made here of the particular ones to which

he devoted his talents and his time
;
yet such lights as

those of Great Orme's Head, Europa Point, Wolf Rock,

Flamborough Head, Souter Point, and the South Foreland

ought to be distinctly remembered. In connection with

the work of the latest Royal Commission on Lights, Buoys,

and Beacons, his name is not less distinguished than those

of Airy and Faradaj', as will be seen in the pages that

follow. His papers on lighthouse illumination, communi-

cated to the Institution of Civil Engineers, remam valuable

text-books.

In the true Miltonic sense, he ' lived laborious days

'
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in study and in business, in science and in mechamcal
art. Nothing was too remotp )r his sympathies, nothing

too deep for his grasp. He regarded a machine as a

problem, and was as ready to perfect the one as to solve

the other. The present writer, who worked under him and

with him for many years, and who is indebted to him for

the greatest part of his own knowledge of lighthouse con-

Btruction, can well bear testimony to the assiduity with

which he followed up every branch of that complex work,

the acumen with which he discussed every point, the

energy with which he overcame every difficulty. Other

labourers in this field may have confined their attention to

special questions, but he was al)le to combine all which

had any relation to the desired end. And he retained this

interest wellnigh to the last against the tide of advancing

years. In the words of Cicero, * Intentum enim animum
tanquam arcum habebat, nee languescens succumbebat

senectuti.'

It was late in life, not indeed two years before he passed

away, that he received the well-deserved honour of a

Baronetcy. The delay was primarily his own fault, as he

always shrank from obtruding himself or his work on the

Government of the day. He could never be induced to

enter Parliament, though he fulfilled with great credit the

offices of Deputy-Lieutenant, High Sheriff, and Justice of

the Peace. His character was one of a conspicuously good

English type. He took high honours at Cambridge, and

he maintained throughout his life a warm practical interest

in public objects, particularly in education. His large

gifts and personal efforts made him herein a benefactor in

the truest sense, as the University and King Edward's

School at Birmingham, University College, London, and

the popular schools which he founded at Spon Lane and
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Oldbury can amplj' testify. His kindness of heart is shown

in his generous treatment of the two thousand w^orkpeople

employed by his firm, and by his splendid gift of a park to

the inhabitants of Smethwick and Oldbury.

It would seem ungracious to withhold these facts

illustrating the private life of Sir James Chance in intro-

ducing an account of his labours as a man of science, the

more so that his achievements in the improvement of light-

houses were in strict consonance with his lifelong en-

deavours to promote the happiness and well-being of his

fellow-creatures whether on sea or on land.

J. K.

POETKAITS

SIR JAMES T. CHANCE frontispiece

From a bust by Hamo Thorn'ycroft, B.A. 1894.

SIR JAMES T. CHANCE to face p. 1

From a portrait by J. C. Horsley, 1854.
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THE

LIGHTHOUSE WOEK
OF

SIE JAMBS CHANCE

The luminary in a modern lighthouse is caged in a complex

structure of glass lenses and prisms, which collect its

divergent rays and concentrate them in beams of intense

power upon the horizon and upon those parts of the sea

where they will be useful to the marmer. The application

of the refractive properties of glass to this purpose was the

work of the great French mathematician and physicist,

Augustin Fresnel, early in the last century ; and the splendid

' dioptric ' instruments of to-day are developments from

his original constructions. The story of their gradual

evolution is to be found in well-known text-books on the

subject ; here it is only desired to leave some record of one

of the most industrious and successful builders upon his

foundation.^

' The fundamental work on the dioptii3 system of lighthouse illumination

is Fresnel's Miinoire sur un nouveau syst^rne d' Eclairage des Phares, read

before the French Academy of Sciences on July 24), 1822, and embodying

two earlier communications of his to the Commission des Phares in 1819 and

1820. This was followed, when Fresnel's proposals had been thoroughly

B
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Scientific knowledge and technical skill of a high order

are required to construct a dioptric light. The glass-

founder, in the first place, must exercise his highest art to

produce a colourless glass free from strife and other flaws.

Eoughly cast in moulds, the lenses and prisms must then

have their surfaces accurately ground to particular cur-

vatures, whose calculation is the provmce of a skilled

mathematician. When they have received their final

forms, and have been finely polished, they must be fitted

into their places with the most scrupulous nicety, in order

that the rays falling upon each may be transmitted exactly

in the direction required. Then the plans of the engineer

must be subordinated to the practical difficulties of working

a highly refractory and brittle material, and to the

masterful dictates of economy. He cannot employ always

the same design on different occasions, but must have

regard to particular local requirements, and may be called

upon to mvent new forms or arrangements to suit them.

discussed and practically tested, by the Rapport contenant Vexposition du

systeme adopti par la Commission des Pliares pour iclairer les CCtes de

France, a Report drawn up by Admiral de Rossel at the request of the

Commissioners, and confirmed by them on September 9, 1825. Next we

have Mr. Alan Stevenson's Notes on Lighthouse Illiunination and Rudi-

mentary Treatise oyi Lighthouses, and Lieutenant Drummond's paper On
the Illumination of Lighthouses (Philosophical Transactions, xol.^xiv. 1830),

general works now superseded by Mr. Thomas Stevenson's Lighthouse

Illumination (2nd edit. 1871), Lighthouse Construction and Illumina-

tion (1881), and his article in the latest edition of the Encyclopcedia Britan-

nica, and by M. Allard's Phares et Balises (1883). Also may be mentioned

M. L6once Reynaud's Mimoire sur V Eclairage et le Balisage des Cdtes de

France (1864), Sir James Chance's papers on Optical Apparatus used in

Lighthouses (1867), and Dioptric Apparatus in Lighthouses for the Electric

Light (1879), Sir James Douglass's The Electric Light applied to Lightliouse

Illumination (1879), and M. Allard's Mimoire sur rintensiU et laportie des

Phares (1876), and Mimoire sur les Phares Electriques (1881). The three

English papers are printed in the Minutes of Proceedings of the Institution

of Civil Engiiifiers, vols. xxvi. and Ivii., and those of Sir James Chance are,

by permission of the Council of the Institution, reprinted as an appendix to the

present work.
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The resources of physical, mathematical, and mechanical

science alike are taxed in the production of these beautiful

instruments.

In James Timmins Chance a man was found fitted to

cope at once with the mathematical and optical problems

of lighthouse science, with the mechanical devices ancillary

to their solution, and with the technical difficulties of glass-

manufacture. At Cambridge he had taken a high mathe-

matical degree, and already as an undergraduate was a

successful inventor of machinery. Endowed with natural

talents and with an appetite for work which embraced not

only the pursuit of science, but made him besides a classical

scholar, a lawyer, and a theologian, it was the accident of

his family connection that led him, on the completion of

his college career, to enter the glass-works of his uncle and

father at Spon Lane, near Birmingham.

In Fresnel's time dioptric apparatus was produced only

in France. But soon after his death the manufacture was

taken up in England by Messrs. Cookson & Co., of South

Shields, who constructed their first annular lens as a

specimen in 1831. The earliest dioptric lights erected in

these islands were made by them.' They were instructed

by Leonor Fresnel, brother of Augustin, but they failed to

surmount adequately the difficulties in their way. At first

they tried to mould the lens, and then to grind it, out of one

thick sheet of glass, and when they found it necessary to

build it up of separate rings they did not avail themselves

of Fresnel's ingenious mechanism for giving to the surfaces

of the rings their proper differing curvatures, but ground

them all to the same form in a spherical bowl. In 1845

' It was reported to the Koyal Commission on Lighthouses in I860 that

twelve British lighthouses and one Irish contained refracting apparatus made

by this firm.

B 2
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they sold their works to Messrs. E. W. Swinhurne &: Co.,

who shortly afterwards gave up the manufacture. A chief

difficulty was found in the oppressive restrictions of Excise.

' Nothing in the form of these lenses,' Mr. Swinburne wrote

to Mr. Chance in 1864, 'could be made in either their

Crown or Plate-Glass Works without infringing the law,

and an Order in Council had to be obtained to permit their

manufacture. Even then the ordinary duty on plate glass
''

[which was something like 300 per cent, on the cost of the

glass] * was charged on the lenses, and no drawback or

rebate of duty was allowed upon the immense number that

were defective and useless. From this cause, and from

the difficulty and expense attending the infancy of the

manufacture, Messrs. Cookson & Co. were never adequately

remunerated. The matter was taken up with great zeal

and ability by a junior member of the firm, and, as the

oldest plate-glass firm in England, they felt themselves

impelled to attempt the establishment of a manufacture for

so patriotic an object that might prove worthy of this great

maritime and manufacturing country.'

Messrs. Swinburne & Co. having abandoned the manu-

facture, for a few years it remained the monopoly of the

firms of MM. Letourneau & Lepaute, of Paris. But

about 1850 Messrs. Chance Bros. & Co. determined to

attempt it. They engaged the services of a French expert,

M. Tabouret, who had been for thirty years in the employ

of the lighthouse department of the Ponts et Chaussees,

and had worked for Augustin Fresnel himself. He con-

structed an apparatus of the first order, which was shown

at the Great Exhibition of 1851.^ It was a wholly dioptric

fixed and revolving light—that is to say, there was a

revolving drum of eight annular lenses with fixed reflecting

' Figured in Stevenson's LiijJitJioiise Construction and Ilhunination, p. 7C.
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prisms above and below. ' The workmanship,' the Jury

reported, 'was not characterized by any degree of finish—

a

fact in its favour, as any great degree of finish, or adoption

of ornament, would involve an increased outlay of capital

without compensating advantages.' ^ And the glass, having

purposely been made very hard in order to resist corrosion

by the atmosphere, had a greenish tinge, though as regarded

strife its quality was considered to be equal to the French.

The lamp was an Argand 4-wick burner, supplied with oil

on the ' foimtain ' principle.

M. Tabouret retired from Spon Lane in 1853, and

during the next two years Messrs. Chance were occupied in

mastering the details of the work, and in gaining expe-

rience. They completed in this period seven apparatus, all

for fixed lights, two of them of the third order, two of the

fourth, and three of the fifth.- On one of these Professor

Faraday, as scientific adviser to the Trinity House, re-

ported on March 14, 1854 :
' Having this day examined

one division of a catadioptric apparatus constructed by

Mr. Chance, of Birmingham, and compared it with one of

French construction, which the Corporation possess,

mounted in the comparative frame, I am of opinion that,

in the colour of glass, the working of the various pieces,

and the fitting of the whole together, the former is equal

to the latter ; and, from the effect of the light upon the

screen, I believe that one would not be distinguishable

from the other when seen at sea.'

In 1855 Messrs. Chance largely increased their plant,

' Reports of the Juries, Exhibition of 1851, p. 272.

* One of the third order, and one of the fourth, made for jNfessrs. Wil-

kins & Co., the well-known makers of lighthouse lamps and catoptric appa-

ratus, were put up, I believe, at Broadhaven and at Spit Bank, in Cork

Harbour. The other of the third order went to the Beeves Bock (river

Shannon) ; the other of the fourth to Samphire Island in Tralee Bay, and

one of the fifth to the Levant or the Black Sea.
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and in the same year they showed a spechnen of their

manufacture at the Paris Exhibition. In the next three

years they constructed and sent out more than thirty

dioptric instruments, erected on the coasts of Great

Britain and Ireland, of the Mediterranean and Baltic

Seas, of Australia, New Zealand, Vancouver, and Ceylon.

They greatly improved their work as the result of expe-

rience, and their glass was no longer open to the reproach of

bad colour as compared with the French. When in 1859

they made overtures to supply dioptric apparatus to the

Spanish Government, the engmeer, Senor Lucio del Valle,

was sent to visit their works, and to report upon their

capability of doing what they offered, and the foUowmg

sentences are translated from his report (.January 20, 1860) :

* At the time of the Universal Exhibition of 1855 I had

already occasion to observe at the Palais de I'lndustrie an

apparatus constructed at the extensive glass-works which

these gentlemen possess at Spon Lane, near Birmingham,

and since that time they have devoted themselves with

ardour to the establishment of the new workshops which

the manufacture of the lights required, in order that they

might compete with the French constructors and destroy

their monopoly.

* From what I was shown there it is easy to deduce

:

(1) That the catadioptric lights made by these gentlemen

are not inferior to the French lights as regards the optical

part, judging from the official reports of competent persons,

and from the attentive exammation I made of the prisms

and lenses from their coming out of the melting furnace to

their arrangement in the apparatus.

' (2) Nor are they at all inferior as regards the

mechanical part ; they even present certain advantages

over the French lights in points of detail.'
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II

Mk. James Chance, as chief manufacturing partner, had,

of course, a great deal to do both with the mception of

the lighthouse works at Spon Lane and with their de-

velopment. But it was only m 1859, m consequence of the

appointment of a Eoyal Commission to inquire into the

condition of the lights, buoys, and beacons of the United

Kmgdom, that he was led to make them the very special

object of his attention. Brought into communication with

the members of the Commission, his enthusiasm was

kindled, and he gave up chiefly to the scientific study of

lighthouse illummation the next twelve years of his life.

In the present chapter I propose to give an account of his

work with the Commissioners m the years 1859 to 1861,

and in conjunction with them with other distinguished men,

in particular with the Astronomer Eoyal ^ and Professor

Faraday.

The Commissioners held their first meeting in January,

1859. They proceeded to circulate among the various

lighthouse authorities, general and local, and among a

large number of merchants, marmers, manufacturers,

and others, papers of questions on the subject-matter of

their mvestigation. They then personally inspected most

of the lighthouses in Great Britain and Ireland, and many

in France and on the north coast of Spain, and visited

• Professor (afterwards Sir George) Airy.
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works where lighthouse apparatus of various kinds was

constructed. The condition in which they found many of

the lights they visited amply justified their appointment.

Even in the best cases, they said, a large proportion of the

light was wasted. Sometimes a part of it was thrown too

high, sometimes it shone upon the land. ' In some cases

the fault appeared to arise from want of consideration

of the requirements of the locality ; in others from want of

adjustment in apparatus ordered with insufficient specifi-

cation by the authority giving the order, originally con-

structed by a manufacturer without reference to elevation,

and finally placed by the authorities, without considering

the construction, at an elevation for which it was not fitted.'

There were also cases of faulty manufacture, of bad glass,

and of inaccurate grinding. They found, first, that the dip

of the sea horizon below the geometrical horizon had never,

in the United Kingdom, been properly taken into account

in dioptric lights ; secondly, that the various parts of the

dioptric apparatus had not even been adjusted to the

flame and the geometrical horizon with sufficient accuracy

;

and thirdly, that in the English and Irish lights the flame

had been kept far too low, owmg to the use of three wicks

only, and of the ' fountam-lamp.' This had ' the double

disadvantage of diminishing the upper part of the flame,

which was of the greatest service in illuminating the sea,

and of lowering the section of greatest luminosity in the

flame below the focus of the lens, thus causing the brightest

portion of the light to be in that portion of the same which

always of necessity sent its rays above the horizon.' The

lamps, on the other hand, used by the Northern Commis-

sioners (the Scottish Board) were mechanical pump-lamps

producing good flames of about double the height of those

in England and Ireland. And similarly in France the
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use of good flames obviated to a great extent the errors of

adjustment which ^Yere found there also.^

At that time glass for dioptric apparatus was made only

at three factories—those, namel}^ of M. Lepaute and of MM.
Sautter & Cie. (successors of M. Letourneau) at Paris, and

of Messrs. Chance Brothers & Co., at Spon Lane.

The Commissioners visited the first and hi,st of these,

the last on December 23, 1859, when, under the guidance

of Mr. James Chance and of M. Masselm, engmeer to the

firm, they made a thorough inspection of the processes em-

ployed in the manufacture of the lenses and prisms, and of

the arrangements for testing their optical accuracy.^ They

had occasion to remark uj)on the ' very superior quality ' of

the glass, and upon the machmery, ' of a superior descrip-

tion to any yet seen,' for grinding the surfaces accurately.^

They discussed the disadvantages of ordering different parts

of an apparatus in different quarters, and of not giving to the

manufacturer of the glass information as to the nature

and size of the lummary to be used. Messrs. Chance stated

that they were not even allowed to tender for the metal frame-

work, although obliged to construct such for their own use

in adjustmg the glass. And it is clear that under this sys-

tem, when the lenses and prisms came to be set up at the

lighthouse m a different framework and by other hands, the

' Report of the Commissioners (1861), i., ix., x., xiv. '' Ibid. i. 43.

* Fresnel ' contrived expressly a system of grinding the glass rings by

combining a cross stroke with rotation, thus translating his geometrical

conceptions into corresponding mechanism.' (Mr. Chance in his paper of

1867.) The Astronomer Eoyal said in the discussion on this paper :
' He

had had the advantage of seeing the beautiful mechanism in Messrs.

Chance's works, and that which struck him most was the cross-stroke in

the polishing ; when there was a ring lens to be made, the cross-curvature

was not given by grinding in a bowl, but by the cross-work of the polisher,

and by some small adjustment of the mechanism, which Mr. Chance had

arranged, there was a power of altering the degree of curvature which

would be given by that cross-stroke. Upon that everything depended.'
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liains taken by the constructor to ensure accuracy of adjust-

ment might be thrown away.^ Or, as happened in some

cases, an unsuitable lamp might be provided, or the bars

of the lantern be placed so as to intercept some of the light.

Nor could allowance be made for the * dip ' of the horizon.

That is, and particularly in the case of a lighthouse

standing high above the sea, in order to illuminate a given

extent of sea up to the horizon, the direction of the rays

must not be geometrically horizontal, but mclined to a given

extent downwards. With the metallic catoptric mirror, the

beam of light can be depressed or elevated by simply raising

or lowermg the position of the lamp. But with dioptric

apparatus this is not possible, smce the refracting and

reflecting portions would be affected in opposite ways. The

lenses and prisms must be designed and adjusted to this end

in the first instance. But, under the conditions existing in

1859, the manufacturer of the glass received no instructions

to allow for dip, the practice being to adjust the apparatus

by one rule for all cases.

The importance of this question caused the Commis-

sioners to make it at once the object of their special inquiry.

Early in 1860 they circulated among a few leading men of

science and experts in lighthouse apparatus a set of ques-

tions intended to elicit opinion on the propriety of giving to

the manufacturer of dioptric ai3paratus, to guide him in

making his adjustments, mformation as to the height of the

light above the sea and the horizontal arc required to be

illuminated.^ Mr. Chance was one of those consulted. In

' Cp. Mr. Chance's remarks, p. 123.

^ Circular No. X. ; the answers to it in the Commissioners' Beport, ii.

589 foil. Most of those consulted agreed that the information ought to be

given to the manufacturer. The conspicuous dissentient was Pi-ofessor

Faraday, but his answer shows that he had not yet given attention to the

subject.
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a letter of March 7, 1860, Admiral Baillie- Hamilton, Chair-

man of the Commission, requested his 'individual and
special ' attention to the points of inquiry, and expressed

his desire that the Astronomer Eoyal (of whose services the

Commissioners were largely availmg themselves) should

go to Birmingham in order to meet him and compare views.

In another letter the Admiral hoped that the Astronomer

Royal and Mr. Chance would not confine themselves to a

simple answer to the questions, but would go further and
' suggest other and perhaps more important data as necessary

to be furnished to the manufacturers of an illuminating

apparatus on receiving an order.' Agam, on March 24,

he wrote that the Commissioners ^particularly desire to

have Mr. James Chance's answers—such as he may be

disposed to give—to those questions,' and any additional

observations or suggestions that he might be disposed to

make.

The mterview desired took place about March 20, and

on April 2 and 3 the Astronomer Eoyal visited Spon Lane,

and made a thorough scientific examination of a large

apparatus m course of construction for the Government of

Victoria. He fomid the mdividual prisms to be all pro-

perly curved and all well adjusted, and he could not say

that one was better than another. ' Each panel of prisms

that I examined appeared excellent.' But the lamp, or the

flame, was too low. ' We raised the lamp pillars five-

sixteenths of an inch, and all was then right. During

this time the lamp flame had been, as I understand, at the

full English height, not at the full French height. When

the lamp flame was lowered, the faults exhibited them-

selves again. The height of the lamp-stand had been

adjusted by the engmeer's usual rule.'

No light-frame, the Astronomer Royal believed, had
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ever been examined so well before, and he gathered from

this examination the following points :
—

' 1. The general excellence of the sj^stem of grinding

the prisms, and arranging them in each frame,

by the operations in Messrs. Chance's long

gallery.

' 2. The necessity for another examination when all the

frames are united.

' 3. The importance of not being bound by such a rule

as had been adopted by the engineer.

* My observations show the importance of attending

more carefully to height of lamp than has yet been done,

and show that in the use of small sources (as the galvanic

spark) it will be extremely important to be assured that

the height is always the same. I have written to Faraday

to ask him whether he is certain of this constancy of

height.

' After this I examined carefully (in the day) the

mathematical process on which is founded the experimental

process by which the curvature of the curved reflecting

side is examined. It appears quite correct.

' Subsequently I saw the testing of one of the external

rings of a lens in the long gallery. This was going on as

a matter of daily manufacture, and was not put up for my
edification. It was excellent. I had no idea that a ring

could be ground to do its duty with so much accuracy.'

' General Ikfeeence.

* At present, the great excellence of a lighthouse is or

may be the optician's part. The great defect and waste is

in the source of light.'
^

The Astronomer Eoyal wrote also to Professor Faraday

' Letter to Admiral Hamilton, Commissicmers'' Beport, i. 77.
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about what he had clone at Spon Lane, and the latter, as

in a measure responsible for the light on behalf of the

Trinity House, wrote to Mr. Chance about it. Mr. Chance
replied that he had not, after all, raised the burner, but had

made a slight change in the setting of the lower prisms.

He pointed out that the- proper position of the focal plane

in the flame was by no means decided, and that it was a

very important matter for investigation.

During the next two months the Commissioners and

their Secretary, Mr. J. F. Campbell, of Islay, a gentleman

who had long devoted attention to optical science, and the

Astronomer Royal, visited various British and French light-

houses, and among them the two at Whitby, where the

apparatus was of Messrs. Chance's manufacture. The

Astronomer Royal reported on them :

^

' The dioptric ^ part of the apparatus is beautiful. The

glass is of the best quality. The working is so perfectly true,

that in viewing the image of the horizon, and moving the

eye so that it (the image) is shifted from the broad central

band successively to the narrower lateral bands, there is

no perceptil)le jump or indistinctness, every band forming

its image exactly and truly in the same place. ... It is

a most beautiful piece of work
;
possible only where the

maker is a man of science and also a practical man.' The

reflecting prisms he thought to be ' very good, but not so

strikingly good. . . . There was some difficulty in catching

the image of the line of the horizon so sharply. Still,

there it was, and there was no difliculty in seeing that the

boundary of light did move over the whole as it ought.'

But in the southern lighthouse he thought the details of

the form of the reflecting prisms bad, and his impression

was that they were of little use.

' June IG, 18G0, Ecport, i. 79. - I-c refracting.
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The adjustments to the horizon he found to be all

wrong. ' My impression is,' he wrote, ' that in the north

lighthouse three-fourths of the light is absolutely thrown

away, and in the south lighthouse nine-tenths of the light is

absolutely thrown away. . . . When, with a ruler, I covered

the part of the flame which merely gave light to the sky,

it was absurd to see how little was left for the useful part. . .-

It really gave me a feeling of melancholy to see the results

of such exquisite workmanship entirely annihilated by sub-

sequent faults in the mounting and adjustment.' Larger

flames, he thought, would only partially remedy the evil.

If the burners were raised, the efficiency of the refracting

portions would indeed be increased, but that of the reflect-

ing prisms would be diminished. Eeadjustment was

necessary. He expressed the hope that, while the state of

these lights must be made public, this should be done in such

a way as to throw no blame on Messrs. Chance, whose

workmanship, as shown in the glass, was admirable, or

upon the engineer's work in the framing and mounting,

which appeared to be of the highest order. The necessary

statement should be made * in such a shape as would

prevent the commission of any injustice or the excitement

of any painful feeling.'

On June 24, with Admiral Hamilton's consent, he wrote

to Mr. Chance about his examination of the Whitby lights,

expressing his desire that he also, or an agent whom he

could trust, should examine them, and inquiring whether,

if the consent of the Trinity House were obtained, he

would enter into the question of readjusting the apparatus.

Again he wrote on June 28 :

' 1 conjecture that a rule of adjustment was laid down in

the first instance— in France, I suppose—which has been

closely followed everywhere, and that that rule is wrong.
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I very much wish that I could induce you to look at the

Whitby lights. I think that it would lead to an extensive

and beneficial revolution in lighthouses.'

The next day he wrote to Admiral Hamilton :

' I enclose a letter which I have just received from

Mr. Chance. It is clear, I think, that by judicious co-

operation with him we may do much to improve the

lighthouses. . . . Now, what in your judgment would be

the best way for bringing together the Trinity Board, and

Mr. Chance, and ourselves, for the improvement of the

Whitby lights ? ' ^

A»d again on July 4 :

^1. 'The Whitby light is the most flagrant instance of

mismanagement. ^
.^^"-^

'

, 2.J)rhe constructor of every part of the Whitby

apparatus is at hand,

/^j)The said constructor is willing to go heartily into

theMprovement of the Whitby light. Therefore, leave all

others and rest on it.'

And to Ml'. Chance he wrote on July 2 :

* I have spoken to Admiral Hamilton about our wish to

arrange with the Trinity House for putting those noble

machines at Whitby into their just condition, and expect

daily to hear from him.'

On July 5, Admiral Hamilton, Dr. Gladstone, F.E.S.,

one of the Commissioners, the Astronomer Koyal, and

Mr. Chance, met at Blackheath.^ The third-named stated

that he and Mr. Chance were agreed upon the best method

of remedying the defects at Whitby, which was to lower the

burner to suit the position of the reflecting prisms, and to

lower the refracting zones to suit the new position of the

' Eepm-t, i. 81. ' Ihid. i. 52.
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burner, cutting off the lowest of them as might be necessary,

and adding to them at the top if required. After some

conversation, a letter was prepared inviting the Elder

Brethren of the Trmity House to meet the Commissioners

and others at the North Foreland and Whitby lighthouses

some time in the month of August.

In the meantime (April 1860), Captain Ryder, E.N.,

another of the Commissioners, had entered into a correspon-

dence with Mr. Chance about particular points connected with

the elevation of lighthouses above the sea. Supposing, he

asked, an order to be sent for a series of dioptric lights to be

placed at heights above the sea varying from 100 to 500 feet,

what difference would be made for each 100 feet in the

adjustment of the lamp and the several panels, and m the

initial angles given to the prisms ? Further, supposing that

the heights had not been specified, and the lights all made

alike, what loss of light would there be in each case for

each 100 feet of elevation ? Mr. Chance replied that the

adaptation of the apparatus to different heights could be

perfectly accomplished by adjusting the lenses and prisms

in the frames without altering their forms for each

particular case. For the heights given, no loss of light

would be observable at the horizon, but the extent of sea

illuminated between the horizon and the lighthouse would

be lessened in proportion to the square root of the eleva-

tion of the light above the sea. To questions as to

w'hether perfect jjarallelism of the rays was aimed at in

adjusting the glass, or a certain amount of divergence

purposely introduced, Mr. Chance replied that perfect

parallelism was attempted, and that for the focal rays a

close approximation to it was obtained. In further corre-

spondence he gave details as to the particular amount of

adjustment which would be required for particular varia-
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tions ill the height of a light above the sea, so that the

rays from the brightest part of the flame should be directed

to the horizon, and other particulars as to the extent of sea

which would then be illuminated by the natural divergence

of the light. He also offered to calculate and send to

Captain Eyder a table showing the successive extents of

sea illuminated by successive horizontal sections of the

flame. Further, he suggested that to illuminate the sea

quite near the lighthouse it would probably be better to

arrange the lower prisms for this special purpose than

to increase the divergence of the whole beam. Captain

Eyder replied, thanking Mr. Chance very much for his

* very interesting and instructive letters,' and saying that

his replies would be laid before the Commissioners,

and would be very useful to them. In September he wrote

again for further information. He wanted calculations

made, and a table drawn up, to show for every 10 feet of

height from 60 to 300 feet, and for every 25 feet from

300 to 500, the angle or ' dip ' (-5) between the geometrical

and the visible horizon, the angle (0) between the visible

horizon and a pomt on the sea one nautical mile from the

base of the lighthouse, the distance (x) on the sea from the

horizon inwards covered by an angle equal to -&, and the

distance (y) from the one-mile point inwards covered by an

angle equal to cf). By the help of these data the Commis-

sioners hoped to arrive at an opinion as to the limit of

height of a light, after passing which the dip should be

taken into consideration, also the efl'ect at each height of

neglecting to consider the dip. Also Captam Eyder wished

to know in each case the heights m the flame at which

lines drawn from the visible horizon and from the one-

mile pomt through the centre of the lens would cut the

flame, and for the five cases of even hundreds of feet the

G
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additional height that would have to be given to the flame

to throw direct rays on the spaces y.

These lengthy calculations were made by Mr. Chance,

and the results roughly corrected for atmospheric refrac-

tion; and subsequently, after correspondence on the subject

with the Astronomer Eoyal, he made them afresh from

different formulae, introducing also the true correction for

atmospheric refraction, as communicated by that gentleman.

The figures thus arrived at were very close to those

previously calculated ; and the tables and calculation were

printed by the Commissioners in their Report.'

The joint visits to the North Foreland and Whitby

lighthouses having been agreed to by the Trinity House, a

preliminary meeting of a deputation therefrom with the

Commissioners took place on July 30. The Astronomer

Royal and Professor Faraday were present, and the former

made a statement of the observations made by him at various

lighthouses.

2

The visit to the North Foreland came off on the date

fixed, August 2.^ The Commissioners present were Admiral

Hamilton, Dr. Gladstone, and Captain Ryder, with Mr.

Campbell and the Astronomer Royal ; while Admiral Gordon

(Deputy-Master), Captains Bayly, Close, and Weller, and

Professor Faraday represented the Trinity House. They

were met by Mr. Thomas Stevenson, on the part of the

Commissioners of Northern Lighthouses ; by representatives

of the Ballast Board of Dublin ; by M. Sautter, who

' i. 99-101. The Astronomer Eoyal also had calculated the angles of dip

required for distances from thirty miles down to a quarter of a mile. He sent

the results to Admiral Hamilton on April 2, 18G0 {Report, i. 77), and added :

' In reference to the wants of nautical men, ought we to be sure to provide

for light at the small distances as well as at the great ones ? The subject

may be important if we contemplate the use of very small sources of light,

as the galvanic spark.'

' Report, i. 54. ' Ibid. p. 65
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had made the optical apparatus ; and by Mr. Wilkins, who
had suppHed the lamp. Mr. Chance, though mvited,

preferred to remam away, in a case where the apparatus

was not made by his own firm. The light, a large new
one, had already been examined by Admiral Hamilton and

Mr. Campbell, who pronounced the apparatus to be ' very

well constructed and arranged,' but, they thought, upon

the usual plan, ' to throw a parallel beam from the centre

of the flame at right angles.' ^ The Astronomer Royal had

reported it to be ' an effective light, but admitting of im-

provement.' ^ It now appeared that a late lowering of the

burner by one-eighth of an inch had improved its position with

reference to the reflecting prisms, but had correspondingly

injured it m reference to the refractors. The question for

consideration was, whether, if a permanent alteration were

decided upon, it would be better to lower the lamp still

more, and the refractors to suit, or to raise the former to

its old position and readjust the reflecting prisms. M.

Sautter expressed himself in favour of the latter alteration,

if any were required, but contended that the apparatus was

properly adjusted for a proper overflow lamp, so that the

best part of the flame illuminated the horizon, a contention

with which Professor Faraday agreed, excepting with regard

to one or two prisms.^

At Whitby there assembled, on August 9, Admiral

Hamilton, Captain Eyder, Dr. Gladstone, and Mr.

Campbell, Admiral Gordon, Captains Close, Bayly, and

Nisbet, Professor Faraday, and Messrs. Thomas Stevenson,

Halpin, Sautter, Chance, and Masselin. Some of those

present thought that, in spite of the defects which revealed

themselves on inspection within the lantern, light would in

reality be seen in all parts of the apparatus from the sea.

' Report, p. 49. '•' Ibid. p. 81. ' Ibid. pp. 55, !)2.

c 2
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Arrangements, therefore, having been made for the keeper

at the north lighthouse to corer up, at a given signal, the

refracting band, so that the light thrown by the reflecting

prisms might be observed alone, the party boarded the

Trinity House yacht. On the outward journey it was seen,

by means of a telescope, that while copious rays were

proceeding from the ujjj^er reflectors, only a very famt

light was visible from the lower ones. And the same thing

was observed at a distance of from four to five miles from

shore. Observation of the southern light on the return

journey showed that of its lower reflecting prisms only

the low^i were giving available light, while a dark band

gave the impression that no rays were coming from the

c@itral refracting zone at all. Indeed, the well-adjusted

upi>er reflectors of the northern light were judged to be

equal in efficiency to the whole of the southern apparatus.^

Summarizing under fifteen heads the defects of the

"Whitby Kghts,^ the Commissioners thought proper to add to

their report the following note :

—

* It is due to Mr. James Chance to state that the orders

given to him are simply to construct a certain well-known

apparatus of a given size. Up to the time of the commence-

ment of our inquiries he had not directed his mathematical

researches into investigations connected with the scientific

questions bearing on the subject. Mr. Chance was never

informed of the height of a proposed lighthouse ; and that

very inferior description of lamp, the fountain, was ordered

of another firm, leaving him no option in the matter.'

Professor Faraday, they said, and the Elder Brethren

of the Trinity House, had always disclaimed being con-

sidered opticians. They had depended on Fresnel's calcula-

tions, and supposed that adjustment after his rules was

' Bejori, pp. .v6_.>8, 91. - Illd. pp. 63-71.
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applicable to any height of flame and to any elevation of

the lighthouse.

The two examinations made clear to all the necessity of

maintaining, to begin with, a good and constant flame, and

then of determining what particular parts of such a flame

would be most eflective for sending light through the

different glass agents. Captain Rj'^der had expressed the

opmion that this question must be settled before it could

be decided what was the l)est position of the lenses and

prisms with reference to the flame. The Astronomer Eo^yal

had written on August 6 :
* I intend to suggest to Mr.

Chance some experiments for determining the special section

of the lamp flame which will send to the horizon the most

brilliant light through the reflecting prisms.' ^

Professor Faraday opened a correspondence on the sub

ject with Mr. Chance immediately on his return from

Whitby. On August 13 he asked him for a full-sized sec-

tional drawing of a dioptric apparatus, in order that he

might consider for himself, in conjunction with experiments

with a good lamp, the proper position of the focal points in

the flame. And in a long report to the Trinity House - he

entered upon a full discussion of the question. The burner,

he pointed out, should be placed so that the ' widest and

brightest ' section of the flame should coincide with the

central focal plane of the refractors. ' All that light,' he

said, * which emanates below that plane, and passes through

the lenticular bands, will be thrown up into the sky above

the horizon, but all that emanating from the great body of

flame above that plane will be cast over the sea between the

horizon and the shore, doing good service to the mariner.'

But, as this brightest section of the flame might vary from

1-12 in. above the burner for a high flame down to 0*75 in.

' Report, p. 82. -' August 16, ibid. pp. 110-92.
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for a low one, it was of the first importance to provide a

lamp which should keep up a flame suited to the adjust-

ments of the glass. The lamp should have a free overflow,

and in the case of a first- order light four wicks, and a

chimney, glass and iron together, six feet long. ' As much

oil as possible should be burnt without smoking, for when

in a good state the light is as the oil burnt.' ^ The light

lost by not keeping up a good flame was all light which the

refractors would have thrown upon the sea.

The focal lines of the upper reflectors should pass

though a ' bright and abundant ' part of the flame, but so

as to leave as much as possible of it below them, smce it

would be this portion of the flame whose light would be

directed upon the sea. The common focal pomt for the

upper reflectors he considered to be best situated at 1"55 in.

above the burner in its central axis.

But of the light which should go to the lower reflectors,

at least half, with the very best flame, would be intercepted

by the burner. Their focal lines should therefore cut the

flame * as far forward, and up, as is consistent with its

passing through a bright part ' of it ; and here agam it

was the part of the flame below these Imes which threw

light upon the sea. The French practice was to select a

different focus for each of the lower reflectmg prisms, vary-

ing from 68 mm. (2| m.) above the centre of the burner

for the lowest of them to 38 mm. (li in.) for the highest.

But all these adjustments had reference to a horizontal

plane, which was of course above the direction of the sea

horizon ; and allowance should be made to deflect the rays

below that plane. The correction for the refracting bands

' Mr. Chance, however, in a letter of April 22. 1861, after he had worked

with the new lamp to be described in Chapter III., adduced reasons for

doubting the truth of this proposition ; for this lamp produced an excellent

flame with a diminished consumption of oil.
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would be suitably made by raising the burner ; but this

alteration would only increase the error for the t^Yo sets of

reflecting prisms. The difficulty in their respect must be

met ' by instructions to the maker of the apparatus at first
'

After his experience at the North Foreland and at

Whitby, he thought that the first thing to do was to provide

an * excellent and constant lamp,' and that all lights of the

same order should have a lamp of the same quality. Such

a lamp having been provided, experiments should be made

to determine what were really the best positions in the

flame for the different focal points, and the apparatus be

adjusted accordingly.

Mr. Chance replied at length to the questions of the As-

tronomer Eoyal on August 20. After askmg for explana-

tion of his meaning on certain points, he went on, speaking

of the reflecting prisms :
' For the lower prisms, I find by

actual experiment that their respective focal sections of the

flame should intersect each other in the outer flame. If

this common intersection be within the outer flame, the

light from the whole panel converges (and the contrary

effect, I imagme, would take place if this intersection

were to be outside the flame). The eft'ect of convergence,

even when the intersection was at the second flame (count-

ing from without), was most strikmg.' Experimenting

with some new apparatus some six weeks before, he had

come to the conclusion that, supposing the foci for the

lower prisms to be in the axis of the flame, the best posi-

tions for them would be : for the highest prism at 20 mm.,

for the next at 25 mm., and for the others at 30, 36, 42,

and 49 mm. respectively above the focal plane of the

lens. But he thought that his ideas might be modified

by future trials and suggestions. He truly hoped and

quite believed that the readjustments at Whitby would
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lead to most important results, as the Astronomer Royal

had predicted. The latter replied :
' I am delighted that my

rough sketch of the lamp-flame is working as I wished it to

work—that is, inducing you to make something better.' He

went on to reply to the several points in Mr. Chance's letter,

and ended by noticing the apparent inefficiency of English

lamps as compared with the French.

After the examination of the Whitby lights, Admiral

Hamilton had requested Mr. Chance to wiite to the Trinity

House, suggesting the alterations which he thought should

be made there. And Professor Faraday advised in his

report cited that, as maker of the apparatus, and as one

who understood every point in the matter, Mr. Chance

should be instructed to alter the adjustments of the southern

light, the northern being left as a standard of comparison,

providmg in particular the best lamp possible, with a glass

chimney of the proper shape,^ and with adequate provision

for draught. Soon afterwards he visited Spon Lane, and

worked for two days with Mr. Chance on the determination

of focal points. In one of two large lights under construc-

tion for Russia he found that Mr. Chance had of his own

judgment and experience adjusted the prisms to unusual

foci, the effect of which was ' very excellent.' Those

calculated for the lower reflecting prisms were, in effect,

coincident with those determined by himself. But for the

upper prisms their results differed considerably, and before

recommending his conclusions to the Trinity House he

should desire to experiment upon a whole panel of tbem.^

Meanwhile, Messrs. Chance had written formally to the

Trinity House, requesting to be allowed at once to make

' Chimreys of the Fi-ench type, with sloping shoulders, had been
indeed suppUed by Messrs. Chance, but they were not in use. Report, p. (33.

' Ibid. p. 92.

"
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alterations at Whitby south Hghthonee. They explained

what they proposed to do, and requested leave to supply a

lamp of their own. They felt that they were not responsible

for the defects of the light, and would take the greatest

interest in rendering it as perfect as possible. The Trinity

House, in reply, desired that the experiments proposed by

Professor Faraday should first be made ; and they requested

Messrs. Chance to put up for his use at their works a panel

such as he desired. He wrote at length to Mr. Chance on

September 4 about the details of the proposed experiments.

Shortly afterwards he again visited Spon Lane, and made

the desired observations, and m subsequent correspondence

settled what was to be the method of procedure at Whitby.^

The necessary authority for these alterations having been

sent, Mr. Chance proceeded thither with him at once, so that

the work was finished early in October. Professor Faraday

observed in connection therewith :
^

* All the time we were at Whitby (eight or nine days) Mr.

Chance and myself were occupied in learning, practising

new methods of adjustment and correction, and using new

instruments ; and I cannot say too much in thankmg Mr.

Chance for the earnest and intelligent manner m which he

has wrought with me in the experiments, working and

thinking every point out. The method of adjustment is

now so perfect, that the authorities can hardly require

more accuracy than the manufacture can ensure. The

Trinity House may direct at its pleasure that the light of

one part of an apparatus shall be thrown chiefly in one

direction, as the sea horizon, and that of another part in

another relative direction, as nearer to the coast, and I

have no doubt that, if the electric light or any other of the

compressed intense illuminations be hereafter adopted, the

' Eeport, p. 02. - Ihid. pp. 93, 94.
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principles and methods of adjustment now devised and

carried into practice will jprove of very great and special

advantage.'

The adjustments were made by the method of ' internal

observation,' that is, by looking at the horizon through

each lens and prism in turn from within the apparatus. It

was not new, but disused,^ and had been revived in the course

of the work of the Commission. Mr. Campbell, referring

to his own employment of it, spoke of it as ' nothing but a

return to first principles.' ^ The Astronomer Eoyal used it

when examining the light at Cap d'Ailly.^ After the altera-

tions at Whitby, he wrote to Mr. Chance (October 27) :

* I am quite delighted with your letter of the 26th, and

with the kind heartiness with which you entp.r into the method

of internal lighthouse-testing. I am amused when I look

back at the history, in my own mind, of the introduction of

this simple process. First I thought of throwing the light

upon posts (as in your factory 3''ard), and discovered that

in the ordinary circumstances of lighthouses this could not

be done. Then I thought of forming images in the manner

of a camera obscura, and actually provided myself with

opaque black cloth to stop out all the glasses but one at a

time. Last came the simple notion of merely looking with

the eyes. Simplicity always comes last.'

' The usual practice at Spon Lane had been ' to place a white ball or a

minute gas-flame in an assumed conjugate focus of a lens or prism, and

the eye of an observer in the other conjugate focus at a short distance

outside. The whole apparatus was tested in like manner, and the difference

between tne conjugate focus for the distance and the focus for parallel rays

was calculated.' At the works of MM. Sautter et Cie. the upper reflecting

prisms were set ' by looking from the 02itsicle along a spirit-level at the

centre of each prism in turn, and at the reflected image of a red ball sus-

pended in the centre of the ap^iaratus, and reflected by the prism.'

Report, ii. 627.

2 Ibid. ii. 626. He enters there into a full disquisition on the method.
3 Ihid. 1. 86. Cp. p. 121 of the present work



SIE JAMES CHANCE 27

The method was perfected by Mr. Chance at Whitby by

a discovery which rendered it unnecessary to observe the

horizon itself, and enabled the final adjustments to be made
at the manufactory. The horizon being obscured during

several days by haze, he fixed a vertical staff upon the cliff,

and took the line of the horizon upon it, graduating it to

correspond with the different parts of the apparatus above

and below the middle refracting zone. But this could

equally well be done, by calculation, at the manufactory ; on

trial there, the method was found to ensure perfect accuracy,

and it has been in use ever since.^

The experimental arrangements at Whitby south

lighthouse were inspected by the Commissioners and by a

deputation of the Trinity House on October 12 and 13.

There were four equal octants, each with refracting zones

and upper and lower reflecting prisms complete. For the

refracting portions of all the four the French focus, 28 mm.
above the burner, was chosen, but for the reflecting prisms

different ones in each case, those in the third panel repre-

senting the French practice, and those m the second what

Professor Faraday ' had expected to be a best if not the

best arrangement.' A good four-wick lamp had been pro-

vided ; it had a plentiful overflow, and was working well.

The whole apparatus was mounted on a revolving platform,

so that any of the panels in turn could be observed from a

ship at sea.^ When they were so observed, it was seen

that No. 3 panel was inferior to the others at short

distances, and even at a great distance was never more

effective than Nos. 1 and 2 ; and the difference was greater

when the refractive bands were screened off and only the

' See Mr. Chance's own description of this, p. 122.

"^ A full account of the adjustments by Professor Faraday in the

Commissioners' Hcporl, i. 93.
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light from the reflecting prisms seen. The observations

were the more accurate m consequence of the standard of

comparison afforded by the constant light in the north

lighthouse. In the end, it was agreed that the best light

was given by No. 2 panel. And whereas, before, the

northern light had been somewhat superior to the southern,

there was now hardly any difference perceptible at the

greatest distance reached, while at a few miles' distance

it was manifestly inferior.^

After this the Trmity House deci led to effect permanent

alterations at Whitby south lighthouse, and instructed

Mr. Chance to proceed with them at once. He accordingly

went thither early in November, and was able to send in

his report of work done, through Professor Faraday, on the

17th. The latter, in forwarding it, wrote :

^

* The adjustment of this lighthouse has been completed

by Mr. James Chance according to the instructions received

from the Truiity House : the lenticular part from a

common focus 27 or 28 mm. above the burner, the upper

reflectors from a common focus 28 mm. up and 30 aside,

and the lower reflectors from a common focus 25 mm. up

and 40 aside ; the mean ray being sent to the sea

horizon. The only exception is in the north lenticular

l^anel, the sea horizon focus of which is 25 mm. above the

burner. The present condition of the experimental in-

vestigation makes me not sorry for this circumstance.

* I have not seen the lighthouse since the adjustments

were made, but they were made by Mr. James Chance

himself, and I have the fullest trust m him. I enclose his

report.^ Everything thus far confirms me in the opmion

' Report, pp. 59, 93. - Ibid. p. 94.

' Printed ibid.
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that what the Trinity House has done in this case has been

done well; that every future case can be considered in

relation to the adjustments necessary for it from the very

beginnmg
; and that that adjustment can be carried out

with certainty.'

But that the proper focus for the refractors was at

28 mm. above the burner, Professor Faraday and Mr. Chance

w^ere by no means satisfied. In reference to the north

panel mentioned, the latter wrote {loc. cit.) :
' I doubt not

that this last panel is better placed for sending the

brightest light to the sea horizon than the other three

(though not intentionally).' It was decided to carry out

experiments on the point at Spon Lane, and on November

21 Mr. Chance wrote to Professor Faraday :

* I have, m repeated experiments, tried what positions

of the refractive bands composing a lenticular panel will

send the brightest light in a given direction compatible

with a divergence downwards. I have not yet had a panel

constructed to show the total effect, because it is important

that 3^ou and I should first agree upon the approximate

arrangement, inasmuch as the lenticular zones can be fixed

only once for all, not being individually independent like

the reflectmg prisms. I have already mentioned that I

find 21 to 23 mm, a good position above the burner for the

focus of the middle belt. As, however, 24 mm. suits all

the zones above the middle one, I propose that a point in

the axis 24 mm. above the burner shall be that through

which shall pass the focal lines (i.e. through the middle of

each lens) of all the zones from the middle one upwards.

This agrees very well with your own diagram, confirmed,

however, by experiments as to the actual brightest light,

the respective foci being ohserved subsequently. In regard

to the lower zones below the middle one, I recommend the
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common focal point to be 12 mm. above the bm*ner, and

33 mm. in front of the axis ' (which gave foci in the axis at

from 18 to 28 mm. above the burner).

Professor Faraday in his reply said :
' Yon will evidently

obtain more light for the sea by the lower zones, but a very

chief point is the maximum light for the horizon ;
' and,

the panel havmg been set up, he came to Spon Lane and

worked there for three days with Mr. Chance. He re-

ported the results to the Trmity House as follows :

^

'We found that the best focal point for the middle or

chief rib ' [of the refractmg zones, namely, of a fixed light]

' was 20 mm. above the burner at the axis ; that the upper

ribs, though varymg one from another, might have the

same pomt of 20 mm. taken for their average or common

focus ; and that the lower ribs required much higher focal

points in the axis, varymg from about 18 to 30 mm. above

the burner, all of which might be referred to a common

focus 11 mm. up and 36 mm. aside towards the panel.

' Supposmg that these numbers (or any other) were

determmed upon, then the possibility of adjusting the parts

of the panel to each other came to be considered ; without

which possibility it would not be right for the authorities

to require that a finished panel should be subjected to ex-

amination by the focimeter m relation to such given

points. The ribs of a lenticular panel cannot be adjusted

to each other by any rotation of them on a horizontal axis,

as is the case with the ribs of a reflector panel, but only by

elevation or depression m respect of each other ; and now

Mr. Chance proceeded to show me how, by ascertainmg

the best focal point for each rib and their relation to the

focal point of the great central rib, he ascertained how

much they were in error ; and then what proportion of

' Bcport, p. 95.
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glass would require to be removed from the broad bearing

surface of this or that rib to bring the whole into nearest

approximation to the desired position. This he carried into

effect with the panel which we had had under examination,

and which had been constructed in the ordinary way, and

without any particular view to such a correction ; and the

consequence was that a panel was produced which, when

set up with the focimeter upon the burner at the numbers

given above, and a small flame upon the distant (107 feet)

dead level for each rib, gave a perfect practical result. . . .

When the great lamp was lighted the effect was m accord-

ance with the expected result. The coincidence of all the

rays in one common maximum could only be observed at a

great distance—i.e. at the dead level horizon ; but each rib

could be examined for itself and for the dead level of that rib.

' It must be thoroughly understood that the focal

numbers have relation to the flame of the great lamp.

The higher and more powerful the flame, the greater height

should the focal distances be above the burner ; but even

with a very high flame we do not find that the focal point

of the middle and upper ribs can be raised higher than 23

or 24 mm. above the burner without sending the brightest

light to the sky.

* Perhaps it may be agreeable to the Trinity House to

be informed that the changes proposed now and formerly

are all in accordance with observations made by the

Astronomer Eoyal at Messrs. Chance's in the beginning of

the year, and which he communicated to me personally in

April last.'

On November 10 the Astronomer Eoyal addressed to

Admiral Hamilton a long letter dealing principally with

the subject of lighthouse management and illumination.
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It appeared to him, he said, that there ^Yas no person

officially connected with the Trinity House who was dis-

tinctly responsible either for the correct construction and

erection of the illuminating parts of lighthouses with

reference to their optical effect, or for the continual main-

tenance of those parts in proper adjustment. He thought

it absolutely necessary that an officer, whom he would call

the * Optical Engineer,' should be appointed, whose special

duty it would be to construct and maintain in order the

whole of a lighthouse apparatus and its accessories. Such

a person should be a trained mechanical engineer, and,

further, be acquainted with the science of optics in a form

which was rather unusual, and which none but a trained

mathematician could master, involving, as it did, ' the

understanding of the effect of different curvatures of a

surface in different planes normal to the surface, receiving

rays of light incident at high angles of incidence.' He
should also know something of glass-making, and be

perfectly familiar with the different kinds of lamps, as well

as with other possible sources of illumination. Such an

officer would be in a position to lay down rules for con-

structors of lighthouse apparatus, and to receive their

suggestions ; to devise special arrangements for particular

local conditions ; and, of course, to see that his arrange-

ments were properly carried out, ' a duty for which there

appears to be, at present, no provision whatever.' The

principal part of his duty, to begin with, would be to

examine into the efficiency of the existing lighthouses, and

to report what alterations were necessary.'

The experiments were continued at Spon Lane on

' Eepm-t, i. 87-89. The remainder of the letter was occupied with

certain considerations on illumination by dioptric apparatus, and by small

sources of light, such as the electric spark.



SIR JAMES CHANCE 33

December 3 and 4, in the presence of Captain Ryder, Dr.

Gladstone, Mr. Campbell, and the Astronomer Royal, and

on the second day of Mr. Thomas Stevenson. Their course

had been arranged by Mr. Chance and approved by

Professor Faraday. The object was ' to apply to the lenses

the same principle of rigorous adjustment which had

already been applied with success to the reflecting portions

of the apparatus.' On the first evening ' the height of the

brightest point of flame above the metals was fron 21 to

22 mm. ; certainly not more than 22.' Next day, with

a flame about | inch higher, ' a good French height,' the

brightest part of the flame was found to be at 23 or 24

mm. above the burner. It was definitely established that

the section of maximum brightness in a flame rises as the

height of the flame is increased, and that it is confined

within very narrow limits.^

These experiments did not settle the questions they were

only designed to elucidate. Mr. Campbell, for instance,

criticized the results adversely.'^ But dissentients whose

opinion carried greater weight were the Messrs. Stevenson.

These gentlemen were the leading experts in the kingdom

in all matters relating to lighthouses, and had intro-

duced most of the improvements in dioptric apparatus since

Fresnel's time. It was their practice, as Engineers to the

Commissioners of Northern Lighthouses, to carefully inspect

and test all the apparatus ordered by them both before it

left the workshop, and when it was erected in the light-

house, and to make observations on it from the sea at

various distances and in various azimuths, in order that

any imperfection might be detected and remedied. In

consequence the Royal Commissioners had found the lights

in Scotland to be far superior on the whole to those in

' Account of the experiments, Report, pp. 01, 62, 89. " Ibid. ii. (;27.

D
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England and Ireland.' The views of the Messrs. Stevenson

on the subject of adjustment were supported by the results

of experiments made in July 1860 by themselves.^

Mr. Chance wrote fully to Mr. Thomas Stevenson on

the points which had been raised, and on the same day

(December 1) Mr. Stevenson wrote to him, reminding him

of certain precautions to be observed. These were— (1) to

be sure of ' the accuracy of the lens itself as tested by

the solar rays,' (2) to make the observations at a suffi-

cient distance, ' to avoid the risk of convergence of the

rays arising from imperfections in the instrument,'

(3) to use photometric tests, and (4) to be careful that

the flame was of full size. He went on to describe his

improved photometer and the use to which it might be put

in comparing the powers of Scotch and English lights.

But that he was influenced by what he saw at Spon Lane

was shown by the fact that he consented (December 6) to

the adjustment of an apparatus then under construction

there for MacArthur's Head in the manner Mr. Chance

proposed, though previously (November 17) he had desired

it to be adjusted in the usual way. On December 29 he

stated his belief that Fresnel in his experiments had used

a higher flame than Mr. Chance had done, and that he

intended to repeat his previous experiments.

Mr. Chance, on the other hand, as he wrote to Captain

Eyder on January 23, 1861, fel-t ' somewhat certain that

the 28 mm. focus was chosen in order to accommodate the

bottom of the refractor ; and that the best positions of the

foci constitute quite an undetermined question.'

Messrs. Stevenson reported the results of their fresh

' Thus we find the Astronomer Royal reporting on the li^ht at Girdleness

as the best that he had seen (October 10, 1860, Report, i. Hit).

' Ibul. p. 102.
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experiments to the Commissioners of Northern Lighthouses

in February 1861.' Instead of an annular lens as before,

they had used, as had been done at Spon Lane, the cylindric

refracting band of a fixed light. The experiments were

most carefully conducted with photometers and other scien-

tific appliances, a four-wick mechanical lamp being used,

similar in all respects to those in use in the Northern light-

houses. The results confirmed those obtained before. The

photometrical determinations showed that, with the burner

placed at the French standard height of 28 mm. below the

centre of the refractor, the most powerful part of the beam

was thrown below the * principal axis or earth's tangent,' and

that above that line the light lost power somewhat suddenly.

With flames of the height and form customary in the

Northern lighthouses there did not appear to be any neces-

sity, even for the highest station in Scotland, to raise the

burner above its standard position. In fine, Messrs.

Stevenson thought that the difference between the results

of the Birmingham and Edinburgh experiments might be

accounted for by the smaller flame used in the former.

Mr. Chance, however, dissented from this view. He
observed that ' the position of the most effective part of the

flame, as determined at Edinburgh, was at least half an

inch above that ascertained at Birmingham with the maxi-

mum height of flame then attainable.' In a first-order

light lately finished, the sea-horizon focus had designedly

been placed in a part of the flame 15 mm. below that

which the Edinburgh results would assign as the brightest

part. This discrepancy could not be wholly explained by

the difference of lamps and lamp-flames. It was of funda-

mental importance to adopt measures without delay to explain

satisfactorily the reason of the experimental diflerences,-

' Report, p. 102. Ibid.

D 2
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Soon after this the MacArthur's Head Hght was finally

examined in position. ' The results,' Mr. Stevenson wrote

to Mr. Chance (April 24, 1861), ' are satisfactory as to the

correctness of the assumption you made, as far as they go.'

With a three-wick burner substituted for one of two wicks

first employed, the observations ' all tended to show the

height selected to be on the whole the most favourable.'

In Chapter IV. I shall give the focal positions selected

for the different parts of the apparatus in Mr. Chance's

readjustment of old lights and construction of new ones in

the years 1861 to 1866. In work done for the Northern

Commissioners he followed the directions of the Messrs.

Stevenson, in other cases the conclusions arrived at as de-

scribed. The later practice with oil-lamps has been defined

by Mr. Thomas Stevenson as follows :

^

' The brightest horizontal sections of the flames of the

different orders of lamps have been found by short exposed

photographs to be as follows :

One-wick lamp, 14 mm. above the top of burner.

Two-wick lamp, 19 mm. ,, „
* Three-wick lamp, 23 mm. ,, „

Four-wick lamp, 25 mm. ,, „

These points are placed in the sea-horizon focus of the

central or refracting portions of the apparatus. The upper

prisms are ground and set so as to bring the sea-horizon

to a focus for four-wick burners at a point 30 mm. above

the burner and 9 mm, hehincl the axis, and the lower

prisms to a point 18 mm. above the burner and 38 mm.
before the axis; in this way the brightest sections of the

flame are sent to the horizon, and the bulk of the light is

spread over the sea between the horizon ana the lighthouse.

' Lighthouse Construction and Illumination, p. 235.
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These figures for three-wick burners are 29, 12, 17, and 23

respectively.'

Upon the question of ' dipping ' the light to the horizon,

and in reference to the work done in 1860, Mr. Stevenson

goes on to say :
* Since then the strongest beam has been

invariably dipped to the horizon.'

In January 1861 Mr. Chance sent in to the Royal Com-
missioners a paper ^ on the whole question of the adjustment

of dioptric apparatus, including in it the extended reply

they had requested of him to their circular of the previous

year. He explained how, before the experiments and ex-

perience of the intervening period, he had assumed that

the respective foci of the refracting and reflecting portions

of a dioptric apparatus had been placed in the best positions

in relation to the flame and the burner, * and that the only

question which depended upon the elevation of the appa-

ratus was whether or not those foci should by adjustment be

made to become in all or some cases the sea-horizon foci.'

He had been justified in this assumption by ' the sanction

of long usage, combined with the highest scientific authority

in the first instance.' But ' no one could inspect an appa-

ratus adjusted according to the received focal arrangements

without being struck by the large proportion of light which

was thrown above the level direction, and still more so

above the sea-horizon direction,' both by the reflecting

prisms and refracting lens. It was urged in explanation

that * the customary focal adjustments, although they might

cause the diversion of so much light upwards, were the

best ones for transmitting the beams from the most effec-

tive sections of the flame in the direction of the sea-horizon.'

But the Astronomer Royal made experiments at Spon Lane

and elsewhere, in consequence of which he (Mr. Chance),

' Report, i. 97-101.
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in completing some first-order apparatus for the Kussian

Government, besides allowing for the dip of the horizon,

had departed considerably from the accustomed rules, as

far as concerned the sea-horizon foci of the upper and

lower reflecting prisms ; the chief change being made in the

adjustment of the lower ones, whose foci he raised 10 to 12

mm. above the customary position. Then came the experi-

ments of Professor Faraday and himself, first at Whitby

and then at Spon Lane, upon the adjustment of the refract-

ing portions of a fixed dioptric apparatus ; and he might

safely assert that they had raised doubts on the correctness

of the received opinions on this subject. They confirmed

the previous observations of the Astronomer Royal. The

primary problem was ' to determine the best positions in

the flame of the sea-horizon foci of the refracting portion

and of the two reflecting portions respectively of the appa-

ratus, and whether these positions are to be constant for

all elevations of the lantern, and for all the peculiarities of

different localities,' or not. He himself took for granted

' that every portion of the apparatus should, in all cases, be

adjusted in reference to the sea-horizon direction, and not

the level direction,' a matter ' quite essential ' for the refrac-

tors and the lower reflecting prisms. The first questions

w^hich the manufacturer would wish to have answered,

before proceeding with any adjustments, would be, what

were the special requirements of the locality ; whether it

was desired to send the most effective light to the furthest

distance, though the light nearer shore might be thereby

diminished, or to illuminate the sea up to a moderate dis-

tance from the lighthouse, at the cost, it might be, of a

slight diminution of brilliancy at and beyond the horizon
;

and whether, in the case of a fixed light, ' within certain

points of the compass the furthest range of visibility must
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be chiefly provided for, while within other angles of the

horizontal arc to be Hghted the part of the sea near to

shore should have its share of illummation.'

He then went on to discuss separately the proper position

of the foci of the refracting and the two reflecting portions

of the apparatus. The value of his remarks on this

subject renders it advisable to quote them in full

:

* I. Lower Beflectors.—The position of these zones in

relation to the burner, which intercepts from them a large

portion of the flame, confines their vertical divergence

within so narrow a range that if they were adjusted with

reference to the illumination of the sea near to shore the

sea-horizon would, m all cases except those of a low eleva-

tion, receive either no light at all, or only a very faint one.

The best use, therefore, which can be made of the lower

reflectors is to transmit to the sea-horizon the light from

the most brilliant parts of the flame which correspond with

the respective zones. These parts lie within narrow limits,

which evidently change their position according to the

height of the flame. The only practical way is to choose

such a height of flame as is likely to be actually main-

tained, and then to place the sea-horizon foci at the

greatest distances above the burner which are compatible

with the most effective illumination of the sea-horizon by

each of the reflectors respectively.

' The choice of these foci may vary slightly with the

differences of optical judgment of diflerent persons ; but,

whatever positions of the foci may be determined upon, it

is evident that all adjustments of these lower reflectors

must be made to the sea-horizon direction.

' II. The Bcfractors.—The main point, especially in

the case of a fixed light, is to determine the brightest

sections of the flame corresponding with the middle belt
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and all the other refracting bands above and below re-

spectively ; and then so to adjust these various refracting

parts in relation to the burner that their respective sea-

horizon foci shall be placed in the corresponding brightest

sections of the flame. These focal positions can only be

obtained by experiment, and they will vary with the height

of the flame and the optical judgment of the observer ; but

the limits of variation are confined within the height of

.only a few millimetres. One thing, however, is quite

certain, that the sea-horizon foci must not be placed below

the corresponding brightest parts of the flame for the sake

of increasing the vertical divergence below the sea-horizon

direction, for that increment would be very small, whereas

the loss of light at the horizon would be considerable.

* The importance of accuracy of adjustment to the

sea-horizon, both of the refractors and of the lower re-

flectors, is enhanced by the consideration that the same

parts of the flame, within a narrow range (not exceeding

one quarter of an mch even for a high elevation, such as

that of 500 feet), which illuminate the sea-horizon, also

illuminate about three-fourths of the whole distance from

the sea-horizon to the base of the tower.

' In reference to this important consideration it may be

useful to remark that an angle of vertical divergence equal

to one-fourth of the dip of the horizon illuminates one half

of the whole distance from the horizon to the tower ; and

that an angle of vertical divergence equal to the dip of the

horizon illuminates nearly three fourths of that distance

(accurately 0-732). To show, on the other hand, how
little is gained by increased vertical divergence at the

sacrifice of brilliancy at the horizon, it may be added that

an angle of vertical divergence, also equal to the dip of

the horizon, illuminates only a small fraction of a mile
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as we approach witlmi one or two miles or so from the

tower.

'III. U2'>per Beflectors.—It is in this portion of a

dioptric apparatus, and generally in this only, that it is

feasible to provide for the illumination of the sea towards

land by a corresponding adjustment of the sea-horizon foci,

without any serious diminution of the light received by the

distant sea. This circumstance arises from the relative

positions of the flame and of the reflecting zones, by which

there is a considerable range due to the breadth of the

flame for illuminating the sea-horizon effectively, and yet

for providing a large angle of vertical divergence below the

sea-horizon direction.

* Undoubtedly there are certain oblique sections of the

flame which would produce, through the respective reflect-

ing zones, the maximum intensity of illumination in the

direction of the horizon ; and, in cases where the distant

sea alone has to be provided for, the sea-horizon foci of the

upper reflectors should be placed m those sections re-

spectively.

* Generally, however, a slight diminution of light at the

horizon will be admissible for the sake of illuminating the

parts of the sea near to the tower, and in such cases the

positions of the sea-horizon foci in relation to the burner

must depend in some degree on the intended elevation of

the apparatus above the sea. Suppose, for example, that

light were required up to one nautical mile in each of the

two instances of elevations of 150 feet and 250 feet re-

spectively. The requisite angle of vertical divergence

from the sea-horizon direction downwards would in the

former case be 1° IS' 15", whereas in the latter one it

would be T 6' 15", that is 53' larger.

' There is, of course, a limit to this angle of vertical
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divergence, and accordingly for high elevations we must be

content with the light not approaching so near to the tower,

the distance from the tower up to which the sea can be

illummated being nearly proportional to the height of the

tower for a given size of apparatus.'

Mr. Chance further remarked, in reference to any adapta-

tion of the uijper reflectors to illuminate the sea near the

tower, that it might be argued that the flame should be kept

sufficiently high to effect this purpose through the medium

of the refractors. With this reasoning he concurred,

except for the fact that the flame would certainly sometimes

be allowed to get low, in which case the refractors would

be useless for the purpose. The great advantage afforded

by the use of the upper reflectors for this purpose was, that

they would illuminate the parts of the sea near the land

even when the flame was low, and would therefore serve to

compensate for the non-eftectiveness of the refractors in

that case, as well as to increase their effectiveness when it

was high.

Appended to the paper was the table which Mr. Chance

had prepared for Captain Eyder, and the mathematical

process employed for its calculation. 1 he table was

extremely convenient, he observed, for exhibiting, in addi-

tion to the other information which it afforded, ' the

heights in the axis of the flame which subtend at the

middle of the refractors certain angles of vertical diver-

gence.'

Lastly, Mr. Chance referred to the newly perfected

method of adjusting apparatus by internal observation.

The metallic framework having been fitted together at the

manufactory exactly as it would be at its final destination,

* everj^ part of the apparatus may then be adjusted to the

sea-horizon direction just as accurately as if the glass were
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placed in the frames at the lighthouse itself, with a well-

defined eea-horizon for the object.'

Immediately on receipt of the above paper, Admiral

Hamilton wrote to Mr. Chance the following very compli-

mentary letter

:

' I was reluctant to leave this office last night without

having written to thank you, and to express my admiration

of the paper you have supplied us with.

* If the time and labours of this Commission had bad

no other end, it would have been sufficiently answered in their

having led to the earnest application of your talents and

your time to a subject of the very last importance as

regards the science of lighthouse illumination—to be

mastered as that subject has been by you.

* Scientific men may be more minutely conscious than

myself of all the value of your work, and at any rate it will

stir the minds and mettle of many of them ; but as even I

am able to understand every axiom as well as the whole

theory contained in your clear and complete treatise, I can

yield to none in appreciating its merits, and in the feeling

of satisfaction at its being thus given to the world.'

In a postscript, Admiral Hamilton added :

' Some day, at your leisure, be so good as to let me
know the time—the period— after your first interview with

this Commission, at which you began to give 3'our mind to

and to experimenlize upon the subjects to which your paper

refers. I want to be able to show, if needs be, by an instance

in your case, as in many others, that to have hurried our

report — to have precipitated our work—would have been

equivalent to the scamping it ; and that I had good reason

for constantly urging my generally repudiated maxim—that

" everything is to be done by delay."
'

And m 18G7, when taking part in the discussion on
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Mr. Chance's paper on * Optical Apparatus used in Light-

houses,' Admiral Hamilton ' could not say how much the

Eoyal Commissioners were indebted to Mr. Chance. The

Trinity House, and others who were interested in the

maritime concerns of the country, were aware how much

was owing to him, and Admiral Hamilton considered him-

self fortunate in having been at the head of an inquiry in

which the services of such a man as Mr. Chance could be

made available.'
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III

The proceedings narrated bad established tbe fact tbat a

point of main importance in ligbtbouse illumination was to

provide a lamp of real efficienc_y, capable of maintaining a

good and constant flame.

Three types were in use: the fountain lamp, supplied

with oil by gravitation from a reservoir placed at a slightly

higher level than the burner; ihe ijump lamp, in which

the oil was forced into the burner by pumps actuated by

clockwork; and the pressure, or moderator lamp, where

the oil was forced up out of a cylinder by a weighted piston.

The last two, when properly worked, gave the free overflow

desired by Professor Faraday, but the first-named did not.

Yet this lamp was found by the Royal Commissioners in

universal use in the lighthouses of England and Ireland
;

and its inefliciency, especially in contrast with the French

and Scotch pump lamps, struck them most forcibly. At

Whitby south lighthouse, for instance, they found that the

proportion of oil overflowing to that burnt was as 1 to 4,

whereas in Scotland it was about 3 to 2, and in France 3

or 4 to 1. As a result, the effective flame at Whitby only

attamed one third of the height for which the optical

apparatus had been designed ; nor could a regiilar supply of

oil be maintained by raising the reservoir, for then, said

the Commissioners, * the flame immediately rises, the pipes

quickly become hot, the specific gravity of the oil in the
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rising branch is diminished, the influx of oil is increased

with great rapidity, and the flame becomes extravagantly

high, smoky, and mimanageable.' ' Besides, the lightkeepers

were instructed to keep down as much as possible the con-

sumption of oil from motives of economy, and this, the

Commissioners discovered, had led to the rejection of the

pump lamp by the Trinity House ; used on this principle,

it had been found unsuitable.

In accordance with Professor Faraday's recommendation,

Messrs. Chance were commissioned to supply, as part of

their alterations at Whitby south lighthouse, a pair of

lamps such as would give the plentiful overflow desired.

They supplied accordingly two pump lam.ps, which gave

great satisfaction ; but Mr. Chance, in his report of the

alterations (November 17, 1860), stated that he proposed to

send ultimately a pair of pressure lamps preferred by him

as being simpler in construction.

These pressure lamps were of a new type contrived by

M. Masselin. In the old tj-pe, the pressure upon the piston

was given by a number of small weights placed inside it.

They were not only very inconvenient to get at, but it was

difficult to increase or diminish their number without

disturbing the equable weighting of the piston. In the

new lamp the weights were outside the cylinder and under-

neath its centre. They were connected with the piston by

metal rods passing through guide sockets outside the cylin-

der, and joined to other rods acting on the top of the piston.

This ensured the requisite rigidity, and the weights could be

easily and quickly altered. The whole construction, too,

was very solid, which that of the old lamp had not been.^

' Report, i. 65.

- An account of this lamp in a pnper read by M. Masselin before the

Institution of Mechanical Engineers, April 24, l!SG2.
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Captain Ryder, anxious to have some experiments

made on the efficiency of the different lamps, wrote on

March 5, 1861, to Mr. Chance, requesting thatM. Massehn
should be allowed to assist the Commissioners in a short

series of such experiments. Mr. Chance readily assented,

and on the 23rd wrote to Admiral Hamilton to express

his satisfaction that the Trinity House had taken up

the question of lamps and lamp-flames, and to say that he

was sending tham a new pressure lamp which he liked

extremely.

On April 23 Captain Bayly reported to Mr. Chance its

success. ' The highest, steadiest, and most compact flame

was produced by No. 1 (the new lamp) with the least con-

sumption of oil, the least and most equalised char of the

wicks, and the most abundant and most regular overflow,

it being at the rate of three gallons per hour. The

superiority of the action of this lamp over the others is so

evident that the Light Committee strongly recommend the

principle to be adopted wherever a new pressure lamp may
be required next.' He added that the Trinity House wished

to have a further trial, at which Professor Faraday should

be present, and the lamps be worked by the ordinary light-

keepers. Captain Nisbet wrote to the same effect. Mr.

Chance, readily acquiescing, said that the saving of oil in

the new lamp was an effect which he had not anticipated,

and that it probably arose from the burner being kept very

cool by the plentiful overflow, diminishing the loss of oil by

volatilization. The chief recommendation of the lamp

he considered to be its non-liability to derangement.

The further trials, it would seem, again resulted favour-

ably to the new lamp, and in September 1861 Mr. Chance

was instructed to send two of them to Whitby. A lamp

on the same principle was also placed in the St. Catherine's
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lighthouse, with the result that the keepers asked for blue

spectacles. And the Trinity House was now quite alive

t3 the importance of keeping a good overflow of oil.

Captain Nisbet, at this time busily engaged on a lamp of

his own on an improved hydrostatic (or fountain) principle,

wrote on November 4: 'The overflow you must have,'

M. Sautter also was modifying his lamps in the same

direction, and in 1869 Mr. Chance was able to write :

' We have supplied our pressure lamps to all parts of the

world, in many cases to places quite isolated, where no

repair would be possible, and we have never yet heard of

failure.'

In fact, no further improvement was necessary, until

the time that mineral oil came to be substituted for colza,

•and the lamps had to be modified to suit it.

^
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IV

In 1861 the work of the Commissioners was finished,

but that of Mr. Chance on lighthouse questions had but

begun. Heavily burdened at the time with private busi-

ness, and greatly interested in various public matters,

he yet gave up to the construction and improvement of

lighthouse apparatus nights as well as days at the Works,

and occupied himself at home for hours together in

solving the novel and intricate problems which presented

themselves, and in working out the elaborate calculations

required for each new design. He personally supervised

every detail of the work, neglecting for it other more

remunerative branches of manufacture. With each new

light produced the reputation of his firm for excellence and

accuracy of work increased through his exertions, and he

was acknowledged as an authority on the subject second

to none. In the present chapter I propose to notice some

of the principal oil-lights made under his direction in the

ensuing years.

The new principles of adjustment had l^een applied, as

we have seen, in the case of the Eussian light examined by

Professor Faraday at Spon Lane in August 1860, and in

the alterations at Whitby south lighthouse.

The next apparatus to be so treated was one of tlie first

order intended for the Smalls Eock, near Milford Haven,

whose construction had been delayed at Spon Lane pending

E
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the results of the experiments on focal points. In consulta-

tion with Professor Faraday its adjustment was now com-

pleted, and on January 18, 1861, Mr. Chance expressed to

Captain Bayly his earnest desire that some of the Trinity

House Brethren should come down to inspect it. He

further said :
' As its main adjustments are a great de-

parture from the system hitherto recognised, and as any

inferences drawn from practical results at sea would be

valueless, unless the final erection at its destination is per-

formed with perfect accuracy, I would suggest to your

Board the expediency of making our firm responsible for

the final erection. As the matter now stands, the responsi-

bility of our firm closes with the examination by Professor

Faraday.'

The light was mspected and examined on January 28,

and Faraday reported on it :
'

* You are aware that, in consequence of certain careful

and prolonged experimental inquiries, adjustments alto-

gether new, both as to their amount and their nature, have

been determined upon, and put into practice for the first

time in this apparatus.

' The manufacturer was instructed to adjust the various

glass pieces by the followmg foci, the distances given being

the foci distances above the burner and aside from its

axis :

Upper reflector bands . . . .28 mm. up and 20 mm. aside

Lower „ ,, . • . . 25 ,, ,, iO „

Lenticular refracting panel

:

Central zone and the upper ribs . . 21 mm. up and mm. aside

The lower ribs . . . . . 11 „ ,, 3(j „

All these adjustments being to the sea-horizon.

' Commissioners^ Report, i. 96.
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* The apparatus has been put together by Mr. James
Chance with these adjustments, and being in a proper

place I had the focimeter set upon the burner, and a true

sea-horizon mark placed in the distance.

' The whole was so trtie that the ray proceeding to the

eye through the middle of each piece of glass passed by the

focimeter at the point desired. The greatest departure

was but 2 mm., and very few of these occurred. Further,

the manner in which, as the apparatus revolved or the

eye was moved about, the object at the horizon passed

laterally from one panel to another, or vertically from one

rib to another, showed the perfection of the adjustment of

each individual piece by the harmony and consistency of

the whole, though there were above 300 pieces of glass

associated together.

* At night the lamp was lighted and observed from the

distance ; the results accorded perfectly with the anticipa-

tions. As the head was raised or lowered, each piece of

glass showed its maximum effect at the right place, its

light coming in or going out as it should do in relation to

the distant horizon ; and I think that, as far as regards the

system of adjustment, the power of carrying it into effect,

and finally of examining its correct application, everything

is proved to be practicable, and has here been realised.

The essential points now are to supply a good lamp, and to

provide that it be kept in good order.

' In relation to colour and striae, the glass was very

good.

* Captain Bayly and Captain Nisbet were present at the

examination.

' It is to be remembered that the adjustments made are

all in reference to the large flame of a lamp having four

cottons, the utmost advantage having been taken of such
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portions of the flame as were visible in different directions.

These adjustments would not be the most perfect for a

concentrated light, such as the magneto-electric discharge.'

After this came a formal request from the Trinity

House (May 22, 1861), that Mr. Chance would assist in an

examination which it was proposed to undertake of all the

dioptric apparatus under its charge, and in the execution of

any changes that might be necessary. He willingly assented,

and as a first step joined (June 10) Captains Bayly and

Nisbet at Holyhead, and spent a week with them in the

inspection of the Skerries and other lights on the Welsh

coast.

But the light first chosen for readjustment was that at

the North Foreland. Ptequested (July 23) to examine it

and to forward an estimate of the cost at which 'the

alterations necessary to adapt it to Professor Faraday's

arrangements ' might be completed, Mr. Chance at once

sent thither M. Masselin. He found that the apparatus was

mounted in the same unsatisfactory manner as were those at

Whitby— that is, on a table supported by a single pillar. The

light from one of the upper prisms and from three of the

refracting zones he reported to be completely obscured by the

bars of the lantern, the whole apparatus requiring to be

raised 2^ in. to correct this. The glass was * a complete

mass of irregular spongy sort of veins,' which he could only

describe by the French word gras. The adjustments

varied considerably, and the lamp was somewhat out of

centre.

The corrections necessary were at once undertaken by

Mr. Chance himself, and the work was completed on

August 8, Captains Drew and Arrow, of the Trinity House,

being present. The apparatus was raised as required, and

properly levelled. The lamp was placed correctly in the
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centre, and arrangements made for keeping it there. Tlie

top of the bm-ner was pkced 24imm. (28 mm. less 3| mm.
allowed for the dip of the horizon) below the central level

plane of the refractors, the focus for the upper reflecting

prisms was arranged at 32 mm. above the burner and

20 mm. behind its axis, and that for the lower ones at

25 mm. above the burner and 40 in front of its axis.

The very next day the workmen were sent on to the

South Foreland, Mr. Chance following on the 12th. The
glass in the high light there, he had written, was * so

generally bad, that it would be better to replace it at some

future time by a new apparatus than to attempt to weed

out the bad prisms
;

' only those badly broken might be

now replaced. Everything here was finished by August 16,

the foci chosen being the same as in the case of the North

Foreland, with an allowance for dip of 5 mm. In the next

three months corresponding alterations were effected at

St. Catherine s, in the Isle of Wight, at Whitby North,

and at St. Anns, Milford Haven. In 1862, the low light

at Orfordness, those at the Sherries and Bardsey Island, on

the Welsh coast, and the high light on Lundy Island were

taken in hand ; in 1864 those at the Bishop Bock beyond the

Scilly Isles, at the Needles, at the Eddystone, the high

light at Spurn Head, and the two at Trevose Head ; and

in August 1865 that at the Bishop Bock. All these, ex-

cepting the Eddystone, were of the first order. In the six

last-named of this order the focus for the upper reflecting

prisms was taken at 15 mm. instead of at 20 mm. behind

the axis of the burner, the other adjustments being the

same as before. In the case of the Eddystone second-

order light the burner was placed 24 mm. (26 mm. less

2 mm. allowance for dip) below the central plane, and tlie

foci chosen for the upper and lower reflecting prisms were
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respectively 32 mm. up and 10 mm. behind the axis, and

20 mm. up and 33 mm. before the axis. Ten Irish Hghts

also were readjusted.^ The best that was possible was

done with all ; but while one or two, as St. Ann's and the

Eddystone, required little more than levelling,- in many

cases the faults due to erroneous surface-curvatures, to

defects in the glass, and to want of solidity and accuracy

in the fitting together of the panels, could only have been

properly corrected by entire reconstruction.

In the spring of 1862 Mr. Chance was consulted by the

Trinity House upon a light proposed for the Hanois Bocks,

in Guernsey. This was to be a revolving red light of the

first order showing a duration of flash in the proportion of

1 to 3 or 4 to the intervals of darkness, and it was proposed

to attain this object by making it 12-sided, with beams

diverging 6° to 7° in azimuth.

Professor Faraday wrote on April 1 to Mr. Chance

about the practicability of this arrangement, and the mode

of producing the red colour ; whether by screens outside

the apparatus, or by a red globe or chimney, or otherwise.

Mr. Chance thought that there was no difficulty in making

a 12-sided light, but that it would cost much more than

the usual 8-sided ones, in consequence of the increase in

the number of panels and the inconvenient lengths which

would be required for the prisms ; to obtain which much

' On May 3, 1869, Mr. Chance wrote to Mr. Graves, who had
been a member of the Royal Commission on Lighthouses :

' We have
readjusted seventeen sea-lights in England and ten in Ireland since your
Commission first brought attention to the subject : all these were done in

1861, 1862, and 1864. Twenty of these twenty-se\^n lights were of French
manufacture.' The Irish lights included those at Fastnet, Kinsale Old

Head, Ballycottin, Youghal, Minehead, and Dungarvan.
- Mr. Chance to Captain Arrow, October 3, 1863. He laid the main

blame in these cases upon the dioptric apparatus having been the work of

one person, the framework and the erection of the whole that of others.
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glass would be cut to waste, and many special arrangements

have to be made. It might be possible, he said, to obtain

the required proportion between the intervals of light and

darkness by keeping the 8-sided arrangement and increasing

the horizontal divergence of the beams, but no such plan

(keeping the vertical divergence the same) had yet been

carried into effect. As to the red colour, if panes of ruby

glass were used, they should be placed just outside the

apparatus, according to the usual practice, rather than

inside it, or against the glass of the lantern. A ruby globe

would require to be at least two feet across, and would be

very expensive, brittle, and inconvenient in use. Piuby

chimneys also were expensive, and their annual cost for

repairs would very likely exceed the first cost of the ruby

panes. But they were already m use in Scotland and

offered the simplest expedient, and the one which caused

the least loss ox^tically. Eventually this light was con-

structed (1862) wdth 16 sides or ' panels ' and showing

flashes at intervals of 45 seconds. To produce the red

colour a r\iby-glass chimney was used.

The lights shown by Messrs. Chance at the London

Exhibition of 1862 included a first-order holophotal

revolving light, afterwards erected at Innishtrahull, on the

north coast of Ireland ; a holophotal revolving light and

an azimuthal condensing light of the sixth order, made for

the Messrs. Stevenson ; and a fourth-order holophotal

revolving apparatus, which was used to exhibit the magneto-

electric spark of Professor Holmes, and was afterwards sent

to Demerara. They also showed the first dioptric mirror.

In the autumn of this year Mr. Chance put up the light

at Great Ormes Head, a first-order fixed light, showing a

red beam over an arc of 9' in a certain direction. To

strengthen this beam, reduced in intensity by its passage
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through the ruby glass, straight vertical prisms' were

placed outside the apparatus, diverting into the red arc

light which would in the ordinary course have been dis-

tributed over a useless landward arc of 16°. The sharp-

ness of distinction between the white and red beams was

considered by the authorities (the Mersey Docks and

Harbour Board) to be most successful, and the whole light

quite satisfactory ; the pressure lamp, they reported, worked

very well and caused no trouble, the glass was very free

from bubbles and flaws,- and the surface curvatures of the

lenses and prisms were very accurate.

A light finished early in 1863 was a fixed one of the

first order for the Mauritius. In this apparatus Mr.

Chance introduced a change as regarded the position of

the metaUic mirrors used to intercept the landward rays

and return them over the sea, since he had found that with

these mirrors in their customary positions most of the light

reflected by them was sent to the sky."^ After successive

trials he determined that, to give the best effect, the centre

of the mirrors should be 15 mm. above the central plane

of the lens. Thus placed, he entered in his notebook, they

gave a decided increase of light at the horizon and on the

' As applied previously by Mr. Thomas Stevenson, for instance, in the

case of the Isle of Oronsay light (1857). Lighthouse Construction and

Illumination, p. 112.

^ Professor Tyndall, who succeeded Professor Faraday as scientific

adviser to the Trinity House, wrote in 18C9 about the quality of this glass

:

' The purity and homogeneiiy of the glass in the apparatus of the Great

Orme's Head struck me much. It was manufactured, I am told, by Mr.

Chance, and if so it proves what Mr. Chance can accomplish.' Ecjport to

tlie Trinity House, Maixh 19, 1869, inintcd in a Parliamentary Return of

June 1869.

* He had been considering tliis matter in December 1862 in connection

with the new dioptric mirror (for which see next chapter), and had also at

that time been corresponding about it with Professor Faraday, who, how-

ever, thought thai the ordinary metallic mirrors were so full of imperfec-

tions as to render nugatory any such nicety of adjustment.
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sea, increased- the divergence towards shore, and caused

the least injury to the burner by heat. In a fourth-order

fixed hght finished soon afterwards for the New Brunswick

Government a similar adjustment of the mirror was made,

its centre being elevated 5 mm.
In the case of a fixed and flashing second-order light

for Biga, Mr. Chance entered in his notebook :
* The lower

jH.-isms all filled splendidly; also the upper prisms very

good ; it was impossible to distinguish any rotation of the

apparatus, as it was being turned round, in consequence of

the perfect uniformity of the lower and upper prisms ; the

lenses filled most beautifully in every part. . . . The focal

arrangements seemed to answer extremely ivelJ, giving a

brilliant effect in the direction of the horizon and abundance

of divergence.' The adjustments for this light were the

same as those mentioned for the Eddystone.

^

In a first-order flashing light for the Monach Bocks, in

the Hebrides, made to the order of the Messrs. Stevenson

early in 1863, the foci chosen were those preferred by

them ;
3*2 mm. being allowed for dip, the top of the burner

was placed 27"8 mm. below the central horizontal plane,-

while the focus for the upper prisms was taken at 35 mm.
up and 9 mm. behind the axis, and that for the lower ones

at 18 mm. up and 42 mm. in. front of it. The result was

considered by Mr. Chance to be quite satisfactory, except

as regarded the lower- prisms, the eflect of which, he

thought, was not so good as with his own arrangement. But

in the case of another important first-order fixed light,

made (through Messrs. Stevenson) for Cape Saunders,

' ' This distance of 20 mm. between the burner and the central plane

of the refractors,' notes Mr. Chance, ' is certainly the maximum admissible

even with a very high flame ; for we had a grand tiame with our new

pressure lamp this night, and certainly the sky had rather too much of the

effective part of the flame oven under these circumstances.'
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New Zealand, when the same foci were chosen (with an

allowance for dip of 5'8 mm.), Mr. Chance thought that the

focus for the lower prisms was very good for sending the

brightest light to the horizon.

Other first-order lights sent out in this year and in

1864 were the fixed lights for Bohben Island (Cape of Good

Hope), the Hook Tower (near Waterford), Sedashegur (on

the Bombay coast), Terschelling Island (Holland), and the re-

volving one for Innislitrahull, on the north coast of Ireland,

already mentioned. They were adjusted to the foci pre-

ferred by Mr. Chance, viz., the top of the burner 28 mm.

below the central level plane of the refractors, less the

allowance for dip, the focus for the upper prisms 30 to

32 mm. up and 15 behind the axis, and that for the lower

ones 23 to 25 mm. up and 40 in front of the axis ; and all

were most successful.

But the most important work of 1864 was for Europa

Point, Gibraltar. Captains Nesbit and Arrow had in-

spected this light on behalf of the Trinity House in the

autumn of 1862. They recommended the erection of a new

first-order apparatus of the very best description, and,

acquainted as they were with the character of the work

done at Spon Lane, desired that it should be made there.

But the Board of Trade decided upon putting up the work

to public competition, and it was allotted to the lowest

tender, that of Messrs. Sautter. Captain Arrow wrote to

Mr. Chance

:

* I wish to goodness you had had it for many reasons,

and especially because it is at a place where there are more

visitors of all nationalities in a week than any other light-

house sees in a week of years.'

However, after some time, on the representations of the

Elder Brethren, the Board of Trade consented to reconsider
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its decision in this exceptional ease, intimating that it

was not to be taken as a precedent, and allo^Yed the

apparatus to be made at Spon Lane.

The work was begun at the end of 18G3, but the settle-

ment of details took up several months. The light was to

be fixed, and to throw a strong red beam over the shoal

near the Pearl Eock, but the exact extent of this beam was

for some time uncertain. Other points to be settled were

the exact disposition of the white light, the number and size

of the panels, the accommodation of the optical apparatus to

the bars (or astragals) of the existing lantern, and so forth.

It was at length decided to illuminate a total arc of

288°, of which 23° should be appropriated to the red beam.

To strengthen this beam, more than doubling its power,

red light was diverted into it from another arc of 28° on

the right of the arc of 288°, by means of straight vertical

reflecting prisms outside the apparatus. The disposition of

these vertical prisms was described by Mr. Chance as

follows :

^

* The design for Gibraltar demanded more contrivance

than that for Great Orme's Head. One chief point was to

avoid excessive obliquity of incidence on the lantern panes
;

for this and other reasons the reflecting prisms were made

to act together as a single cylindrical concave mirror, which

brought the rays into an approximate focus, from which

they diverged in the required directions. This concave

grouping of the vertical deflectors provided a most con-

venient space for the introduction of a single parallelising

vertical prism, which would send a strong beam along the

intended boundary of the red arc. A screen of red glass

was situated between the main apparatus and the accessory

upright prisms.'

' In bis paper of 18G7.
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As these prisms had to cover a vertical extent of about

nine feet, they were arranged in three tiers. Contmuing

his account, Mr. Chance said :

' As each tier of prisms would, if fixed in their frames,

be liable to accident while being transferred and erected in

their places, but as, on the other hand, it was absolutely

essential that the final adjustment of these vertical prisms

should be an accurate imitation of what had been originally

performed in the first construction, every vertical prism

was transported apart from its frame, but previously to

its removal brass templates were fitted with the greatest

exactitude, to indicate the precise due position of each

prism. What was finally carried into effect at the destina-

tion of the apparatus was, accordingly, an exact reproduc-

tion of what had been done at the manufactory, with the

nautical chart as a guide.'

The light was inspected at Spon Lane by representa-

tives of the Trinity House on July 20, 18G4, and erected at

Gibraltar in November. It proved to be wliat the Elder

Brethren had desired, the best thing of its kind. The late

Sir James (then Mr.) Douglass, who was present at the

examination, spoke of it in 18G7 ' as ' an instance of care in

design, great perfection in the material of the glass portions,

and optical accuracy in construction. . . . The work was

so accurately performed that when the light was tested by

a Committee of Elder Brethren of the Trinity House the

line of demarcation between the white and the red lights

at the Pearl Rocks was found to be identical with that de-

termined on, and not the slightest alteration was required

in the adjustment of the apparatus.'

Captain Arrow said on the same occasion :

—

' In the Gibraltar light there was a peculiar illustration

' In the discussion on Mr. Chance's paper.
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of the advantages of the dioptric system. The Pearl Eoek

was nearly six miles from the Mole, and at that distance the

red-coloured light caused so much absorption that it was

difficult to get an effective red light except in the brightest

weather. The question before the Trinity House was how

to utilize this light, so as to guard the Pearl Piock, without

the cost of a second light upon Cabrita Point, which would

have involved a complication with the Spanish Government

in addition to the expense. That gave rise to the employ-

ment of the beautiful arrangement of the vertical prisms,

which by the skill of Mr. Chance had been so adjusted as

not only to attain the object desired, a good red fixed light

at a distance of six miles, but, as he was told on the best

authority, the red rays were quite equal to the white at any

distance the light was visible. By the accumulation of

light from other portions of the arc the obstruction from

the absorption of the rays was so completely overcome as

to make the red light equal to the white.'

And nautical men generally spoke of the light with the

highest praise, and it contributed greatly to increase

Messrs. Chance's reputatioji.

Other notable applications of vertical condensing prisms

had been designed and carried out by Mr. Chance early in

1863 for two fourth-order lights on the river Mersey at

Hoylahe ; and in the autumn of 1864 he used them in the

case of a fourth-order light for Kingswear, at the mouth

of the river Dart, where the narrow fairway channel to

the harbour was shown by a white light, the shallows on

either side by red and green, and it was necessary to define

the edges of the coloured lights very sharply. To quote

Mr. Pi. P. Brereton, Engineer to the Commissioners of

Dartmouth Harbour :
' ' The objects in view had been

' In the discupsion on Mr. Chance's paper.
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remarkably well accomplished. The light was in itself

simply a fourth -order dioptric light, with the refracting

belts and reflecting prisms of the ordinary kind, and the

whole of the light was directed seaward. From the land-

locked natm-e of the harbour and the high ground adjoining,

the direct light visible from the sea embraced only 45°, of

which 9 h° were white light, the sides being green and red.

To intensify the rays of separation, or of transition between

the bright and coloured lights, Mr. Chance had introduced

vertical prisms of total reflection, five on one side and five

on the other ; four of these prisms condensed the light

upon the edge of the red and four upon the green. The

two outside prisms were for the increase of the direct bright

light to sea. These vertical prisms were placed outside

the illuminating apparatus. . . . Although this was only a

fourth-order light, it had been seen in clear weather at

a distance of 18 to 20 miles, which was nearly equal to a

first-order light.'

Captain Arrow considered^ that in this case one dioptric

light had been made to do the work of two catoptric ones.

By the shade of red light, he said, on the one side the

channel, and of green on the other, the ship's course was

clearly pointed out. He himself, doing his duty as a

lighthouse officer, had tested the utility of the light in

thick and misty weather. Trying the light on both sides

of the channel, and touching the edge of the red and green

alternately, he satisfied himself that they were acting

properly, and navigated his vessel in the thick night with

the greatest accuracy.

Another red and green light of the fourth order was

made in 1865 for Somes Island, Port Nicholson, New Zealand.

In this case 270^ in azimuth were illuminated, the red and

' In the flisrnssinn on i\Ir. Cliance's paper.
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green arcs being separated by a white arc of 8". Tlie

brightest light was directed to a point about six miles from

the lighthouse, and to effect this the burner was placed

18 mm. below the image of the 6-mile spot. By natural

divergence the rays from the lenses illuminated the sea

to within 700 j^ards of the lighthouse, and those from

the upper and lower prisms to about a mile and a mile and

a half from it respectively. The landward arc of 90° was

filled in by a metallic reflector, whose centre was placed

10 mm. above the central level plane of the refractors.

A white 8 -sided revolving light of the first order,

furnished with a dioptric mirror, and showing flashes at

intervals of two minutes, was made for Sandy Cape, Queens-

land, in 1866. Commander Heath (Department of Ports

and Harbours, Brisbane) wrote about it on July 8, 1870 :

—

' The light on Sandy Cape was at last lit on May 19, the

very day 100 years that the Cape was discovered and named

by Cook. . . . Several masters of vessels report it as the

best light they have ever seen ; while Navigating Lieutenant

May, of the Admiralty Survey, tells me in a letter, he

being at the time within the arc intensified by the totally

reflecting prisms, that he dipped the light at about twenty-

five miles distance, when it appears as a huge fire on the

horizon—something splendid, he assures me.'

Important first-order lights made in the years 1865 and

1866 to the designs of the Messrs. Stevenson, and adjusted

to their foci, were those for Double Island (Gulf of Bengal),

for Aden, and for Ausherry (Orkneys).

Among Messrs. Chance's exhibits at the Paris Exhi-

bition of 1867 were two first-order lights made for the

Trinity House. Photometric tests of their efficiency as

compared with corresponding instruments of French manu-

facture resulted most favourably to them. In the case
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of a refracting panel the degree of superiority was found

to be 5.^ per cent. (339-7 French units to 321-9), and in

that of a complete panel of a revolving light, 15° in

azimuth, nearly 7| per cent. (2224-9 units to 2066-1).

All this time, and while his personal direction of the

lighthouse works at Spon Lane continued, Mr. Chance was

in regular correspondence with Mr. Thomas Stevenson on

a variety of matters relating to lighthouse optical apparatus.

As a rule, the inventive genius of the latter made the pro-

posals, and the technical skill of the former reconciled in

practice the conflicting demands for efficiency and for

economy. It is pleasant to note the cordial tone of their

letters, and the readiness displayed by each to render mutual

aid ; both aiming at the public benefit and the advancement

of science rather than at private profit. I refer to this, on

coming to the notable lights which Mr. Stevenson designed

for Buddonness, at the mouth of the river Tay, and for

Lochindaal, Islay, whose construction was carried out by

Mr. Chance.

The Buddonness light was of the third order, and

* remarkable,' says Mr. Stevenson,' ' at the time it was

made, for containing every kind of dioptric agent then

known— viz., the lens, reflecting prisms, and cylindric re-

fractor of Fresnel, and the holophotal, the condensing, the

right-angled expanding, and the double reflecting prisms.'

The whole of the available light was condensed into and

distributed uniformly over a seaward arc of only 45°.

The right-angled expanding prisms were a novelty, and

in this portion of the instrument were found the chief

difficulties, the consideration being, as usual, the cost.

Arranged in a half-cone above the apparatus, they reflected

' Ligldhousc Construction and lUummation, p. 108. A full description

of the apparatus there.
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forwards and expanded over the arc to be lighted that

portion of the backward hemisphere of rays which escaped

above the dioptric mirror, these rays being paralleHzed

vertically upwards upon them in the first instance by a

half-holophote. Their successful construction affords a

good illustration of the process of solving a difficult light-

house problem.

Mr. Stevenson had conceived this arrangement for ap-

plication to some small harbour lights ' in the autumn of

1863. He wrote to Mr. Chance on November 21 of that

year

:

' Please do not cut the straight prisms to th« length

stated in my last, as it will probably be better to discard

the metallic paraboloidal strip and to substitute (which can

easily be done, see tracing) two dioptric agents instead ; or,

still better, to make new single agents to operate on the

light now falling on the upper and lower parts of the

spherical mirror.'

And on December 2 he defined his ideas as follows :

* The double agents far the fixed light will be one half-

lens (not cylindric refractor as in the holophote) placed

above the flame with its axis vertical and coincident with

the vertical axis of the flame produced. This lens will

subtend the angle of back light, which would otherwise be

lost by passing over the top of the truncated spherical

mirror. The lens will send vertically upwards a half-

cylinder of parallel rays having its vertical axis coincident

with the vertical axis of the flame produced. The beam of

parallel rays will fall at right angles upon the base of a

half glass cone whose cross section is a 45° triangle. The

vertical axis of the cone will be coincident with the vertical

' One fixed, and one revolving. They were made by Messrs. Chance

and finished in Febrnarv, 1864.



66 THE LIGHTHOUSE WORK OF

axes of the flame and lens produced. The rays will be

made horizontal in the vertical plane and spread over 180"

in the horizontal plane by the totally reflecting side of the

cone. A semi-cylindrical hole would be cut in the face of

the cone for the half of the chimney-glass to come through.

In practice instead of a single cone several prisms would be

adopted.'

The difficulty in carrying out this proposal, revived for

the Buddonness light in the spring of 1865, was, as has

been said, mainly in regard to cost. The prisms had to be

curved, and to give to each of them a different radius of

curvature would have involved great expense. To avoid

this Mr. Stevenson suggested (May 10, 1865) :

* How would it do to take a right-angled straight prism,

chop it up into pieces with radiating joints, pnd stick them

together so as to make an approach to the form of the upper

mirror proposed for the Tay ?
'

Mr. Chance replied (May 11)

:

' I must contrive to make the reflecting right-angled

curved prisms without the approximation which you

suggest. The only difflculty is the expense of making 360"

of each section, when only 90° of each is wanted ; but I

believe that I can surmount this obstacle.'

And on May 16 he wrote :

* In reference to the upper mirrors for the Tay lights,

it has occurred to me, since writing to you yesterday, that

the cost of the prismatic segments may be still further

reducad by giving to them the same curvature—namely, the

curvature of the topmost one. I cannot see any objection

to this, except the mere appearance of one overlapping in

the extreme ^ vertical and adjoining vertical sections the

prism below it, which circumstance, however, so far as it

' So con-ected in a succeeding note of May 17 from the n-ord ' middle.'
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extends, would be useful in intercepting rays inclined to the

vertical axis. But inasmuch as each prism below and

outer to the one above it takes in a smaller section of the

cylindrical vertical beam of light, and hence extends its

illuminating action over a smaller angle, therefore to in-

crease the curvature of each receding prism beyond its

present curvature, by giving it the curvature of the topmost

one, would, by extending its angular range (but yet not so

as to extend beyond the 45°), have the effect of correcting

to that degree what is rather a defect in the present

arrangement of the apparatus. I would also propose to

shorten the outer prisms by modifying the frame which

carries them.' Later, Mr, Chance wrote that he would

probably choose the curvature of the second prism from

the top as the common curvature.

Mr. Stevenson replied :

* The plan you propose Vvdll surely make a great differ-

ence in the cost—at least, I hope so. I see no objections of

any kind to it, unless it be the only apparent one of the

rings overlapping at the ends. ... I shall feel much

obliged if you will let me know the cost, in order that I may
try to get it started. Your proposal is a monstrous im-

provement over my clumsy and imperfect attempt at

economising.'

The whole apparatus, ' manufactured by Messrs. Chance

in the most perfect manner,' ^ gave so much satisfaction,

that Messrs. Stevenson ordered from them a duplicate of

it for exhibition at Paris in 1867, and this light was subse-

quently placed in the Edinburgh Industrial Museum.-

Being of the third order, these lights had their foci all in

the same horizontal plane, 27*8 mm. above the burner, that

for the refracting zones being in the axis of the flame, that

' Lighthomc Conatraction and Illumination, p. 110. - Ibid.
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for the upper reflecting prisms at 12 mm. behind, and

that for the lower ones at 18 mm. in front of it.

While at Buddonness two agents were employed to

utilize that portion of the back hemisphere of rays which

passed above the dioptric mirror, in the Lochindaal light

(1869) the double agency was replaced by a set of the

* back prisms ' designed in 1867 by Mr. Thomas Stevenson

and Mr. Brebner, and independently by Professor Swan,

who gave general formulfe for their construction.^

It may be presumed that these prisms were the develop-

ment of the ' single agent ' of which Mr. Stevenson had

written to Mr. Chance, as above said, in November 1863 ;

he had gone on to say that he was not yet satisfied with

them, and again (November 28) :

* I am so little pleased with the form of the single

prisms, and with the oblique incidence of the light upon

them, that I think it most likely that for large lights the

double agent would be preferable, especially as it is so much

more compact.'

In 1867 the prisms were perfected, but the Lochindaal

apparatus was the first in which they were employed. Mr.

Chance constructed them for Mr. Stevenson from formulae

calculated by himself.^ He wrote to Mr. Stevenson on

April 23, 1869 :

' I enclose a tracing of the full-size sections of the new

prisms for the Lochindaal light. You will perceive that I

have allowed for the divergence due to the flame. The red

' See Lighthouse Illuviination (1871), pp. lb~ll, 100, and Lightliouse

Consti-uctimi and Illumination, pp. 91, 92, 116, 117.
'^ His formulre are given by Mr. Stevenson in his Lighthouse Illumina-

tion (1871), pp. 229-231, and be says (p. 226) that he found them most
convenient for calculation. In his later work (pp. 268-270) he substitutes

Professor Swan's method, saying (p. 92) that the prisms were made in

accordance with his formulae.
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lines show the extreme rays, -u-hich are made to be retlected

at the critical angle. I really think that these back prisms

suggested by you will be very serviceable, especially in a

holophote. The sections for a holophote would of course

be different from those shown in the tracing, as the first

angle would be U' from the axis instead of 11° (as in this

case), or some such angle. I could perhaps improve the

relative sections of the four prisms by making a fresh

calculation ; but it is not worth while to do so, I think, for

the calculations are very lengthy, in consequence of having

to be made backwards, so that each prism may send out

its lowest ray in a given direction and at a given distance

from the focal plane. If any suggestions occur to you,

please to inform me.'

Mr. Stevenson replied :

' I have carefully examined the tracing of Lochindaal,

with which I am much pleased. I think you have

osculated the flame very nicely indeed with the extreme

rays. The prisms, as you remark, are still better adapted

for a holophote than for a fixed light. I shall be anxious

to hear how you succeed with the casting and grinding.'

And when they had been finished, he wrote (Sep-

tember 7) :

' I am much pleased with the Lochindaal prisms. The

only thing is the setting, which I think a little too heavy

I wish we had increased the number of prisms.'

Similar prisms were made by Mr. Chance in the follow

ing year for the Stornoicay ' apparent ' light, ^ where they re

placed the two agents previously in use, and in 1871 he

applied them to the electric light at the South Forelands

of which later.

' See Lightlwuse Illumination, pp. 135-6, and LighUwuse Omstruction

and Illumination, p. 159.
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I shall notice only one more of the many oil lights con-

structed by Mr. Chance—that finished in 1869 for the new

lighthouse on the Wolf Bock, nine miles S.W. of the Land's

End.i

This light, Captain Arrow wrote to him on November 5,

1867, was ' to revolve and at the same time not to be

mistaken for St. Agnes or the Hanois, one white the other

red, or for Ushant, red and white.' It was eventually

decided to have a revolving light of the first order, showing

red and white flashes alternately at intervals of half a

minute ; and to approximately equalize the intensity of the

red and white beams, the refractors and lower reflecting

prisms were divided into sixteen panels, covering alternately

angles of 16° 20' and 28" 40' - in azimuth, while the upper

reflecting prisms were divided into eight panels, each

covering an angle of 45°, all of them and all the 28° 40'

panels of the lenses and lower reflectors being appropriated

to the red beams. The colour was produced by ruby panes

outside the apparatus and revolving with it ; and the

illuminating power of each beam was estimated at 31,500

candles. With these arrangements the proportion of light

devoted to the red and white beams was as 11 to 4.' The

light was lighted on January 1, 1870.

' This remarkable lighthouse was one of the great works of Mr. J. N.

(afterwards Sir James) Douglass, Engineer to the Trinity House. He gave

a full account of it in papers I'ead before the Institution of Civil Engineers

on March 1, 1870, and before the Eoyal Institution on February 17, 1871.

^ These figures are taken from Mr. Chance's notebook under date

October 2, 1869, and are confirmed by Mr. Kenward. Mr. Douglass, in his

paper, gave them as 18° and 27° respectively.

^ Mr. Chance, writing to the Trinity House on April 24, 1871, about the

Flamborough Head light (where also red and white alternate beams were

employed), pointed out that the proportion of 21 to 9 nearly was the one

first recommended by him, but that, as the result of the experiments

carried out by the Trinity House at Blackwall in March, 18(39, the proportion

actually adoj)tecl was 11 to 4. He himself thought that this propor-

tion was too great, when the superior penetrating power of red light was
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Mr. Michael Beazeley, the Trmity House Engineer

resident at Penzance, wrote ahout it on September 12, 1871,

as follows :

' In reply to your questions on the subject of the Wolf

light I may state that my observations of the light ex-

tended over a space of four years from the first exhibition

on January 1, 1870, to the close of last year, and these

observations were made principally from sea during my
trips backwards and forwards to the Wolf and Longships,

and during the nights that we remained at the buoy at the

latter station. In clear weather the red beam invariably

showed somewhat larger than the white, but was not quite

up to it in intensity. In a hazy or misty atmosphere these

differences were not so apparent, and the beams showed

equal intensity. I have frequently observed the light from

the Longships during thick weather, when there has been

driving mist sufficient to intercept the light from the Wolf,

and I have never seen the red obscured without the white

being lost also. The distance of the Wolf from the Long-

ships is 7^ miles.'

I learn from Mr. Kenward that ' in 1884 there arose a

question whether the white was not exceeding the red light

at the W^olf, and a lighter tint of red glass was suggested.

This was not carried out, because the new light tint w^as

not definite enough for a characteristic. The action of the

sun or of the flame or of the atmosphere during fifteen years

may have wrought the change noticed.'

In regard to the optical apparatus, Mr. Douglass spoke

of it as ' probably the most perfect for the purpose that has

taken into account. Mr. Douglass, in the second paper referred to, gives

21 to 9 as the proportion it was determined to adopt. Mr. Stevenson (Lhjht-

huusc Construction and Illumination, \). 142) states that the proportion was

2-233 to 1
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yet been constructed. . . . The optical portions of the

apparatus were designed by Mr. James T. Chance, to whose

scientific attainments is in a great measure due the present

excellence of manufacture in this country of the illuminating

apparatus of our lighthouses.'
'

Another testimony to the success of the light came from

Captain Lethbridge, of H.M.S. ' Simoom,' who viewed it

from his ship the night after it was first shown. He wrote

to the Admiralty (March 18, 1870) :

' On proceeding down the Channel on January 2, 1870,

and when abreast of the Lizard light, we sighted the

light of the Wolf Eocks at a distance of 23 miles. . . . The

night was fine and clear. . . . Both the white and red

lights are very good, and throughout my experience of

Channel work I have never seen any red light to equal the

red light on the Wolf Eock in brilliancy. I was so struck

with the superiority of this light that I sent down for the

officers to come up and see it. I think the Hydrographer

of the Navy would be glad to know what a success this

light is, setting aside the importance of it.'

Eeporting this opinion to Messrs. Chance, the Secretary

of the Trinity House wrote (April 7, 1870) :
' I am to express

to 3'ou the great satisfaction of the Elder Brethren at

this important testimony from a distinguished naval officer

to the succe^.fc of a method to which a member of your firm

gave such ca^vful thought and attention.'

The light, in fact, ranked with those alluded to by

Captain Arrow when he wrote (July 21, 1868)

:

* Your last new lights have been thoroughly appreciated,

and wherever changes have been made they have been the

admiration of seamen.'

' Paper of 1871.
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I HAVE spoken of the collaboration of Mr. Chance and Mr.

Thomas Stevenson, and I have now to notice a most

signal product thereof, the very interesting lighthouse

instrument known as the ' dioptric mirror.' When a light

is not required to illuminate the whole circle of the horizon,

mirrors are employed to intercept as much as possible of

the unused ' backward ' rays', and return them into the arc

to be lighted. The simplest instrument for this purpose is

the curved metallic mirror ; but reflection from a metallic

surface is unavoidably imperfect, and a great improvement

was effected by the substitution of a totally reflecting

mirror made of glass.

The basis was Mr. Stevenson's ' double reflecting prism,'

'

which has its inner surface of spherical, and its two outer

ones of parabolic curvature, the centre of the former and

the foci of the latter being at the same point in the flame.

A ray from this point enters such a prism without refrac-

tion, and falling on one of the outer surfaces is totally

reflected to the other, whence again it is totally reflected

through the inner surface back to the focus. Mr. Stevenson

invented these prisms in 1850, and some of them were

constructed at the time. His proposal was to form them

' See Lighthouse lilumination, pp. 37-40, and Lighthouse Construction

and Illumination, pp. 84-88. Mr. Stevenson acknowledges the assistance

of Professor Swan, of St. Andrews, in carrying out this novel design.
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into rings by the revolution of their sections round an

horizontal axis, and to build up a mirror of hemispherical

form out of a series of such rings with a parabolic conoid

at the centre.

In September 1861 he wrote to Mr. Chance about the

construction of such a mirror, to be shown with other

models of lighthouse apparatus at the London Exhibition

of 1862. Correspondence followed between them during

the autumn upon the use of crown, or of the more highly

refracting flint glass, or both, upon the dimensions of the

instrument, and on other points, and on December 28 Mr.

Chance suggested that the rings should be generated round

a vertical instead of a horizontal axis. Mr. Stevenson

replied (December 30 and January 2) that this arrangement

would answer perfectly, and had indeed been the first idea

when the construction of the mirror was being discussed by

himself and his brother (Mr. Alan Stevenson) and Pro-

fessor Swan. But they had decided in favour of the

generation round a horizontal axis, thinking that the

mirror would be thus more easily constructed.^ It was

quite possible, he remarked, that the advantage of getting

rid of the conoid, one of those which followed from Mr.

Chance's suggestion, had not occurred to them. 'I am very

glad indeed,' he went on, * that you proposed the horizontal

zones, for I now quite agree with you in considering them

' Afterwards Mr. Stevenson explained that it was the diflSculty of making

at the time large rings of flint glass which led him to prefer the horizontal

axis. With the vertical axis, he said, all the rings must be of large dimen-

sions, but with the horizontal axis ' the more important parts of the instru-

ment would be more easily executed, inasmuch as the prisms at and near

the horizontal axis were of much smaller diameter ' (letter to Mr. Chance of

January 24, 1867, and remarks in the discussion upon Mr. Chance's paper

of that year; cf. Lifjhthouse Construction and Illumiimtion, p. 94). It

was not then perceived that large rings could be made of ordinary crown

glass.
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preferable to the vertical. The reasons you adduce are, to

my mind, conclusively in favour of the horizontal.' ^

Mr. Chance's arrangement, besides being, in his opinion,^

easier of execution, offered an important optical advantage,

in that the image of the flame was not reversed, but exactly

superimposed on the original, so that the back rays were

reflected in the manner best calculated to augment the

intensity of the front ones. With the vertical rings, as he

expressed it, * the image will alternately pass from its erect

position to an inverted one, and, conversely, through the

successive quadrants, beginning at the highest or lowest

points of the mirror.' ^ And, as a consequence, many of the

valuable rays from the upper part of the flame would be

thrown on the burner and lost.

The model mirror was finished in March, 1862, and on

the 22nd Mr. Stevenson wrote :

* Though I have not yet been able to see the mirror, I

find from all the inquiries I have made that it is most

satisfactory. It certainly does great credit to your firm,

but specially to yourself. There is no need whatever for

doing anything with it. I am very glad that you did not

waste time in any attempt to avoid the steijped or slightly

irregular internal surface, which is neither an eyesore nor

theoretically any objection.'

And on April 7 he wrote :

' It is a very beautiful specimen of most accurate work-

manship and does you every credit.' And he also said :

' I have been thinking a good deal of your new suggestion

of using the spherical mirror prisms in the same framing

' Of course the ' horizontal zones ' are those generated round the

vertical axis, and vice versa.

'^ To Mr. Stevenson, June 1, 1807.

' Mr. Chance's paper of 18G7
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as the ordinary ones. I think it a very excellent proposal,

and one which, if the expense can be kept within bounds,

would form an important auxiliary to many— indeed, to

almost all our coast lights. When we have time, it would

be worth while to have a toy spherical mirror for the

electric light. I once calculated the minimum possihile,

but forget what it was, certainly not above a few inches.'

The difficulties which Mr. Chance had experienced in

making the dioptric mirror in its hemispherical form led

him to propose further improvements to be adopted in the

construction of others. These were, to separate the zones

from each other, and to divide them • into segments, like

the ordinary reflecting zones of a dioptric light ; by this

means it became practicable to increase considerably the

radius of the mirror, and thereby to render it applicable to

the largest sea-light, without overstepping the limits of the

angular breadths of the zones and yet without being

compelled to resort to glass of a high refractive power.' ^

By these changes the construction was much simplified,

and the inconvenient spherical form was changed for one

approaching to the cylindrical, occupying much less space.

On March 11 Mr. Stevenson had written :

' I was very much pleased with your proposal to avoid

the contact of glass with glass for the spherical mirror, as

also the proposal to reduce the length of the ray's passage

through the glass.^ I believe that very great facilities as

well as advantages may be secured in some such way as

you propose. ... It is obvious that anything like a first-

order mirror must be arranged so as to avoid the glass

upon glass. I am very glad that you have taken so great

' Mr. Chance's paper of 1867.

'^ This refers to Mr. Chance having cut away some of the glass from the

inner side of the prisms. .(
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an interest in the matter, and doubt not you will be able to

surmount every difficulty.'

Mr. Chance wrote to Mr. Stevenson on June 1, 18G7 :

' What rendered the mirror a lighthouse instrument was
the separating the zones and dividing them into segments.

. . . The 1862 instrument gave me so much trouble in

consequence of the joints, that I was driven to the separate

arrangement, and the segmental plan followed, and the

consequent dispensing with flint glass arising from the

additional practicable diameter combined with the seg-

mental division. My own reason for adopting the horizontal

rings was mainly in the first instance to avoid the conoid.'

In the autumn of 1862 Mr. Stevenson proposed to

supply with dioptric mirrors two fixed lights to be con-

structed for the Provincial Government of Otago, in New

Zealand—a first-order one for Cape Saunders, and one of

the third order for Tairoa's Head. He proposed (October 29)

that the mirror for the former should cover an angle of

90° vertical, and that, if it would facilitate the construction

or lessen the cost, its diameter might be extended to not

more than six feet ; the middle zone, that is, to be three

feet from the focus. But subsequently he thought it better

that the mirror should be small enough to be placed, if

necessary, inside a revolving apparatus, for which purpose

a radius of two feet would be suitable.

On November 25 Mr. Chance forwarded the results of

his calculations. To cover 90" vertical the mirror would

consist, he said, of thirteen semi-rings ; the radius

for the maximum vertical semi-subtense, or vertical

semi-diameter, of the flame (73 mm.) would be 720 mm.,

and for the minimum semi-subtense 600 mm., just under

the two feet proposed by Mr. Stevenson. The space be-

tween the mirror and the axis of the apparatus might be
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increased by making the mirror cylindrical, but then either

the number of the rings must be increased, or the sections of

the highest and lowest be made very thick. Mr. Stevenson

expressed the opinion that the arrangement looked well, but

that the main question w^as the cost. And when Mr.

Chance sent him his estimate of this, he wrote (November

28) that it would be far too great, and that he feared that

the idea of having the mirror must be relinquished.

However, Mr. Chance replied (December 2) that he was not

at all disposed to abandon the mirror—in fact, he could not

do so ; and he should proceed with the preliminaries of it

at his own expense, and on his own responsibility. He

would then be able to arrive at a more accurate estimate

of the cost, and probably to propose ways of diminishing

it. He suggested that foci should be taken for the upper

and lower 15° of the mirror to suit the lower and upper

reflecting prisms respectively, accommodating the middle

60° to the lenses. The subtense would then be diminished

for each of the two arcs of 15^ And further, for the

middle 60' the subtense might be halved. The objections

to this would be that rays from the lower (non-effective)

part of the flame would pass through the mirror, and that

the effect on the horizon through the middle belt might not

be quite so powerful ; but, as price was an essential element,

these little faults might be overlooked. Further, as the

e^ffective subtense for the upper and lower rings was very

limited, a ring might be spared in each case. And two

days later he observed that it would be a positive advan-

tage to allow the rays from the lower part of the flame to

pass through the mirror, as the heating of the burner by

these rays, when reflected, would thus be avoided. And the

rays thrown on the burner would be still fewer if the centre

of the mirror were raised above the central level plane of
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the refractors. He was becoming sanguine, he said, of

making very great reduction in his first ideas of cost. In

answer to these suggestions Mr. Stevenson wrote (Decem-

ber 6) that the raising of the mirror and the escape of the

non-effective rays offered very important advantages, but

he thought that the rings should all be adjusted to one

focus, so that the mirror might be moved as a whole in

any way that seemed to be most efi"ective. On December 9

he wrote :
* The remarkable fact that light from an

excentric point in the flame is reflected so very nearly to

the same point again is new to me, and certainly should be a

great advantage over the metallic spherical mirror, which

no doubt only acts properly for one point. . . . The price is, I

think, now within our reach, and I propose that—referring

to your previous correspondence with me—you now offer

for 135° horizontal and 75° vertical for Cape Saunders,

and 180° horizontal and 60° vertical for Tairoa's Head.'

After further correspondence it was determined that

the mirrors should each cover 60° vertical, and be built up

of ten zones. In the case of the first-order lis;ht, the

radius of the mirror was to be 750 mm. (29^ in.) and in

the other case 600 mm. (23 ^^ in.) On December 29 Mr.

Chance wrote :
' I look upon your beautiful contrivance as

permanently established.' On April 30, 1863, when the lights

and their mirrors had been completed, he entered in his

notebook

:

' Finally examined Otago first-order totally reflecting

mirror : 60 mm. to 70 mm. above burner seems best posi-

tion for centre of mirror, so as not to waste extra light on

the sky. The superficially reflected inverted image ' gives

' This refers to the Hght directly reflected at the inner surface of the

prisms, as distinguished from the hght entering them and reflected at their

outer surfaces.
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an important artificial increase of subtense to the flame,

and shows its effect practically by the extra illmninating

power on the sea towards the tower. There was a slight

escape of light from the flame between Nos. 1 and 2 bottom

rings ; but, as we had no spare segments, I did not like to

risk the removal of No. 2 segment, for so slight a defect,

for readjustment, which could be done only very inappre-

ciably.'

The dioptric mirror for large lights was thus a practical

success. Another was introduced into the light for Double

Island, and it was proposed to have one also for a fourth-

order azimuthal condensing light for Aberdeen Harbour, for

which size it was thought that a radius of 300 mm. would

be suitable ; but the cost, it appears, stood in the way, as it

also did in the way of the application of the mirror to small

holophotes.^

The mirror for Buddonness was of the same dimensions

as that for Tairoa's Head. The middle part of it was

arranged to open, and in this Mr. Chance found a valuable

means of testing the position of the image at the lamp

;

' by putting it slightly ajar,' he wrote in his notebook, ' the

reflected image is brought on one side of the flame, so as

to be capable of being accurately compared with it.' The

result was most successful. ' So perfect,' says Mr. Stevenson,

' is the construction, that on standing behind the apparatus,

no trace of the flame can be seen, although the only medium

between the lamp and the observer is a screen of transparent

glass.' ^

Another dioptric mirror was finished about the same

time for a second-order light for Port Natal, and others

' Correspondence of :\Ir. Chance with Mr. J. M. Balfour, C.E., early in

1863.

* Lighthouse Ilhiminat'.on (1871), p. 06.
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soon afterwards for the first-order lights for Sandy Cape, in

Queensland, Auskerry Island (Orkneys), Portland, St. Bees,

Ushenish (Hebrides), and elsewhere. In the case of the

last-named Messrs. Stevenson proposed that the mirror

should subtend a much larger angle than before. But

Mr. Chance wrote in objection (August 16, 1866) :

* Before we send you an offer for the above, I will thank

you to reconsider whether the mirror ought to exceed 60"

in its vertical extent. You have added 23' both above and

below, making in all 106°.

' The rays returned by total internal reflection from the

additional lower arc of 23° will fall on the upper prisms in

directions which will cause almost, if not quite, all of this

reflected light to pass above the horizon, and the rays

totally reflected from the upper added arc of 23° in the mirror

will either be transmitted by the lower prisms in directions

above the horizon or fall on the burner and thereby tend

to do harm, except a very small angle of light which might

possibly find its way to the sea. But this faint effect will

be greatly reduced by the rays passing three times through

the glass of the chimney at a considerable angle of inci-

dence.

• The weight of the glass belonging to the added 46° is

equal to that of the original 60°, and the cost will be

doubled, as well as the weight, by the addition of the

spherical surface embraced by the 106° ; 62-6 per cent, will

be acted upon by the middle 60°, and 37-4 per cent, by the

additional 46°.'

The Ushenish mirror, and another made for the Trinity

House for use with the electric light, were shown at the

Paris Exhibition of 1867. Experiments there showed that

the instrument increased the power of a first-order lamp by

about one third.

o
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In a report to the Trinity House of November 23, 1868,

Professor Tyndall proposed to reduce the size of the dioptric

mirror in the case of first-order lights to that adopted for

lights of the third order. He argued that the advan-

tage possessed by the dioptric over the metallic mirror, in

absorbing a large portion of the non-illuminating rays,

instead of reflecting them upon the burner, would be

equally well preserved in the smaller as in the larger size.

The alteration ' would greatly lessen the labour and diffi-

culty of grinding and polishing,' and would proportionately

diminish the cost. And the smaller mirror could be made

more perfect than the larger one in form.

But Mr. Chance pointed out in answer that if the

mirror were reduced in size either the number of rings

must be increased in order to lessen the angle which each

would subtend at the flame, or flint glass must be used.

In either case the cost would be increased rather than

diminished. ' The mirror to which Dr. Tyndall refers as

being designed for a third-order apparatus was made of flint

glass unavoidably, and was accordingly very costly.' And
there would be the practical disadvantage that with the

change proposed too little room would be left between the

mirror and the flame for the light-keeper to pass between

them.

' In regard to the requisite accuracy in the present-

sized mirror,' Mr. Chance continued, ' I not only do not

anticipate any insuperable difficulty in its attainment, but

I feel confident of success in that respect.'
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VI

One of Messrs. Chance's exhibits at the Paris Exhibition of

1867 was a third-order apparatus for use with the electric

light, and I propose in this chapter to notice the optical

work of Mr. Chance in reference to this new ilkmiinant.

In the electric arc, light of enormous intensity'- is concen-

trated into a very small compass. With oil or gas as a light-

house illuminant increase of power must be obtained —in the

catoptric system by the multiplication of lamps, in the

dioptric by enlarging the flame and the apparatus. But

the electric spark is, or was formerly, increased in power

by the multiplication or enlargement of, or by improvements

in, the machines creating the current, and the increase

might go on indefinitely without greatly affecting its size.

It was the inventive ingenuity of Professor F. H. Holmes,

the first to construct a magneto-electric machine capable of

producing a continuous current of sufficient .power to pass

between separated carbon points, that made the electric arc

available for lighthouse purposes.^ The first practical test

of his machine was made at the end of 1858, in the upper

lighthouse at the South Foreland. Although the optical

apparatus w^as not suitable. Professor Faraday was much

delighted with the results, and his favourable report ^

' For the history of Professor Holmes's work, given by himself, see the

Commissioners' Report, i. 168. In mentioning his name, that of his inde-

fatigable co-worker and supporter, Lady Howard de Walden, must not be

forgotten.
^ Ihid. pp. 2-4.

» 2



84 THE LIGHTHOUSE WOEK OF

determined the Trinity House to set up a permanent

installation, with an apparatus specially constructed. The

lighthouse selected was that at Dungeness.^

It was considered at this time to be one advantage of

the electric light that it could be placed in an apparatus of

the smallest dimensions. Professor Holmes said that it

need only be so large that the keeper might get his hand

inside to clean it.^ Professor Faraday thought that it need

not be ' above 18 inches in diameter, perhaps much less,

and probably a foot high,' provided always that there was

no risk of failure of the light, rendering necessary the

substitution of an oil lamp.^ And Mr. Chance, writing to

him (April 24, 1860) to congratulate him on the success of

the light, said that an apparatus of the sixth order would be

sufficient at an elevation of 400 feet to spread the rays

over 20 miles of sea inw^ards from the horizon. And he

added :
' There will be an end, I suppose, of large apparatus.'

The Astronomer Pioyal agreed with this view theoretically,

but thought that its practical correctness was not so

certain.^

Accordingly, the instruments ordered for Dungeness

were of the sixth or smallest order, of 150 mm. (less than

6 in.) radius. They were made by Messrs. Chance, and

' In spite of Professor Holmes's objection to it on account of its small

importance and the short range of illumination. The Astronomer Royal
wrote :

' I entirely agree with Professor Holmes in his strong condemnation
of the selection of the Dungeness Lighthouse as a place for trial of the

magneto-galvanic light. It is certainly the worst station for that purpose

(except perhaps the Spurn) in the whole circumference of Britain.'

—

Ibid.

p. 225. ' Ibid. p. 170.

' Ibid, p 4. Mr. Kenward relates that Faraday once told him laughingly

that an electric apparatus for a lighthouse of the future need be no larger

than his hat. He observes that the French engineers now use for their

most powerful electric lights twin apparatus of only bOO mm. (11| inches)

radius.

* Ibid. p. 88.
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the light was Hhown at the beginning of February 1862.

There were two apparatus, one placed above the other, so

that in the case of the stoppage of one the other m'ight be

immediately brought into use ; and they were placed above

the catoptric light already existing. A Committee of the

Trinity House visited the lighthouse on May 12 and 13,

accompanied by Professors Faraday and Holmes and Mr.

Chance. The apparatus was not considered by the first

named to be entirely satisfactory, having been made, he

said in his report to the Trinity House, ' according to the

modes and practice derived from the use of the oil-lamp.

... In reference to a new optical apparatus, Mr. Chance

and I think there should be many changes in size, arrange-

ment, adjustments, &c., but we reserve all these points for

longer and future consideration, aided by the instruction

that will arise from the results of experience.' Mr. Chance

indeed now expressed the opinion that no apparatus should

be used with the electric light of a smaller order than the

third, of 500 mm. (about 20 in.) radius.'

When the light had been maintained at Dungeness

for nearly three years without a break, this was the one

fact that the Trinity House could urge in favour of it.

' In its present form,' a report of November 1865 said,'

* the results have not been commensurate with the cost.

The Elder Brethren are, however, inclined to believe that

it may still become a most valuable element in lighthouse

illumination in some few special cases ; but to enable it to

become so, or to give a fair estimate of its powers, it must

be exhibited under entirely changed conditions from those

which now exist, and which the Elder Brethren are con-

' May 1862, as stated in a letter to Captain Arrow of November 28, 1865.

' Parliavicntary Return on the Electric Liijhi in Lighthouses, May

1866.
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fident will never produce any results other than those

already attained. In order, then, to give the magneto-

electric system a further fair trial, it will be necessary to

discard much of what has already been done, and to try it

at a different station, and with all the light of past experience

to begin de novo.

' The Elder Brethren have been in communication with

the eminent optical engineer, Mr. James Chance, as to the

form of lens best adapted to the exhibition of the electric

spark. Mr. Chance has always held the opinion, in which

the Elder Brethren now concur, that the size of the lens

now in use is a mistake, and that a considerably larger one

must be used, and with a different arrangement of curvature,

to compensate for the small size of the flame ; and on this

point Mr. Chance is, the Elder Brethren believe, also

confirmed by the high authority of Mr. Thomas Stevenson.

To Mr. Chance the Elder Brethren propose to apply for an

instrument which he will undertake shall be entirely suit-

able.'

This report was consequent upon a visit paid by a

Committee of the Trinity House to Dungeness and to Cape

La Heve (Le Havre) in August and September 1865.

Mr. Thomas Stevenson attended, but Mr. Chance was not

present. On August 10, Mr. Stevenson wrote to him that

he had fully expected to meet him, and was much disap-

pointed not to have done so. ' I greatly regret,' he said,

' your not being present, as I know you would have most

materially helped forward the question of electric lights.

There were optical arrangements which I know you would

not approve of. They are additions in the shape of re-

flectors of some 8tYa,nge fancy curve. On the whole, I am
pleased with the magneto-electric light, but it is not yet, I

think, sufficiently under control, and the optical arrange-
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ment is incomplete and inappropriate. When I see you I

shall be able to give my views more fully.'

A main difference between the electric arc and a flame is

that the former, by reason of its small size, is much better

adapted to accurate optical treatment. But at the same

time it wants the ex-focal rays, which, in the case of a

flame, by their natural divergence, and without any special

optical arrangements, not only illuminate the sea, while

the brightest light is directed to the horizon, but also use-

fully expand the beam of a revolving light in azimuth.

As Messrs. Stevenson observed, with an apparatus of the

third order of the usual form, the electric light would only

be visible to the mariner when on or near the horizon
;

and in the case of a revolving light the beam of rays would

sweep past his eyes so quickly as to prevent him from

taking compass bearings to the lighthouse.' Considerable

accidental divergence is indeed produce;! by the continual

variation of the electric arc in size and position, caused by

imperfections in the machinery and carbons ; and inasmuch

as the angular effect of such divergence is inversely propor-

tional to the linear dimensions of the apparatus, it was argued

that with a small apparatus sufficient divergence would be

thus produced to give the effect desired. But, Messrs.

Stevenson justly continued, to employ a small apparatus on

purpose to produce accidental divergence must be considered

a retrograde movement. * In order,' they said, * to take full

advantage of the valuable properties of the electric spark, it

is necessary that apparatus should be used of such a size

as would, if made of the ordinary form, give, practically

speaking, no divergence at all. For this purpose, we should

> Report to the Commissioners of Northern Lighthouses, November 27,

18G5, printed in the Parliamentary Return quoted. Cf. Lighthouse Con-

struction and Illumination, pp. 186-7.
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employ apparatus of the third order. . . . What is re-

quired is to give the optical apparatus such a form as to

produce the exact amount of horizontal divergence which

is needed by the mariner, and also such an amount of

vertical divergence as will throw all the rays downwards

upon the sea, instead of wasting any of them by illuminating

the arc above the horizon. By such an arrangement alone

will the mariner be enabled to reap the full benefit of the

peculiar and valuable properties of this new radiant.'

Mr. Chance's exposition of the reasons for using with

the electric light an apparatus of the larger size will be

found in the Appendix, pp. 142-4. I may quote further

from his letter to Captain Arrow of December 6, 1865 :

' If Mr. Holmes will guarantee that his electric light

shall not deviate at all from its due focal position, then no

adequate reason remains, as far as I understand, for

adopting a large apparatus, except the prudential one of

reserving the power of substituting an oil-lamp in case

of need. If, however, the position of the electric source of

light cannot be absolutely fixed, I see no alternative but to

employ an apparatus of such a size at least as that of the

third order.

' Mr. Holmes's magneto-electric arrangements are, I

believe, diflerent from the French ones, so as to cause a

difference of light, in regard to the variation of intensity,

over the vertical angle which is parallelised or otherwise

condensed. This is a point, in addition to the former one,

upon which it is important that Mr. Holmes and I should

meet at the Trinity House. There are also other minor

matters requiring explanation from Mr. Holmes.'

In consequence of these considerations, it was now pro-

posed to construct, for use with the electric light at the

Paris Exhibition of 1867, an apparatus of the third order.
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Captain Arrow began to correspond with Mr. Chance on

the subject in November 1865. To the hatter's inquiry

whether the hght was to be a fixed or revolving one, the

reply was (December 1) that at present the Trinity House
meant to try the former, but that a revolving light was

also under consideration, and time therefore would not be

thrown away if Mr. Chance were to prepare drawings and

specifications for both. It was finally decided that the

optical arrangements should be quite of the ordinary

character, Mr. Chance stating his reasons for this in a

letter to Captain Arrow of November 30, 1866 :

* I am taking upon myself the responsibility of not

introducing expressly into the fixed electric light for Paris

any vertical divergence beyond what is due to the size of

the spark, and I do so for this reason, that any irregularity,

however minute, in the shape of the refracting or reflect-

ing portions, and any heterogeneity in the glass itself, are

certain to cause more or less divergence in altitude, and in

making the first third order fixed light, which is rather by

way of experiment, it seems wiser to retain all the conden-

sation of the emerging light which the parallelisation of

the focal rays will give, and then to observe the actual

divergence which the height of the spark and also imperfec-

tions will together unavoidabl}^ produce, rather than in the

first instance to weaken the light intentionally by rendering

the focal rays divei-ging. If this unavoidable divergence in

altitude be found not to be sufficient, I have contrivances

to suggest for throwing on the sea towards the land any

further proportion of the illumination which may be

wished.'
^

In 1879 Mr. Chance said of the apparatus :

' No special divergence was given to any part of it, and,

as that derived from the size of the electric arc would not
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have been sufficient for nautical requirements, the instru-

ment was not suitable for using the electric light in sea

illumination. This fact was apparent to all who viewed the

apparatus at the Paris Exhibition in 1867. It served, how-

ever, the intended purpose of exhibiting the electric light

with the increased condensation obtained by a larger

apparatus, and it was useful in the subsequent experiments

made at Blackwall by the Trinity House.'

I have referred to these experiments before. They were

conducted in the first three months of 1869. There were

two points to be decided—the amount of loss suffered by

light in passing through red glass as compared with white

glass (this in reference to the intended installation at the

Wolf Rock), and whether the electric Ightwas better suited

by a dioptric apparatus of the sixth or of the third order.

The instrument of the latter size employed was that which

had been used at Paris. The experiments * fully confirmed

the opinion first expressed by Mr. Chance, and also the

observations made by Dr. Tyndall, by Mr. Douglass, and

by members of the Light Committee during the last three

months, establishing the great superiority of the third-

order apparatus, especially as regards volume and steadi-

ness.' ^

Apparatus of this order was therefore decided upon for

the revolving electric light, which the Trinity House, as

has been said, had already in contemplation in 1865, and

which they were now about to erect at Soiiter Point, on the

coast of Durham. Here flashes of white light, of five

seconds' duration, were to be exhibited every half-minute,

and 180° of sea in azimuth were to be illuminated.

The chief optical problem was, how to give to the re-

' Trinity House Report, March 19, 18G9, in a Parliamentary Keturn of

June of that year.



SIR JAMES CHANCE 91

volving beams a horizontal divergence sufficient to make
the flash last over five seconds without increasing at the

same time the vertical divergence, and wasting light on the

sky. Mr. Stevenson had already, in 1866, experimented

upon three methods of effecting this by means of a single

optical agent,^ and of one of them, his ' difi'erential lens,'

an ingenious contrivance rendering the horizontal and

vertical divergences independent of each other, Mr. Chance

had thought favourably.^ But after mature consideration

he decided not to try it in the case of Souter Point, this

bemg the first occasion on which the electric arc was to be

employed in this country for a revolving light. ' The con-

tingency of failure,' he said in 1879, 'even to a partial

extent, was not admissible, as it would have seriously re-

tarded the use of the electric light for lighthouse illumina-

tion ; and the more so as the experience at Dungeness had

not been favourable to this application. New optical

devices would, at the least, have involved novelties of

mechanical execution, by which considerable delay, and no

little uncertainty as to the result, would have been in-

curred.'

A similar system was therefore adopted to that then in

use at Grisnez.^ The rays were first parallelized in the

vertical planes by a fixed dioptric apparatus covering 180°

in azimuth and 140° vertical. The reflecting prisms and

the three highest and three lowest of the refracting zones

were arranged to send the rays passing through them

directly to the horizon, while illumination of the sea was

effected by means of the middle refractors, which were con-

structed to give a divergence of V above the horizon (' to

' Lighthouse Constntdion and Ilhimination, pp. 187-9.

'' To Captain Arrow, November 30, 18CG.

' Mr. Chance's account of the arrangements adopted, pp. 146 foil.
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provide for any ex-focal displacement of the electric arc in

a vertical direction '), and 3° below it. Half the divergence

due to the dimensions of the electric arc (31') being added

to this, light of diminishing intensity was distributed over

the sea up to 772 yards from the tower.

The reasons for throwing on the reflecting prisms and

on the refractors farthest removed from the horizontal

central plane ' the important duty of providing the horizon

and distant sea with the most intense illumination ' were,

first, that ' the directions in any vertical axial plane of

the electric rays of chief intensity seemed to justify this

arrangement
;

' and secondly, that ' the angular effect of any

ex-focal deviation of the carbon points diminished in pro-

portion as the angle increased at which the direction of the

light is inclined to the horizontal line.'

The rays vertically parallelized as above described were

condensed horizontally into beams by means of a revolving

drum of eight sides, each side composed of seven vertical

straight refractors, whose generating sections were such as

to give to each beam a horizontal divergence of 7° 8',

sufficient, when the natural divergence due to the electric

arc was added, to give the five-second duration of the flash.

The prisms were formed and adjusted so as to sj^read the

rays uniformly over the space illuminated ; and so small

was the divergence due to the luminary itself, that no

waxing or waning was perceptible as the flash came into

view and disappeared from it. Its full brilliancy came

almost at once upon the eye, and so continued for nearly

its entire duration. And it was now seen that this

uniformity of intensity added greatly to the distinctive

efficienc}^ of the light.'

' ' There is no waxing and waning as in many revolving lights, simply

a wonderfully vivid flash lasting five seconds, and then " pitchy night '" follows
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The apparatus described did not bring into use the

backward hemisphere of rays. But Mr. Douglass, in charge

of the work as Engineer to the Trinity House, proposed for

these a subsidiary use—namely, to condense as much of them

as possible into a horizontal beam, which, reflected vertically

downwards and again horizontally, should pass through a

window in the tower twenty-two feet below the apparatus, for

the purpose of marking certain dangers in Sunderland Bay.

To accomplish this, Mr. Chance made use of a device

analogous to the arrangement of Mr. Thomas Stevenson at

Buddonness. By a segment of a small holophote 54' 6 per

cent, of the back light was condensed into a nearly

cylindrical beam, which was intercepted by a group of five

straight right-angled reflecting prisms, and directed by them

vertically downwards upon a group of five similar prisms

curved lengthways. These deflected the beam horizontally,

and at the same time caused it to converge at an angle of

31° within the tower, and therefore to diverge on issuing

from it at the same horizontal angle. ' The sections of

these concave prisms w^ere so shaped as to produce a dipping

light, limited within the vertical angle required to cover

the desired distance on the sea.'

Speaking about this arrangement in 1879 in the dis-

cussion upon Mr. Chance's paper. Professor Tyndall said

that he had been ' particularly struck with the beautiful

apparatus at Souter Point, and with the proposal of Mr.

Douglass to deflect the rays downwards, and, passing them

through a hole in the floor of the apparatus, to cause them

by a second reflection to illuminate a point on the outside.

for twenty-five seconds. The apparatus ... is a remarkable piece of

optical skill, requiring the utmost care both in mathematical calculation

and manufacture; the perfection in both is due to the scientific attain-

ments of Mr. James Chance, of Bivming'mm.'—Nautical ^fagaiine, Ft^hiuary

1871
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The whole arrangement was one calculated to excite

admiration.' And it was in accordance with the principle

stated by Mr. Chance in 1867, that ' if it be desired to

have a powerful dipping light, this should be provided by

some accessory contrivance, which will not interfere with

the normal state of the main apparatus.'

The Souter Point light was shown in January 1871, and

the success obtained with it encouraged the Trinity House

to proceed with a further permanent installation of the

electric light in the two lighthouses at the South Foreland,

The machines used were again the improved magneto-

electric ones of Professor Holmes, as the recently invented

dynamo-electric machine, though it gave a light of im-

mensely greater intensity, was not yet considered to be

sufficiently reliable. Messrs. Chance were entrusted with

the manufacture of the dioptric instruments, which were

again of the third order, but fixed instead of revolving.

The proper gradation of intensity in the distribution of the

light over the sea was secured by arrangements similar to

those adopted at Souter Point—that is, by particular

adjustment of the refracting zones. In the case of the

high light, whose focal plane was at 375 feet ^ above high

water, the refractors were made to spread the rays passing

through them over various angles of vertical divergence,

all of which commenced at 1° above the horizon direction,

but extended to increasing angular distances below it. The

middle belt covered an angle extending to 1° below the hori-

zon direction, the two highest and two lowest zones (the fifth

and sixth pairs) an angle extending to 1^° below it, the

fourth pair to 2°, the third to 2|°, the second to 3^, and

' So according to Mr. Chance, in his paper of 1879, but Mr. Douglass,

in his paper of the same year, gives this height as 372 feet, and the corre-

sponding one for the low light as 275 feet above the high water of ordinary

spring tides.
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the last to 5h° nearly, ^Yhich brought light up to 1,174

yards from the tower.

The low light had its focal plane at 290 feet above high

water, and was required to illuminate the sea as nearly up

to the tower as 304 yards. To effect this the final plan

devised by Mr. Chance was as follows. The middle

refracting belt was divided into four zones, of which the

two upper were made to spread their light over the angle

between 3° 41' and 17° 23' below the horizon direction, and

the two lower over that between 5° 11' and 17° 23' below it.

The remaining refracting zones were combined with the

reflecting prisms to send light to the horizon.

The arc in azimuth illuminated by the high light

extended to 226°, and that by the low light to 199°.

To utilise the landward rays it was at first proposed to

use dioptric mirrors, but Mr. Douglass suggested instead a

similar arrangement to that at Souter Point, except that,

instead of the rays being deflected downwards, they should

be sent upwards and reach the sea over the top of the main

apparatus. Mr. Chance, writing to him on January 18,

1871, agreed that this arrangement would be preferable to

the use of a mirror, because the smallness of the electric

arc rendered admissible the short focal distance of the

condensing holophote, while the action of the mirror would

be seriously interfered with by the interposition of the

carbons. But Mr. Douglass's idea was eventually carried

out in a different way from that proposed by him. There

was an important difference between the cases of the South

Foreland and Souter Point, in that at the latter place it

was required to distribute the beam of back rays over only

a small sector of sea surface. And, in Mr. Douglass's plan,

with the arrangements that would be necessary to secure

sufficient horizontal divergence of the beam, there was
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involved the use of four separate agents with a corre-

spondingly increased loss of light by absorption.

The plan then finally adopted, after the matter had

been thoroughly discussed by Sir Frederick Arrow (as he

now was), Mr. Douglass, and Mr. Chance, was an analogous

one to that carried out in 1857 by the Messrs. Stevenson

(through Mr. J. N. Balfour) at Isle Oronsay, in the Sound

of Skye.^ On each side of a small space, left in the middle

of the landward arc for the movement of the electric lamp,

there was fixed a holophotal semi-lens of the fifth order.

The two parallelized the rays falling upon them into beams,

which were received on either side of the main apparatus by

a series, in the case of the high light of five and in that

of the low light of six vertical straight prisms,"^ the inner-

most in each case being a refractor, the middle ones

reflectors, and the outermost a ' back prism.' Each of

these prisms deflected the light falling upon it seawards,

and spread it uniformly over one half of the ihuminated

arc. The percentage of the landward rays utilized by these

* wings ' was for the high light 71'4, and for the low one

66'8. The angle of vertical divergence amounted to as

much as 3° 40', and the illumination thus obtained was

' valuable, not only in strengthening the light emitted from

the front arcs, but also in combining this larger divergence

of the luminary with the smaller similar divergence from

the main instrument.'

'

The South Foreland apparatus were finished in August

1871, and the lights were shown on January 1 following.

The full power of the high light, in the most illuminated

' Lighthouse Construction and Illumination, pp. 112-116.
'•^ The landward arc in the low light extended to 161°, as against 134^

in the high light.

' For Mr. Chance's account of the South Foreland lights see pp. 150-2.
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plane, was estimated at 152,000 candles, and that of the

low light at 131,000, being 20 and 90 times respectively

the power of the lights, the one dioptric, the other catoptric,

previously in use.^

The South Foreland lights were among the last con-

structed under Mr. Chance's personal direction. He was

now residing at a distance from the Works, and, as he wrote

to Mr. Stevenson on February 18, 1870, his engagements

irrespective of business had much increased, and were

increasing. His firm secured in 1872 the services of the

late Dr. John Hopkinson, the brilliant Senior Wrangler of

the previous year, and he after a short time relieved Mr.

Chance of the scientific direction of the Lighthouse Works.

The next apparatus ordered by the Trinity House for use

with the electric light—those, namely, for the Lizard ^

—

were designed by him, and made under his direction. They

were very similar to those at the South Foreland. Alluding

to this subject in the discussion on Mr. Chance's paper

of 1879, Dr. Hopkinson said :

' The end to be obtained at the Lizard was closely

similar to that of the two Foreland lights. He happened

to be well acquainted with the details of the Foreland

lights, and the reasons which determined those details,

for when he first became interested in the optics of liglit-

houses, the author (Mr. Chance) had placed in his hands

the calculations concerning those very apparatus, to give

him an insight into the methods of design which he had

successfully practised. He had also examined the finished

apparatus, when the author initiated him into the system

of trial adjustment and testing which he had intr-oduced

and constantly used. The South Foreland lights had been

' Mr. DouglasB, in liis paper of 1879. ^ Hec pp. 152-3.

H
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a great success, and he was naturally anxious to suggest im-

provements on a good model. He therefore gave some

time to reconsidering the whole question, but finally had

to confess himself baffled, and to admit that there was no

room for the display of any originality, but that the best

he could do was to copy the South Foreland, making only

such small alterations of detail as the slight difference in

the circumstances demanded. How small those were an

inspection of the diagrams would show. Indeed, in the

numerous cases of azimuthal condensing lights with which

he had to deal, his work had been greatly reduced by the

precedents which the author had left ready to his hand.'
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VII

I HAVE frequently quoted from or referred to Mr.

Chance's two papers on Lighthouse Optical Apparatus, read

before the Institution of Civil Engineers, and reprinted as

an appendix to this work. On the former, in some respects

the more interesting, I may say something. It was read

on May 7, 1867. Mr. James Forrest had pressed the

matter upon Mr. Chance's attention a long time before,

but it was delayed pending the completion of the dioptric

mirror and of other work in hand, and was only taken up

seriously in the autumn of 1863. On January 30, 1864,

Mr. Forrest wrote

:

* By all means let the paper on Lighthouse Illumina-

tion be postponed until next session, if that arrangement

will be more convenient to you. As suggested, my
principal object was to make sure of a communication on

this subject, feeling persuaded that this branch of engineer-

ing (will you allow that ?) had not been sufficiently recorded

hitherto, and, specially, that the improvements introduced

of late years by your endeavour had, so far as I was aware,

been left unchronicled.'

Accordingly, the work was put in hand, but it was found

that the subject involved investigations requiring more

time than was anticipated. When at length the manu-

script was sent in for approval, Mr. Forrest wrote

(March 29, 1867) :

' The Council have not failed to notice that, in your

H 2
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manner of treating the subject, the object you have had in

view has been purely scientific and not in the least com-

mercial, and they have applauded you for it. Those

members of the Council who have already gone through

the paper have expressed the very highest opinion of its

value, and are quite pleased to think how much our records

will be enriched by its publication in the Minutes of

Proceedings Inst. C.E.'

The paper excited very great interest, and there took

part in the discussion which ensued upon it Mr. Gregory

(Vice-President of the Institution), the Astronomer Royal,

Mr. Thomas Stevenson, Admirals Hamilton and Eyder, Dr.

J. H. Gladstone, Captain Arrow, Mr. C. W. Siemens,

Mr. Douglass, and others. Mr. Chance observed that the

paper had only been intended to deal with the purely

optical part of the science of lighthouse illumination. * The

main object of the particular form which he had given to

it had been to present, as truthfully as possible, the history

of the invention itself. Although most admirable treatises

had appeared, yet there were few who would go through

them carefully, or, if they did so, would have time to glean

from them the actual facts which constituted the history of

this particular department of science. This was the first

occasion, he believed, on which this particular subject had

been presented for discussion at the Institution.'

Thanks for the paper and compliments on it were

many. Mr. Thomas Stevenson, for instance, who had

rendered valuable assistance in the preparation of certain

parts of the paper, wrote :
' I beg to assure you that in

my estimation it is an admirable paper, containing so

many interesting and important facts and deductions as to

render it an authority which will at all times be consulted

and appealed to.'
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And Professor Swan :

* I have read your paper with much interest and in-

struction, and mean, as soon as I have time, to study it

more thoroughly. I am much pleased with the historical

part of it, which is not only very clearly stated, but, so far

as my knowledge of the subject enables me to judge, per-

fectly impartial and just. The descriptions of apparatus

are equally good, and the formulae for the construction of

refracting zones and totally reflecting prisms very neat and

simple.'

M. Leonor Fresnel sent Mr. Chance (March 6, 1868) hia

* reconnaissance pour son interessante communication, dont

j'aurai sans doute a tirer un utile parti pour I'introduction

a la 3™' section des ouvrages, actuellement sous presse, de

feu mon frere Augustin.' And M. Leonce Eeynaud wrote

(February 24, 1868) :

* J'ai roQU I'ecrit sur les appareils des phares que voua

m'avez fait Fhonneur de m'adresser, et je ne veux pas

attendre de I'avoir lu en entier pour vous accuser reception

et vous remercier de cet envoi. Permettez-moi de vous

feliciter surtout de I'insistance que vous avez mise a engager

vos compatriotes a sortir de la voie fort pen scientifique

jusqu'a present pour apprecier les divers modes d'eclairage

maritime, et ou Ton etait tout surpris de rencontrer des

savants de premier ordre. Ce n'est pas seulement a votre

pays que vous aurez rendu service, c'est a une cause qui

s'eleve au-dessus de I'esprit tres respectable mais parfois

un peu etroit de nationalite, c'est a I'humanite tout entiere,

laquelle a grand interet aux questions de cette nature.'

The appreciation of the Institution of Civil Engineers

was conveyed to Mr. Chance by the award to him of their

Telford Gold Medal and Premium, and by his election as an

Associate of the Institution.
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ON OPTICAL APPAEATUS USED IN LIGHTHOUSES

A PAPER EEAD BEFOBE THE INSTITUTION OF CIVIL ENGINEERS
BY MR. JAMES T. CHANCE ON MAY 7, 1867.^

The following notes are designed to convey a general idea of the

chief contrivances which constitute the existing system of Light-

house Illumination, and to trace the steps of their development.

The subject is of great practical importance, and furnishes an

interesting application of optical science.

A complete sketch of lighthouse apparatus would far exceed

the due limits of this Paper ; and, moreover, the various questions

connected with it have been systematically treated by the late

Mr. Alan Stevenson and by Mr. Thomas Stevenson, M.Inst.C.E.,

to whose works the author is indebted, as likewise to the fol-

lowing French sources, namely : the ' Memoire ' of Augustin

Fresnel, which was read at the Academy of Sciences in July,

1822 ;
' The Keport of the French Lighthouse Commission,*

dated September 1825 ; and the recent ' Memoire ' of M. Leonce

Reynaud, Director of the French Lighthouse Service.

The object of lighthouse optical apparatus is to condense,

within a small equatorial zone, the available part of the rays

which diverge in all directions from a given source of light ; so

that as much of it as possible shall be rendered serviceable to the

mariner in the most effective manner compatible with the special

conditions of each locality.

The ordinary source of illumination is the flame of an oil lamp

on the Argand principle. A single cylindrical wick is employed

' Reprinted by permission from the Mimites of Proceedings of the

Institutioii of Civil Engineers, vol. xxvi.
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in the small harbour lights of the dioptric construction, and also

in nearly all kinds of apparatus which consists of metallic

pai'abolic reflectors But in dioptric sea lights the burner com-

prises two or more concentric wicks, four being used in the lamp

which belongs to an apparatus of the first order ; and as this

arrangement necessitates a considerable superabundance of oil

beyond what is wanted to feed the flame, various methods have

been adopted for producing the requisite uniform supply. The

oil generally employed is the colza ; in the lamp, however, with

a single wick, it is being superseded by petroleum, which is

cheaper and gives a more intense light than colza.

Tlie magneto-electric spark has been successfully applied to

lighthouse purposes, and it bids fair to be ultimately adopted at

most of the important lighthouse stations which are ready of

access and otherwise suitable. This brilliant source of light has

been continuously used at Duhgeness by the Trinity Board since

the autumn of 1862, the magneto-electric machine being that of

Mr. Holmes. The following remarks, however, upon lighthousa

ai^paratus will refer mainly to the oil lamp as the source of light.

The Dioptric System

The optical apparatus which is now being universally adopted

for sea lights is of the dioptric kind, first successfully introduced

by the eminent Augustin Fresnel.

It consists of a structure of glass zones, or segments, which in

a complete apparatus envelopes the sphere of light radiating from
the central flame, except that portion which is intercepted by the

burner or is occupied by its chimney. Fig. 1,^ Plate 15,^ which is

in a plane of the vertical axis of the system, represents the

sections which generate the successive zones, and which are such
that all rays diverging from the principal focus are made to

emerge in a horizontal direction. The vertical axis of the burner
coincides, of course, with that of the apparatus. In reahty the

upper, middle, and lower portions of the system have generally

difi"erent foci. An angle of about 57°, which the focal horizontal .

plane bisects, is acted upon by refraction alone ; but the rays

' The instrument represented in this figure is of the largest kind, and
has a diameter of about 6 feet and a height of about 9 feet.— J. T. C.

'^ e figures appended to this paper are not reproduced here.— J. F. C.
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which pass above and below this angle are deflected by internal

total reflection.

The generating sections may evidently describe zones, either

round the vertical axis, or round a horizontal one through the

focus.

If the vertical axis be that of generation, then all rays from

the focus will be parallelized only in meridian planes, and the

natural divergence in azimuth will remain, so that an uniform

light will be distributed to every point of the compass. This

constitutes what is termed a fixed light.

If, however, the axis of revolution be a horizontal one, the action

of the apparatus becomes lenticular, so that all focal rays will

emerge parallel to the axis of generation, which will also be that

of the compound lens. All the sections may describe complete

rings round the horizontal axis, and this is done occasionally in

small apparatus ; but the usual method is to divide the sphere

into segments, by meridian planes at equal angular intervals, the

number of these divisions depending on the particular conditions

to be satisfied, as to the recurrence and duration of the flashes.

The interval adopted for most lights is that of 45°, as shown in

fig. 2. But whatever may be this angular division, each segment

will send forth its own beam, in which all the focal rays will be

parallel to the horizontal axis of revolution ; and in order to

render the series of separate beams serviceable to the mariner,

the whole apparatus is made to revolve, so as to exhibit the

appearance of an alternating succession of brightness and darkness,

and hence is derived the designation, Eevolving Light.

The flame has magnitude ; and it is evident that on every

point of the apparatus there is incident a conical beam of light,

whose apex is that point, and whose directrix is the corresponding

contour of the flame ; and, if the ray passing through the focus

be termed the axis of each individual cone, the axes of all the

emerging beams will be parallelized, but the conical divergence

will remain, though slightly modified, after transmission. This

divergence can be diminished either by increasing the diameter of

the apparatus, or by diminishing the size, and therefore the power

of the flame ; but some divergence always remains, and is indeed

indispensable both in azimuth and altitude for revolving lights

and in altitude for fixed ones. The difficulty in the former case
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consists in obtaining an adequate horizontal divergence without

wasting light by useless vertical dispersion.

As the emerging light is always divergent, its intensity, there-

fore, in any given direction, is subject to diminution in the ratio

of the square of the distance.

The Eevolving Light is evidently susceptible of much greater

intensity than the fixed one, inasmuch as all the light abstracted

in the revolving apparatus from the dark intervals contributes

a proportionate increase of brilliancy. Thus in a first-order

revolving dioptric light of eight sides, as the whole 360° are com-

pressed into eight beams whose divergence is about 5|°, the mean

intensity of the flash will be about eight times that of the fixed

first-order light. The intensity, indeed, of the brightest part of

the flash in a horizontal plane, as measured by observation, is at

least twelve times ^ that of a fixed light. In consequence, how-

ever, of the necessity of distinguishing lights, the fixed one,

although so inferior in power, cannot be dispensed with. The

diameter of the largest, or first-order apparatus, is rather more

than 6 feet, and that of its quadruple flame is about 3| inches
;

the height of the flame above its blue portion being about equal to

its diameter. As the flame is diminished in power and size,

according to the requirements of the locality to be lighted, so does

it subtend a less angle, and therefore the optical apparatus can be

proportionately reduced. There are, accordingly, a second-order

light, which has a flame with three wicks, and a third-order one,

having a flame with two wicks. Then follows the gradation of

harbour lights of different sizes, according to the power required.

Now, although the flame of a sea light is large, the most

effective part of it is comprised within a small compass, and

subtends only a small angle at the centre of the lens. Again,

the angle subtended in a meridian plane by the greater portion

of the sea between the visible horizon and the lighthouse is

also extremely small, so that practically whatever part of the

flame sends light to the sea horizon is at the same time illumi-

nating the chief range of the sea landwards. Thus, suppose the

flame tobe placed 300 feet above the sea, the distance of the horizon

' It is assumed that the axes of generation of the upper, middle, and

lower divisions of the apparatus coincide, or are in the same vertical plane.

J. T. C.
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is twenty nautical miles ; and yet fifteen miles from the horizon

toward the lighthouse subtend only seventeen minutes, which
angle corresponds to about ^,th of an inch at the axis of the flame

in a first-order light. Hence the brightest sections of the flame,

which correspond to the difierent parts of the apparatus, ought to

send their rays to the horizon ; that is, each successive zone ought

to be both shaped and adjusted with such accuracy that the sea

horizon focus shall be situated in the corresponding brightest

section of the flame. This adjustment is now generally attended

to, and for this improvement the mariner is indebted in a great

measure to the late Royal Commission ; but in consequence of

the prevailing misconception that the size of the flame renders

accuracy of shape comparatively unimportant, this latter de-

sideratum is often neglected ; and yet it is evident that if the

middle of any particular zone be made to do its due work by

means of adjustment, the whole of that zone ought to co-operate

with its middle portion ; and this can be effected only by the

accuracy of its generating section.

This will be somewhat clearer when the subject is considered

more in detail ; but it must be manifest even from a general

description, how immense must be the difference in power between

one apparatus of which the parts are ground in conformity with

theoretical accuracy of form, and which sends upon the sea only

the brightest part of the flame, and another whose zones are so

shaped that although the small middle portion may by adjust-

ment be made to produce this effect, the remainder of it, perhaps,

is sending the weak portion of the flame on the sea and the

brightest part towards the sky, or else near the foot of the light-

house itself. But this is not all ; for as the axes of the emerging

conical beams diverge instead of being parallel to each other, the

light is diluted in every plane of the generating sections in pro-

portion to this divergence.

The portion of the whole sphere which is embraced by the

entire glass structure, after deducting the metallic framing, is

about 81 per cent., which is distributed among the three divisions

of the apparatus in the following proportions : the upper

reflectors 22|, the refracting belt 45, and the lower reflectors 13^ ;

but these ratios do not represent the actual relative illuminating

values of the three portions. For several disadvantages appertain



108 APPENDIX

to the reflect Drs in comparison with the refracting division : first,

the respective focal sections of the flame corresponding to them

are weaker, and in the lower reflectors a degree of accuracy,

scarcely ever yet obtained, is necessary to render effective the

limited flame-section which sends its light to them ; secondly, the

longer paths described in the prisms involve greater loss by

absorption ; thirdly, the light which is transmitted by the reflectors

has suffered more diminution by the greater obliquity of incidence,

both at the two surfaces of the glass chimney and also at those of

the prisms themselves. It is true that the longer focal distances

of the reflectors, as compared with the refractor, are attended with

a greater condensation of the emerging light ; but the balance of

these optical considerations is much in favour of the refracting

portion, so that, as actual experiments seem to indicate, the

relative illuminating values in the horizontal plane are approxi-

mately thus : for the refracting belt, 70 ; the upper reflectors, 20
;

the lower reflectors, 10.

Each zone, or ring, of the apparatus may have its own separate

focus in the flame ; but the general practice is to assign a common

focal point to each of the three main divisions of the general

vertical section, as shown in fig. 1. Thus, while the focus of the

refracting section is in the vertical axis, the upper reflectors have

theu'S at a short distance behind it, so as to combine with one of

the most intense focal sections, corresponding to each prism, an

adequate vertical angular range of light on the sea ; and the

focus of the lower reflectors is in the front of the flame, at the

brightest section compatible with some amount of vertical

divergence below the horizon-direction.

According to the usual plan now adopted, the lowest film of

the brightest part of the flame is made to contain the sea horizon

focus of the refracting panel ; and then the reflecting zones

or segments are so adjusted that their respective sea horizon foci

shall be situated in the flame in positions which are in accordance

with the principles just explained.

Too much stress cannot be laid upon the importance of

selecting for the horizon, and sending towards it, through the

various parts of the dioptric instrument, the corresponding

brightest sections of the flame. The light ought to be visible to

the approaching mariner as soon as the farthest horizon, which he
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can command, touches the horizon of the centre of the lantern
;

so that, in estimating the full optical range, the distances of these

two horizons, from the lighthouse and the mariner respectively,

must be added together. Now the emerging light, as has been

already stated, is divergent, so that its intensity is subject to

diminution in the ratio of the square of the distance ; and there

is a further loss of light, arising from the imperfect transparency

of the atmosphere, which increases as the distance is augmented,

though not in a direct ratio. Thus, in a clear state of the sky,

each nautical mile abstracts from ordinary light five per cent, of

the intensity with which it began to traverse that distance.

Let the intensity in vacuo at the end of the first nautical

mile from the lighthouse be unity, then the respective intensities

at successive miles in a clear atmosphere will form the series

.g (-95)2 (-95)' (•95)"

where n is the number of miles ; and generally, if i be the

intensity in vacuo at the distance of the first nautical mile, and p
the proportion of the quantity of light absorbed by each mile, the

intensity at the distance of n miles will be

When the atmosphere is hazy, the luminous range even of the

brightest part of the rays is so limited, that a doubt may occur to

some as to the expediency of directing the most intense light tan-

gentially to the sea surface. But to rob the horizon of any light

is to subject to the same decrease of illumination the chief sea

range landwards, as has been before explained ; and, moreover,

any increment of intensity thus obtained, even at a short distance

from the lighthouse, will be scarcely appreciable in misty weather.

If, however, it be desired to have a powerful dipping light, this

should be provided by some accessory contrivance which will net

interfere with the normal state of the main apparatus.

It is not intended to enter upon the various questions which

concern the distribution of sea lights on a coast, and their adapta-

tion to special localities. The solution of most problems of this

kind requires not only a familiarity with the optical facilities
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which the dioptric system affjrds, but also a knowledge of the

conditions which nautical experience supplies.

It suffices to remark that one chief difficulty which is en-

countered by the lighthouse engineer consists in devising

admissible characteristic distinctions among sea lights, subsidiary

to the two grand divisions, fixed and revolving. He is occasionally

forced to resort to colour ; but the want of power in penetrating

the atmosphere excludes generally all colours except red ; and

even in red colour the initial intensity is so reduced by passing

through the colouring medium, that whenever it is employed in

company with white light, special contrivances should be intro-

duced into the apparatus in order to equalize nearly ^ the luminous

intensities of the two kinds of light. This can be for the most

part accomplished in the first instance in designing any particular

instrument ; therefore it is very important that any question of

introducing coloured beams of light should be settled before the

construction of the apparatus has been commenced.

A full account of the various modes of distinguishing lights

will be found in the treatise of Mr. Alan Stevenson.

The Annular Lens of Augustin Fresnel, and the

Cylindrical Refractor

The dioptric system will now be described in detail ; and first,

the annular lens of Augustin Fresnel.

No one can adequately appreciate the admirable combination

of exact science with practical ingenuity which Fresnel displayed

in devising and carrying out in detail his annular lens and its

accessories, without having perused his celebrated M^moire which

was read before the Academy of Sciences in July 1822.

A Commission on Lighthouses had been appointed in France

as early as 1811 ; and at the request of Arago, who had in 1813

joined the Board, Fresnel and Mathieu, a Member of the Institute,

were in 1819 associated with him in conducting the necessary ex-

periments and researches.

' The word nearly is used, because red light, as might be anticipated a
priori, loses a less proportion of its intensity than white light in passing

through the atmosphere, especially in hazy weather ; so that, with equal

initial intensities, a red beam will have a longer luminous range than a

white one.—J. T. C.
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It is, indeed, creditable to the Administration in France that

her highest men of science should be thus enlisted in the investi-

gation of a national question requiring scientific treatment ; and
the res alt in this instance proved the wisdom of the selection.

In September 1822 ^ the Commission confirmed an elaborate

report, drawn up by Admiral de Rossel, in which Fresnel's

system was adopted, and a programme was presented for the

systematic lighting of the sea-coasts and harbours of France.

This scheme was gradually carried into effect, and so strictly has

it been adhered to that out of forty-nine sea-lights which were

proposed, only ten have been modified in their character, and the

employment of metallic reflectors in sea-lights has been reduced

to the single instance of a secondary lighthouse at Pontaillac, at

the mouth of the Gironde.

Fresnel selected the annular form of lens, because, while it

afforded the means of reducing considerably the substance of the

glass, it also enabled him to give to each ring its own individual

shape, so as to correct spherical aberration.

He seems to have been quite unaware both of Buffon's pro-

posal, in 1748, to form a lens c. Echelons out of a solid piece of

glass for the purpose of a burning instrument, and of Condorcet's

valuable improvement, in 1788, of Buffon's idea, by suggesting

that the burning lens should be constructed of separate rings.

But, however this may be, Fresnel was the first to apply the lens

effectively as a lighthouse instrument. His lens is plano-convex :

he seems to have chosen this form chiefly for the sake of facility of

execution ; but it is also the best shape optically, for unless the

angle subtended at the focus by the lenticular section be much
diminished, concavity of the inner surface would render the ex-

ternal surfaces too oblique : and if the inner surface be convex,

the angles of incidence in receding from the axis would be very

disadvantageously increased ; so that the total loss by reflection

in each case would be greater than in Fresnel's arrangement,

which assigns fairly to each surface its proper share in the total

deflection required at each point. '^

' This would seem to be a misprint in the original for 1825.- J. F. C.

* These considerations are not intended to apply beyond the actual

ordinary limits within which refraction alone is employed in lighthouse

apparatus.— J. T. C.
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The only spherical surface in the lens is that of the central

disc ; the convex surfaces of all the encircling rings being annular

ones, generated round the lenticular axis by circular arcs in the

plane of that axis, but having their centres beyond it in a series

of points which retreat further from the axis as each correspond-

ing ring is increased in diameter.

The true generating arc for accurately parallelizing the rays

from the focus is, of course, not a circular one, but its execution

would be impossible ; Fresnel, however, so calculated the co-

ordinates of the respective centres of the actual arcs that the two

extreme rays are made to emerge parallel to the axis. Now this

approximation so nearly corrects aberration, that the greatest

deviation, from the direction of the axis, of focal rays emerging

from each of the successive rings varies in a diminishing pro-

gression from 2 min. 32 sec. for the ring next to the disc to 62

seconds at the eighth one.^

Fresnel at first encountered an obstacle in the optician's work-

shop, where none but the spherical forms could be produced
;

rather, therefore, than lose time in his preliminary experiments,

he composed each ring of small pieces having spherical surfaces

indeed, but so calculated, in regard to curvature and obliquity, as

to give the minimum mean aberration in all directions ; and he also

made it polygonal, in order still further to facilitate the execution.

His versatile genius, however, was not baffled by this temporary

impediment ; and he contrived expressly a system of grinding the

glass rings by combining a cross stroke with rotation ; thus

translating, indeed, his geometrical conceptions into corresponding

mechanism ; and in realising this design he found a zealous co-

adjutor in M. Soleil, by whom, with the encouragement of the

French Government, the annular lens was successfully constructed.

Fresnel's first lens was 30 inches square, and subtended at the

focus 45°, vertically and horizontally ; the fecal distance being

36"22 inches (920 mm.). The lens now used in a first-order

light, as shown in fig. 2, has the same horizontal extent, but sub-

' This gradual diminution of the maximum deviation arises from a

corresponding decrease of the angle subtended at the focus by the breadth

of each successive ring as it is further from the axis; without which latter

decrease the angles would project inconveniently, and the thickness of glass

would become too great.—J. T. C.
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tends 57" vertically, so that eight of the.n form a regular vertical

prism, with a common focus, and enclose an equatorial belt of

57', or about 47"7 per cent, of the whole luminous sphere, but in

fact 55*75 per cent, of that portion of the sphere which the entire

apparatus of glass embraces. The diagonal of the octagonal

horizontal section is about two metres ; which perhaps, therefore,

was the origin of the present focal distance.

There was still wanting a powerful flame ; and for this pur-

pose MM. Arago and Fresnel availed themselves of Count

Rumford's idea of a multiple burner, and succeeded in construct-

ing a lamp with four concentric cylindrical wicks. Carcel's con-

trivance for supplying and regulating an overflow of oil was

essential to the due performance of the multiple burner ; for

unless it is ccoled by a superabundance of oil, its accumulating

heat not only volatilizes tha oil, but also causes the deposit of

carbon upon the wick. An adequate draught-pipe, with a con-

trivance for regulating its power, supplied a constant renewal of

air for perfect ignition ; and the proportionate quantities of air

required for each individual flame were securedby a corresponding

ratio between the outer aperture and each of the inner ones by

which air was admitted. This was determined by a series of

experiments.

The intense heat of the four flames, which is rendered harm-

less by the overflow of oil, and by the rapid ingress of cool air,

promotes such a thorough decomposition of the gaseous prv:ducts

of the oil, that a given quantity cf it produces, in the four-wicked

lamp, a greater illuminating effect than if burned in separate

Argand or Carcel lamps. Thus, if the French unit of light be

adopted, which is that of a Carcel lamp 20 mm. in diameter, and

burning 40 grammes of colza oil per hour, it is shown that a

lamp with four wicks can be made to give the light of twenty-

three such lamps, and yet will burn only 760 grammes of oil per

hour, or what nineteen of the single lamps would consume.

It is remarkable how many inventors have contributed their

respective parts to the multiple burner :—Argand, the double

current ; Lange, the indispensable contraction of the glass

chimney ; Carcel, the mechanism for an abundant supply of oil

;

and Count Rumford, an idea, made feasible by these contrivances,

and finally realised by Arago and Augustin Fresnel.

I
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While the angle subtended by the flame at any point of the

generating section of the annular lens decreases as the point

recedes from the axis, the corresponding angle of divergence in

the emerging beam does not decrease, but, on the contrary, it

increases. Take intD consideration, for example, the horizontal

focal section in a first-order light. The angle subtended by the

diameter of the flame at the lens varies from 5° 36' at its centre,

to 5° 12' at its extremity ; while between the same limits the cor-

responding angles of divergence, after transmission, vary from

5° 30' to 5° 45', in a converse progression.

The collective eftect of the lens will be understood by what has

bsen premise!. It sends forward an infinite number of conical

beams, which radiate from within its substance, and whose axes,

as already defined, are all parallel to that of the lens ; so that, at

a moderate distance, the aggregate effect is one conical beam,

whose axis is the lenticular one. The intensity of this collective

conical beam varies in different directions, according to the corre-

sponding parts of the flame from which the rays proceed ; the

maximum intensity is, of course, in the direction of the axis, from

which the brilliancy gradually diminishes, until it becomes a

minimum at the boundary of the beam. It has been found by

observation that, in the horizontal plane, this gradation cf

intensity varies, in a first-order lens, from about 5,000 burners to

1,000 burners, cf the French unit.

The refracting belt of the fixed light is cylindrical, and is

formed by the revolution of the vertical central section of the

annular lens round the vertical axis of the system, so that this

belt is lenticular in every meridian plane, but not so in any hori-

zontal one; and hence the central light retains its natural

divergence in azimuth, and thus distributes, in every direction of

the horizon, a uniform illumination.

The difficulty here, as with the annular lens, was the execution

;

and for years the refracting portion of the fixed light was a poly-

gonal regular prism, the normal vertical section of each of its

sides being the same as the meridian section of the cylindrical

belt ; but, of course, the illuminating effect in azimuth varied in

each side, from its maximum at the middle vertical section to its

minimum at the angles. In the first-order light there were

thirty-two sides.
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The late Mr. Alan Stevenson, who had charge of the introduc-

tion into Scotland of the Fresnel system, was the first to carry out

the cylindrical shape of the refractor : this he did at the Isle of

May, where the first British dioptric fixed light was erected in

1836 ; the work having been executed at the manufactory of

Messrs. Cookson & Co., of Newcastle, who subsequently con-

structed several lenses and cylindrical refractors for the Light-

house Boards of this kingdom.

Mr. Alan Stevenson soon afterwards applied oblique joints to

the cylindrical refractor, in order to avoid the intercepting of

light caused by vertical ones.

The Commissioners of the Northern Lighthouses were the first

to carry into effect, in this kingdom, the adoption of Fresnel's

invention. It was proposed to them by their engineer, the late

Mr. Eobert Stevenson, in consequence of a communication

which he had received from General (then Major) Colby, E.E.,

at that time engaged in the Ordnance Survey of the British

Channel.

And here it may be remarked that the introduction of the

dioptric system into this country had a zealous advocate in Sir

David Brewster, who at once recognized its unquestionable

superiority over the method of metallic parabolic reflectors.

The Catadioptric, or Totally-reflecting, Zones

There is a limit ' beyond which prismatic deflection becomes

wasteful, partly by chromatic dispersion, and partly from the

increasing loss by reflection at the surfaces of incidence and

emergence. It occurred to Fresnel to employ totally-reflecting

zones ; and he actually introduced them above and below the

refracting belt of his fixed harbour light, which was 30 centi-

metres in diameter ; and it is asserted that reflecting segments,

generated round a horizontal axis, were applied by him to a small

apparatus at Paris, upon the quay of the Canal St. Martin.

The late Mr. Alan Stevenson, however, the engineer of the

celebrated Skerryvore Lighthouse, was the first to extend the

' It is not assumed here that prismatic deflection is, at present, actually

extended as far as it can be advantageously employed.—J. T. C.

I 2
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application of horizontal reflecting zones to dioptric apparatus of

large dimensions. He introduced them in the lower portion of

the revolving light which was placed at Skerryvore, and exhibited

for the first time in February 1843, They were executed by

M. Fran9ois Soleil, of Paris.

Mr. Thomas Stevenson, quite unaware of everything relating

to the small instrument on the Canal St. Martin, proposed, on

March 30, 1849, in a Paper read before the Eoyal Scottish

Society of Arts,^ that reflecting prisms should be generated round

a horizontal axis, so as to have a lenticular action, like that of

the refracting lens. These prisms were first introduced by

Messrs. Stevenson on the small scale at Horsburgh Lighthouse,

near Singapore, which was shown to the mariner in October

1851 ; and in January 1851 the Commissioners of the Northern

Lighthouses ordered vertical reflecting zones to be adopted in

the first-order revolving apparatus intended for North Eonalds-

hay.

Hitherto, silvered mirrors—sometimes plane, sometimes con-

cave ^—had been used to show a fixed light beneath the great

lenses of a revolving apparatus ; and the rays above these lenses

had been gathered into separate beams by small lenses, forming

together a truncated pyramid above the flame, and then directed

upon the horizon by a corresponding number of plane silvered

mirrors. This arrangement was introduced at the first revolving

light which was constructed under Fresnel's guidance, and which

was exhibited at Cordouan in 1823 ; it is exactly the same in

principle as that which Sir David Brewster devised for burning

instruments, and which he described in 1812 in the Edinburgh

Encyclopaedia.

This invention of Su- D. Brewster is admirable for a burning

instrument, because it intercepts a calorific beam of large diameter,

and yet brings it to a minute focus ; a result which a large lens

' There seems to be no eA-idence that any account of the lenticular

reflecting prisms of the Canal St. Martin light was ever published, or

that any proposal was made to employ such prisms for lighthouse pur-

poses, previously to that of Mr. Thomas Stevenson on March 30, 1849.

—

J. T. C.

* These mirrors were also employed in fixed lights above and below the

refracting portion of the apparatus. ~J. T. C.
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cannot produce. But this very feature of the short^ened focal

distance unfits the plan generally for the purpose of condensing

flame-light ; and accordingly, in Fresnel's revolving apparatus,

as the focal distance of the accessory lenses is less than one-half

of the shortest focal distance in the system of reflecting zones,

the intensity of the light issuing from the former would be

scarcely more ' than one-fourth of that transmitted by the latter
;

and, in addition to this cause of inferiority, is the loss arising at

the mirrors ; so that, on the whole, the modern plan must give

light five or six times more intense than that of the former

arrangement.

Of course Fresnel was well aware of these disadvantages ; but

he was limited to the contrivances which could in his time be

executed. To compensate, however, in some measure for the

reduction of intensity which arose from the short focal distance

of the small accessory lenses, Fresnel obtained from them a flash

of double horizontal divergence, and this he turned to good

account, by causing it to precede that of the lenses, so as to

increase threefold the duration of the total flash ; the diminution

of the length of eclipse being a point on which he laid great stress

in his Memoire, and on which the engineers of the French

Lighthouse Board still insist, as of more importance than the

increase of the intensity of the flash.

The principle upon which Fresnel calculated the generating

section of the reflecting zone, was that of dispensing with 11

superfluous glass.

Let BFC, in fig. 3, Plate 15, be an angle of light from the

radiant point F ; and B c a, the generating triangle, in the plane

of B F c.

In order to avoid all redundant glass, the side c A must be the

path of the ray f c, after its refraction at c, and the side b c must

be the path of the ray f b, after its refraction and reflection at b.

Hence, if c r be the direction of the ray b c, after emerging at c,

the angles b c f and ace are equal to each other : and the angle

D c R, which the emerging ray makes with the incident one, being

' The words, scarcely more, are used in order to allow for the greater

loss of light caused by the prisms than by the lenses in consequence of the

longer paths of the rays in glass.— J. T. C.
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of course given, the angle b c f is determinable,^ and therefore

B C A.

The distance f c, and the angle b f c, are also given ; so that the

side B c of the section is known.

The reflecting side, b a, is curved ; but instead of the true

curve, a circular arc is necessarily adopted. The respective

inclinations of this arc at b, and at its intersection with c A, are

so determined that the refracted ray at b shall be reflected along

b c, and that the ray c a shall be reflected in a path which, after

refraction at the side c A, shall take the given direction at a.

The problem then is solved generally. In the particular case

under consideration, the ray at A is made to emerge parallel to

that at c ; and in regard to the rest of the beam, so slight is the

deviation that, for the ray which is incident at the middle point

of b c, it is quite inappreciable : thus, in the first prism next to

the refractor in fig. 1, the deviation of this middle ray from a

horizontal direction is only three minutes.

The slightest inaccuracy in the shape of the section will cause

the emerging beam to be either diverging or converging, and,

therefore, weakened in intensity in proportion to its increased

dispersion in the plane of the section.

It will be evident that in all generating sections, for the same

angle of light b f c, and the same condition of emergence, the

angular elements will be constant ; and that, if the length of F c

is altered, the linear dimensions only will be changed.

The angles of incidence on entering the upper prisms decrease

from 44° at the first of the prisms to 11^° at the furthest; and

there is a similar diminishing progression from 27° to 7i° in the

angles of incidence on emergence ; but this may be considered to

be compensated by the contrary order of progression in the angles

at which the light is incident, both on entering and on emerging

from the glass chimney of the lamp.

' BC A = ''^ + sin ^
( ), where n = the I'efractive index : a

2 \ IX J

mi t f>
TT . 1- / COS B C F \

A c R = B c F. Therefore, 2 b c f + + sin ( 1 — d c e = tt,

2 \ M /

nd

.', COS. B C F = /U COS (2 B C F — D c r)
;

incidence at c, and = — dck, sir

2

as given by Mr. Alan Stevenson in lus treatise.— J. T. C.

or, if I = angle of incidence at c, and = — dck, sin | = M sin (2 {
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It is suggested in the Appendix to the Report of the late Royal
Commission that the incidence on the prisms should be a normal
one even at both the surfaces, external and internal. This can of

course be done—it is merely to add superfluous glass—as shown in

fig. 4, and to calculate the reflecting side accordingly. But the

consequent diminution of loss of light by reflection at the two

surfaces would be far more than neutralized by the increased

absorption resulting from the lengthened paths of the rays in

glass, and also by the serious addition to the dimensions and

weight of the apparatus, which latter efiect even in a fixed light

would be objectionable, and in a revolving one far more so.

It might be better in the reflecting section to cause the side

B c to be the path of the ray which proceeds from the lowest part

of the front of the corresponding section of the flame, because, in

the present construction, a small portion of the prism at b is use-

less for all light below the focal direction. Also, strictly, each

successive section ought to be so situated in the angle b f c, that

the ray incident at b from the above-named lowest part of the

flame should, on emerging at c, just graze the point A of the

section next below it ; at present the point c of the former and

the point a of the latter are placed upon the same horizontal line.

In the smaller sizes of fixed lights no metallic rings are required

between the refractor and each of the reflecting zones next above

and below it ; hence, in order to prevent the void spaces from

subtending any angle at the focus, whereby light would be lest,

the point c of the prism in each case must be outside the refractor,

on the prolongation of the focal ray which touches its edge. In

the employment of the electric spark in small apparatus this is

absolutely necessary ; and although it may be objected to this

arrangement, that the extra size of each prism, unless an additional

one be introduced, would cause increased loss by absorption, yet,

when a flame is employed, this would be compensated for by the

diminution in divergence corresponding to the lengthening of the

focal distances.

The Method of Testing and Adjusting

The paramount importance of extreme accuracy of shape and

adjustment in every part of a dioptric apparatus has already been
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mentioned. It follows, therefore, that the essence of successful

execution consists in the possession of a simple critical test of

accuracy. Linear and angular measurements do not suffice.

The most ready, and, at the same time, the most certain method

of verification, is the optical one of internal observation ;
and the

employment of this for the reflecting zones has produced a vast

improvement in the efficiency of dioptric lights during late years.

It is likewise applicable to the lens and the refracting belt ; but

as the method of conjugate foci, as explained by Mr. Alan

Stevenson in his Treatise, Could always be used in examining

these portions, the plan of internal observation, although far

m, re convenient and critical, was not so great a desideratum as in

the case of the reflecting zones.

The system of internal observation during the process of manu-

facture is this : the ring or segment to be tested is fixed in a tem-

porary frame in its due position relatively to the focus of the

corresponding part of the apparatus, which point is indicated by

a suitable instrument ; a well-defined object is placed in front of

the frame at a considerable distance, in the horizontal plane which

bisects tl e p irt ' of the glass piece under examination ; the eye,

placed at a convenient distance behind the focus, views the

direction in which the image of the external object is seen

through the middle of the section of the prism in the vertical

plane passing through the focus and the object, and readily

notices any deviation from the focus ; also, by moving the

eye up and down in the vertical plane, it is easy to ascertain

the position of the actual focus of the entu'e section for the

pencil coming from the centre of the object, so as to determine

whether the effect of the glass section is too converging, or the

contrary.

The position of the due focus of the object will be very near

to the focus of parallel rays, if the object is at a sufficient dis-.

tance for that purpose. If the segment, or ring, be finally made
t:) revolve round its axis of generation, every meridian section of

it may be treated in like manner ; but generally the simple

motion of the eye, after a little practice, will, with proper allow-

' In the case of a vertical ring or segment this part is, of course, a

section made by the vertical plane through its axis of generation.— J. T. C.
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ance for the fixed position of the external object, suffice to extend

the excxmination throughout the glass. '^

The same process is adcpted for the final adjustment and
verification of the various parts of the apparatus in its permanent

frame ; the only difference being that the external object is placed

in succession in the sea-horizon direction for each zone instead of

in the horizontal line.

Similarly any dioptric apparatus may be adjusted and tested,

however complicated the combination of its parts.

The method cf adjusting by the image of the horizon began

to be practised when the first Fresnel apparatus was erected at

Cordouan, but it seems to have been used only for the auxiliary

mirrors. Its general application to lighthouse optical instru-

ments is only of recent origin ; and as the constructor and the

inspector are thereby furnished with a test, which is perfectly

accurate, and yet extremely simple, for examining both the shape

and the adjustment of every part of an illuminating apparatus
;

and as the use of this system effected at once a thorough change

in the practical part of lighthouse optics, it will not be a

digression to allude briefly to the cu-cumstances of its intro-

duction.

The recent Eoyal Commission on Lighthouses deserves the

merit ^ of first directing attention to the mode of examining sea-

lights, by means of the sea-horizon image ; and in doing so they

availed themselves of the valuable scientific aid of the Astronomer

Eoyal.

In examining certain lights on the coasts of England and

France, Professor Airy tested the adjustments and shapes of the

various portions of each apparatus by observing with unaided

vision in what directions the axes of pencils of light from the

horizon or from objects on the sea crossed the burner of the

' Strictly, the generating sections of the reflecting zones ought to agree

with the due positions of their sea-horizon foci ; and as an approximation,

generally suitable, these sections might be made and tested in the first

instance to correspond with a given depression of the horizon, such as an

angle of ten minutes.—J. T. C.

2 The Commissioners in their Eeport. attribute to their Secretary,

Mr. J. F. Campbell, of Lslav. the valuable plan of internal observation.—

J. T. C.
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lamp ; nnd also where on their respective axes the foci of these

pencils were situated.

He was much struck with the extreme importance, as well as

with the simplicity, somewhat unexpected, of a test so searching

and infallible. After his visit to the lights at Whitby he wrote

to the author in June 1860 thus :

—

' I very much wish that I could induce you to look at the

Whitby lights. I think that it would lead to an extensive and

beneficial revolution in lighthouses.'

The author soon afterwards, at the request of the Trinity

Board, undertook the readjustment of the W'hitby lights, and was

at once satisfied that the internal method of observation fully

realized the value attached to it by the Royal Commission and by

Professor Airy.

Fortunately the weather was hazy during several days, which

rendered it necessary to resort to some substitute for the sea-

horizon : a staff, fig. 1, was fixed vertically upon an elevated

position in the vicinity, and a middle belt of one of the refractors

being used as a theodolite, the level was taken of its centre : the

depression due to the dip of the visible horizon was then allowed

for, and the staff was graduated so as to correspond with the

successive zones above and below the refracting portion. The

apparatus itself was made to revolve, in order to place every

segmental division in its turn opposite the staff, without distiirbing

the level of the focal plane.

The adjustments were then effected ; and when the atmo-

sphere became clear, they were found to correspond exactly with

those which the images of the sea-horizon itself would have

indicated.

It was, therefore, evident that, by pursuing a similar process

at the manufactory, the most unerring certainty of final accuracy

of adjustment might be insured. This the author had an oppor-

tunity of at once putting into practice ; inasmuch as the three

dioptric lights that were destined for the iron towers, which Mr.

W. Parkes, M.Inst.C.E., had designed for lighthouses in the

Red Sea,^ were waiting for their final adjustment. The result

considerably exceeded that which was anticipated ; not only

' Vide Minutes of Procecdimjs Inst. C.E. xxiii. 1 et seq.
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was perfect accuracy attained, but the operation of adjustment

was rendered far more rapid than what could previously be accom-
plished.

One rule, however, is imperative : it will be evident that not

a segment of glass should be placed in an apparatus before the

whole framework has been fitted together, just as it will be at its

ultimate destination, and has been accurately levelled.

Nothing could be more unscientific than the system which

was, until a recent date, frequently practised by the lighthouse

authorities of this country : the manfacturer of lighthouse

apparatus often supplied the separate panels only, having the glass

permanently fixed in them ; and an intervening constructor was
employed to frame them together.

There are many serious objections to such a course. First,

it is almost impracticable to secure accuracy in the first instance,

if in adjusting the glass the apparatus is treated in successive

portions and not as a whole ; secondly, the primary adjustments,

however carefully they may have been made, will invariably be

altered in the hands of the second person, for an error of even

the one-hundredth of an inch in the level of any part will cause

a serious deflection ; thirdly, the responsibility is divided.

Perhaps it is scarcely necessary to add that during the ad-

justment of the glass zones the frame of the apparatus should not

be disturbed. Thus, if a workman supports himself on the frame,

the level may be deranged during the process ; and also in the

case of a revolving light, any horizontal oscillation of the apparatus

should be securely prevented.

The Parabolic Metallic Keflectob

This instrument is still employed in one half of the sea-lights

of this kingdom. In January 1867 there were the following

lights on the coasts of the United Kingdom :

—
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The parabolic mirror must not, therefore, be passed by un-

noticed.

The idea of its application to sea-lights soon followed the

invention, in 1784, cf the cylindrical burner with its double

current of air. The chimney, that was essential to perfect com-

bustion, served likewise the indispensable purpose of carrying

off the gaseous products, which in previous forms of lamp, by

tarnishing the surface of a reflector, rendered its adoption quite

futile.

Argand, who is generally recognized as the author of this

valuable lamp, seems to have perceived at the same time the

applicability of the parabolic reflector for sea-lights ; and Teulere,

who, as early as 1783, proposed the latter arrangement, has also

some claim to have originated, independently of Argand, the idea

of the double-current burner.

Teulere's reflector was carried into effect by Borda at the

Lighthouse of Cordouan, and it is remarkable that on this tower

were exhibited the first sea-light consisting of parabolic mirrors,

and, about thirty years later, the first Fresnel dioptric apparatus.

It should not be omitted that parabolic reflectors, composed

cf facets of silvered glass fixed in a plaster mould, were erected

in 1787 at Kinnairdhead, in Aberdeenshire, under the direction

cf the Northern Lights Board ; being the contrivance of their

engineer, Mr. Thomas Smith, who seems to have been quite

ignorant of what was being suggested in France with the same

object.

Sir David Brewster,^ and other eminent writers on light, have

shown how much greater is the loss of power when rays are

reflected from a metallic surface, especially if hammered into

shape, as in the case of the ordinary parabolic reflectors, than

when transmitted through glass lenses or prisms of moderate

thickness. Experimental results to the same effect are given by

Mr. Thomas Stevenson in his work on Lighthouse Illumination,

published in 1859 ; and he also points out the great superiority

of glass in comparison with the metal of lighthouse reflectors, in

admitting and retaining a high polish and accuracy of shape.

But, apart from these considerations, the lighthouse reflector

' Vide Transactions Royal Society of Edinburgh, vol. xi., 1831.
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gives place to the dioptric instrument for two other reasons

mainly. First, the parabolic mirror irremediably causes great

waste of light, and therefore of oil, by useless divergence

;

secondly, it is only by an enormous multiplication of reflectors,

far beyond what, in the presence of a better system, engineering

principles would justify, that the power of dioptric sea-lights can

be rivalled. Theory and experiment concur in this result.

There are three principal sizes of parabolic reflectors which

are adopted in this country. The English type of mirror has an

aperture of 21 inches and a depth of 9 inches, which give a fjcal

distance of 3 inches at the vertex. The ordinary Scotch reflector

has the same aperture, but the focal distance of its vertex is

4 inches, which give a depth of nearly 7 inches ; but in Scotch

revolving lights another size of reflector is also used, which has the

same focal distance at the vertex, but an aperture of 25 inches,

and therefore a depth of rather more than 9| inches.

Were it not for the shadow of the burner, and the small aj)er-

ture occupied by the chimney, the following would be the portions

of the luminous sphere included by the English, the Scotch

Fixed, and the Scotch Eevolving types respectively, namely :

English Scotch Fixed Scotch Revolving

74-6 63-3 71 per cent.

The burner used in England has a diameter of |ths of an

inch ; that in Scotland has a diameter of one inch.

The theoretical angles of divergence at the vertex, at the

extremity of the parameter, and at the terminating point of the

horizontal generating parabola, are :

Vertex
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Let it be assume! that, with this modification of Mr. Stevenson,

the proportion of the luminous sphere, which the parabolic mirror

and its adjuncts condense, is equal to that which is embraced by

a complete dioptric instrument ; still the defect of wasteful

divergence remains.

There is a practical limit to the dimensions of the reflector
;

and perhaps it would be found inexpedient to extend the size

beyond that of the Scotch instrument, whose aperture has a

diameter of 25 inches.

If, again, with a given maximum size of reflector the diameter

of the burner be enlarged without the introduction of a further

wick, there will be a corresponding increment in the divergence

of the beam, but very little, if indeed any, addition to its mean

intensity.

There may be a slight increase in the intensity of the flame

itself, arising from the more active combustion which accompanies

increased heat ; but this advantage will be small in amount.

And even if a further wick be introduced, the proportionate

increment of mean intensity will be much below that of the

consumption of oil.

In order, therefore, to obtain an intensity of illuminating

power at all approaching that of a dioptric instrument of the

higher orders, there is no resource but to multiply the number

of the separate reflectors.

For the purpose of estimating the exact multiplication of

reflectors which would be required, recourse must be had to

experiment ; but unfortunately in this kingdom there is no national

institution corresponding to the ' Etablissement Central des

Phares ' at Paris : and hence for experimental statistics in this

matter the results obtained in France must be consulted. M.

Leonor Fresnel, in his communication dated December 31, 1845,

to the Lighthouse Board of the United States, drew up an

elaborate account of the comparative advantages of the system

of metallic reflectors and dioptric instruments for sea-lights.

Those results, however, require to be revised, in consequence of

the improvements which have been effected in the Fresnel

system since that date ; and, accordingly, more reliable figures

of comparison may be met with in later publications emanating

from the French lighthouse engineers. In the M^moire of
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M. Reynaud will be found a very complete comparison, based

upon actual phot: metrical observations, of the relative economical

and useful merits of the two rival systems of metallic reflectors

and dioptric instruments.

M. Reynaud shows that a Fresnel light of the fixed kind,

even of the second order, can be equalled by reflectors only by

multiplying them to the number of 60, each giving about the

same quantity of light in the horizontal plane as the English ^

reflector : and that the consumption of oil will be seven times

more in the employment of these reflectors than in the case of

the dioptric apparatus. In England, a fixed light of reflectors

has them generally in the proportion of 24 to 27 in number for

360°. A first-order fixed Fresnel light gives nearly double ^ the

intensity of that of a second-order one ; and, accordingly, to rival

this apparatus, the number of the reflectors must be about 108
;

but this is, of course, purely an imaginary structure. Yet, even

with all this multiplying of reflectors, the perfection of uniformity

in the distribution of light over the horizon, which accompanies

the fixed dioptric light, cannot be imitated by parabolic mirrors.

From the foregoing estimate of the number of reflectors

required for an apparatus which would be equal in power and

general effect to a first-order dioptric fixed light, it may be

calcalated approximately what arrangement of reflectors would be

necessary, in order to produce the eftect of a first-order dioptric

revolving apparatus.

Let it be supposed, for example, that this light has eight sides,

and that the axes of the upper, middle, and lowest panels

respectively, have slightly different directions in azimuth, so that

the horizontal divergence shall be one-half of that of the reflectors
;

then, the catoptric apparatus should consist of four sides, each

of which should carry twenty-seven reflectors of the English size.

One point of advantage in the dioptric apparatus should not be

forgotten. No one can visit a light consisting of reflectors

without finding some of them out of adjustment, in relation to

' Allowance being made for the larger diameter of the French burner

employed in these experiments, as compared with that of the English one.—

J. T. C.

- The ratio is that of GHO to 33o according to the French experiments.

J. T. C.
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the position of the burner, or the direction of the axis of the

paraboloid. Indeed, in a revolving light, it is a matter of no

little nicety to place, and to keep permanently in due parallelism,

all the axes of the reflectors which have tD co-operate together on

the same face of the frame. Whereas, in a dioptric light, the

optical apparatus itself is adjusted irremovably, once for all ; and

the only deviation which can take place in the position of the

burner is on the occasion of changing it ; but the provision for

indicating its due adjustment in every respect is so simple and

unalterable, that nothing but the most wilful neglect can produce

any error.

Catadioptkic, or Totally-reflecting, Spherical Mirror

Until late years the metallic spherical reflector was the only

resource for returning the back hemisphere of rays, or a portion

cf it, upon its luminous source. Just, however, as the metallic

surface of the paraboloid has been condemned, that of the

spherical reflector is similarly objectionable. But it has another

serious defect : the reflected flame has an inverted position ; so

that either the chief portion of the reflected rays must fall upon

the burner, or else the focus of the reflector must be raised so far

above the burner, that the main reflected light, when transmitted

by the dioptric instrument in front, falls far within the sea-hcrizon

direction : the latter alternative, however, although not satisfactory

generally, should be adopted.

And here it is well to remark that many metallic reflectors,

now useless in some British lighthouses, might be made available,

as far as their limited capabilities extend, by readjusting the focus

in relation to the burner.

Fortunately, however, the metallic spherical reflector has been

superseded, for sea-lights, by the catadioptric one, which was

originated by Mr. Thomas Stevenson, and may be thus described.

Fig. 6 represents the sections which, by revolving round the

axis of the flame, generate the totally-reflecting mirroi*, and shows

to scale the instrument which is used in the larger sea-lights ; the

dimensions being reduced for the smaller apparatus.

The inner surfaces are zones of spheres which have a common

centre, f, in the axis of the flame, at the centre of its efiective
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portion. They constitute a perfect spherical mirror for that faint

amount of light which is superficially reflected. The characleristic

feature, however, of the instrument is that which concerns the

main portion of incident rays which enters these inner surfaces.

Let the two outer sides of any generating section he supposed

to be parabolic arcs, a b and A c (fig. 7), having a common parameter,

A F : a ray, f p, incident at p, beyond the critical angle, is totally

reflected in a path which is perpendicular to the parameter, and,

meeting the other arc at Q, is again totally reflected in the

'direction Q f. The parametral ray, f a, is reflected along a f.

By the property of the parabola, the angle of incidence of f a

at A is 45°, and that of fp at p is [45° — -). Hence at

either extremity, as at b, ( 45° — —-—
]
must not be less than

sin~' -, where ju is the refractive index of the least refrangible

ray of the spectrum. This condition determines the maximum
value of A F B, supposing the radiant body to be a point. Consider,

however, the angle f b h subtended by the flame on the side of

F B, where the normal at b is situated : the angle of internal

incidence of h b at b is (45° — - — — sin~' — j, and this

angle must not be less than sin~^ -, from which condition the

maximum value of a f b, corresponding to f b h, is obtained.

Similarly, the maximum value of A f c can be found : but the

limit of B F c is taken as twice the lesser angle, otherwise the

section would not be symmetrical.

In the actual execution of the zone, each of the arcs A b, a c, is

circular : the radius at a coincides with the normal at that point

to the parabolic arc, and the radius at the extremity is parallel to

the normal to the parabolic arc at its extremity. Therefore the

angular positions of these two radii are known ; and hence the

co-ordinates of the centre of curvature and the radius are

determined.

The image of the flame will coincide with the original, except

that it will be simply turned half round the vertical axis.

A full mathematical investigation, by Professor Swan, will be

K
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found in the Appendix to the Treatise of Mr, Thomas Stevenson.

But it will be perceived that the zones are supposed to be

generated round a horizontal axis. The image will alternately

pass from its erect position to an inverted one, and conversely,

through the successive quadrants, beginning at the highest or

lowest points of the mirror.

The vertical arrangement of the zones not only presents

difficulties of execution, but also does not permit the mirror to

be so readily restricted within any desired limits in altitude, as if

they are horizontal.

The plan of generating the zones round the vertical axis was

introduced by the author, who adopted it in the first complete

catadioptric mirror which was made, and which was shown in the

Exhibition of 1862 by the Commissioners of Northern Lights, for

whom it was constructed, in order to further the realizing of what

Mr. Thomas Stevenson had ingeniously suggested about twelve

years previously.

During the progress of this instrument, the idea occurred to

the author of separating the zones, and also of dividing them

into segments, like the ordinary reflecting zones of a dioptric

light ; by this means it became practicable to increase considerably

the radius of the mirror, and thereby to render it applicable to

the largest sea-light, without overstepping the limits of the angular

breadths of the zones, and yet without being compelled to resort

to glass of high refractive power.

The separation of the zones also rendered it feasible to avoid

giving to the aggregate structure a spherical shape, which would
have encroached most inconveniently upon the space required for

the service of the lamp.

This improvement was carried into effect towards the end of

1862 ; and early in 1863 two mirrors were constructed for Messrs.

Stevenson, as accessories to two fixed sea-lights intended for the

coast of Otago, New Zealand : one being a first-order apparatus

for Cape Saunders, the other a third-order light for Tairoas

Head.

The same types have been retained unchanged to the present

time, and have been used extensively both in fixed and in revolv-

ing lights.
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Mr. Thomas Stevexson's Azimuthal Condexsixg System

A valuable feature in the dioptric apparatus is its ready adapt-
ability to special requirements. Take the case in which a fixed

light, of a given power, has to illuminate a portion only of the

azimuthal circle, but where in one or more directions greater

intensity is wanted. Mr. Thomas Stevenson solved a problem of

this kind at Isle Oronsay in October 1857. Eather less than a

semicircle had to be lighted
; but two small portions of the illumi-

nated sector, one on either side, required a power much exceeding

that of the rest of it. The landward residue of the 360° was
accordingly divided into two suitable parts, each of which was
made to transmit its light in a series of angles parallel to the

corresponding angles whose illumination required to be intensified.

Without this arrangement a number of separate reflectors and
lamps must have been used for the purpose. A full account of

this light will be found in Mr. Thomas Stevenson's Treatise,

already alluded to. The horizontal deflection in a case of this

kind is effected by vertical reflecting or refracting prisms. The
apparatus at Oronsay was one of the smaller order. ^ The author,

however, applied a similar method to a first-order apparatus at

Great Orme's Head, in 1862, for the Mersey Docks and Harbour

Board, and subsequently at Gibraltar for the Trinity Board, in

each of which lights there was a spare arc, and increased power

was required in a particular sector of the sea-surface for the purpose

of strengthening a red beam. In each case a group of vertical

prisms is fixed outside the spare arc, whose light is thus utilized,

consisting of three tiers, which correspond respectively to the

refracting and the two reflecting divisions of the instrument, and

having, in all, a height of about 9 feet. The design for Gibraltar

(fig. 8) demanded more contrivance than that for Great Orme's

Head. One chief point was, to avoid excessive obliquity of

incidence on the lantern panes : for this, and other reasons, the

reflecting prisms, r, were made to act together as a single cylin-

' The author designed an apparatus for Dartmouth Harbour (fig. 10)

for Mr. R. P. Brereton, M.Inst.C.E., in which two arcs of red and green

light respectively were strongly intensified by vertical reflecting prisms.

—

J. T. C.

K 2
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drical concave mirror, which brought the rays into an approximate

focus, from which they diverged in the required directions. This

concave grouping of the vertical deflectors provided a most

convenient space for the introduction of a single parallelizing

vertical prism, p, which would send a strong beam along the

intended boundary of the red arc. A screen of red glass, s,

was situated between the main apparatus and the accessory

upright prisms. As each tier of prisms would, if fixed in their

frames, be liable to accident while being transferred and erected

in their places ; but as, on the other hand, it was absolutely

essential that the final adjustment of these vertical prisms should

be an accurate imitation of what had been originally performed in

the first construction, every vertical prism was transported apart

from its frame : but, previously to its removal, brass templates

were fitted with the greatest exactitude, to indicate the precise

due position of each prism. What was finally carried into effect

at the destination of the apparatus was, accordingly, an exact

reproduction of what had been done at the manufactory, with the

nautical chart as a guide.

From these examples it will be evident that subsidiary para-

bolic reflectors are not required generally for the purpose of

intensifying the light in particular arcs. On the contrary,

reflectors are objectionable, inasmach as they are not suitable for

defining sharply the due confines of an arc. For even if the

natural radiation in front of the reflector be condensed, as by

Mr. Thomas Stevenson's anterior lens, yet, since the divergence

of the reflected light increases from the edge of the mirror

towards its vertex, or to the centre of the front lens, the inner

conical beams cross the outer ones, and produce a penumbral

light, increasing in faintness outwards, which is spread over a

large angle on either side of the arc requiring illumination, and

which it is generally inconvenient to intercept effectively, if

indeed practicable.

Hence this system of illuminating particular arcs is in every

respect advantageous. It need scarcely be added, as a mere

corollary of what precedes, that for leading lights the dioptric

azimuthal system is peculiarly suitable. The author some years

ago designed two for Hoylake on this principle, for the Mersey

Docks and Harbour Board
; and he has lately constructed two
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according to Mr. Thomas Stevenson's design for Buddonness, at

the entrance of the Frith of Tay.

In both cases a fixed apparatus of 180^ of the ordinary kind

is employed, and vertical prisms, which deflect horizontally, are

placed in the complement of each half of the illuminated angle,

and distribute over it equably their respective diverging beams.

To the Buddonness apparatus (fig. 9), however, Mr, Stevenscn

has added some ingenious arrangements, by which the chief

portion of the back hemisphere is sent forward, and uniformly

spread over the illuminated sea-sector. The equatorial belt cf

about 60°, or one-half of the back light, is returned upon itself

by the totally reflecting mirrors already described ; b\it the novelty

consists in dealing with the half cone of light which diverges

above this mirror. It is first condensed cylindrically by a com-

pound semi-lens, and then deflected horizontally, as well as

uniformly expanded over the illuminated direct arc, by means cf

a series of right-angled prisms, in circular segments, placed above

the rest of the apparatus. The curvature of these segments,

which should be convex outwards, ought to increase from the

foremost in succession backwards, in proportion to the diminution

of the section of the vertical beam which each acts upon.

The spherical mirror is made to open by hinges, in order to

give access to the interior of the apparatus.

The fixed light has a diameter of 29^ inches ; and the height

of the apparatus, exclusive of the upper reflectors, is 4 feet.

A full-sized model of this instrument is now at the Paris

Exhibition. It is especially interesting, as combining every

existing dioptric method employed in lighthouses.^

In the Appendix will be found the mathematical investigation

of the various problems referred to in this communication.

' Written, of course, in 18G7.—J. F. C.
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Generating Section of a Refracting Zone, or Straight

Prism

A c D G is the section : f a radiant point, f x is perpendicular

to the side c a produced ; the section being plano-convex.

Let F a E R, F B D s, be the extreme rays, making with F x the

angles ?, f, respectively, on emerging : d k and e h being parallel

to F X.

o E ?», OT>n, are normals at e and d to the convex side

D G, which is circular, so that o e, o d, are radii of it : let them

make with f x the respective angles (j) and \b.

Let a and p be the angles of incidence and refraction at A

;

/3 and a those at b ;

F M =/, c T) = t, A c = I) =/. tan yS— tan a + t . tan n.

Then,
sin a . sin />sm p = --— , sm a = ^ .

f.1 n

The angle of incidence at e ;= — p

„ „ „ D = \p — n
;

sin ('/> + r) = ^« sin {<p — p) and sin [\l -\- t) = /< sin (i// — a).

Therefore, tan (0 + = _iiSin> + 0_

,

^^
' /( cos 0< + — 1

, / ; , \ M sin {(T + t)

/( cog (t + t) — 1

whence /) and vi arc determined.
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Draw D p parallel to c a intersecting a e at r, then in the tri-

ces p
angle d e p, the chord d e = d p, T^TIl^

cos' ^
•

where d f= b — t . tan p.

Therefore, if r = radius of curvature of the arc d g,

D E 1

2 . xb -,
' sin-

2

{b — t . tan p) . cos p

2sm-^cos^^_-,j

and, for the co-ordinates of o, referred to m as the origin,

o N = r cos i^ — ^, and a u = r sin \p —f tan (3 — t . tan t,

I. If the section be required for a prism, which is

detached, ^ = generally.

II. If the emerging rays be parallel to each other, c = e;

and if they are parallel to the axis F x, c = and t = 0,

as in the ordinary section of Fresnel.

III. If either emerging ray pass between the normal at the

point of emergence and the axial direction, the cor-

responding angle c, or e, will bo negative.

IV. If F A be perpendicular to c a, a = 0, p = 0.

V. If the joints of the zones are inclined, in the directions

of the refracted rays, the foregoing formulae will remain

the same ; the angles of glass e a g and c d b being

removed, so that the actual section will become a b d e.

VI. If c A be a circular arc, either concave or convex, the

angles of incidence will be changed accordingly ; again,

the side of emergence may be made concave instead of

convex, in which case \p — (p becomes negative, and r is

negative ; but the plano-convex form is that which

circumstances most generally require.

VII. I3y commencing from the point c or the point B in the

same way as that adopted in the foregoing problem, the

sections of the successive zones may be similarly

calculated for the Fresnel lens or cylindrical refractor.
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To Determine the Path of any Ray

Fig. 2

Let A c D E be a generating section, as determined by the

preceding problem for the extreme rays from a given radiant

point F.

Let any ray q p, crossing the axis at G, be incident upon

a point p of the lens, and describe the path p q e.

Draw F J)
perpendicular to 5 p : join o p, and o Q which

produce io n: w q e is the angle of emergence.

Let o N = a, N M = 6, M p = /z, o Q = r,

P F M = o, F P G = C, F M = /, F jj = fZ,

POK = 0, QON = ^,

the angle of refraction g p at p := ^',

the angle of emergence of p Q at Q = rj.

m • - d 1 • sin (a + f ) , . J + hThen sm c = , . cos a, and sm p = > ' , tan = ~ .

/

o p
and in the triangle p Q, sin (<-/< — (>) = "^ — sin (0 — p),

a sin (0 — (•)

r
(1);

cos « ^ "

also, sin ?y = /i sin (0 — p) (2)

;

whence (^1 and r] are determinable ; and (^ — >/), which is the

angle made by the emerging ray q k with the axis f x.
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I. If the incident ray cross the axis beyond F, S is negative.

II. If c = 0, we have the paths of the focal rays at the

successive points of the lens.

III. If (f/) — 7]) be negative, the ray q r crosses the axis F x on

the outer side of the refracting section.

IV. From the triangle p o q is obtained the length of the path

r Q for any ray in its passage through the glass.

Totally-reflecting Prism

c

A B c is the generating section of a totally reflecting prism,

upon which is incident in the plane of the section the angle

of light A F B from the radiant j)oint f.

Let A G and c G be the directions of the extreme emerging rays.

Let A F B = fi, " A G c = /3, the angle of incidence of f a at

A = 9
;
produce F A to D and let D a G = ^.

In order to avoid superfluous glass, the sides a b and A c are

made to coincide with the paths of the rays F b and f a : hence

the angles b a f and gag are equal to each other ; and

B A c = ^ + sm'm
Therefore, 2(^-0 + '^ + sin

-'

2

A*

sin 6
TT + c,

sin fl = /I sin ( 2 f) + c — j

.

from which equation 9 can be found tentatively.
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Let p, (f>,
\p be the angles of refraction at a, b, and of internal

incidence of the emerging ray c g, respectively.

o- sin . ^ sin (d — a) . , sin (9 — n)
Sin p = , sm f = ^^

^, sm \p = 5^ ^.

[A fX ft

Draw at b and c the radii b o, c o, of the circular arc b e c,

which is the reflecting boundary of the prism ; and draw the

straight line b c.

A b o =i[i + .,:).. co=i{l+i)

The angle boc = bac — (abo + aco).

Therefore, B o c = p — ^^j—

,

and as B c is circular, obc = ocb= ^ ~i)\P ~ » )
•

Therefore, abc=obc — abo = '^ + ^ — f'
— ^,

4 4 2 4

ACB = 0CB — ACO= - + 1 — y — T
4 4 2 4

T J. r ii J- Sin ft sm ABC
Let FA =/, then AB =/. —

,
,ac = ab. -,

cos {t) — «) sm A c B

11 sin B A c
chord B c = A B . ,

sm A c B

and radius of curvature =
2 sin /boc \'

I 2 /

If the emerging rays be parallel, /> = 0, and ;/- = /).

If the emerging rays be diverging, [3 is negative.

In order to facilitate the construction of the prism, the points

B and c, and the centre of curvature of B e c, are referred to axes

of co-ordinates, which may be chosen as may be most convenient

in practice.



APPENDIX 139

To Determine the Path of any Eay

c

'0

Fig. 4

Let p p Q R s be any ray.

o is the centre of curvature of the reflecting side b c.

Join o p, o A, o Q, o c.

In the triangle A c o, the two sides A c, c o, and the included

angle at c, are known :

hence from the equations,

, 1/ s CO — CA.ACO
tan -^(cAO — Aoc)= — cot- ^ ,2^ ^ CO + CA 2

and CA0+A0C = 7r — ACO,

are determined c A o, and A o c : hence a o is obtained.

Again, in the triangle A p o, p a is given, A o has been deter-

mined, and PA0 = 27r — (bac + cao); hence, as in the

previous case, a p o and p o are found.

Now as the direction cf _2J p is given, the angle q p a is known
;

hence in the triangle p Q o we have r q o from the equation

o p .

sm p Q o = . sni Q p o,
OQ

and pqr = 2pqo,

Q Pv A = 2 TT — (q P A + B A C + r Q k),

and c:s c r s = /j ccs q r a
;

whence is obtained the direction of r b, the emerging ray.

The length of the path P Q, Q R, of the ray through the prism

is also obtained.
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The Apparent Diameter of the Flame in the Focal Plane

OP a Fixed Apparatus is not changed by the Inter-

position OF the Refracting Zone

Fig. 5
[

ABED is a segment of a horizontal s3ction of a lenticular

zone generated round a vertical axis through c. Let a ray of

light q p in this section be incident at p and take the path p q r.

Join c p and c Q ; draw cjJ perpendicular toqv; and produce c p

and c Q to s and T respectively.

c p
In the triangle p c Q, sin p Q c = -- sm Q p s

;

Q

C P
therefore, sin t q r = u sin p q c = u sin q p s

CQ

CPsin7PC_cp,
CQ cq'

hence if r q, the emerging ray, be produced, it will touch the circle

described round c with the radius c^j.
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DIOPTRIC APPARATUS IN LIGHTHOUSES FOR THE
ELECTRIC LIGHT

A Paper read before the Institution of Civil Engineers
BY Mr. James T. Chance on April 22, 1879.^

The purpose of this Paper is to give an account of the optical

arrangements adopted in those lighthouses on the British coast

where the electric light is used. Mr. Douglass, M.Inst.C.E.,

engineer to the Trinity House, has recently made a c:mmunication
to this Institution upon the electric light as applied to lio-ht-

house illumination. It is intended now to describe the dioptric

combinations to which Mr. Douglass has referred.

For those who have not considered the subject of the Fresnel,

or dioptric apparatus, it may be well to explain that, according to

this system, the source of light is placed in the centre of a struc-

ture of rings, or annular segments of glass, of such generating

sections that all the incident light may be condensed, and directed

upon the sea. This condensation may take place only in vertical

axial planes : in that case the sea is uniformly illuminated in all

directions in azimuth, and the apparatus is termed a fixed light.

The sphere of light may, however, be divided into various j)or-

tions by vertical planes through the centre ; and each segment of

light may be condensed both vertically and horizontally. The
result is a number of separate solid beams ; and, in order that

they may be seen by the mariner, the apparatus must be made to

rotate. This, accordingly, is called a revolving light.

The following preliminary remarks refer to fixed lights ; and

the term divergence is therefore used for that in a vertical plane

only. When a flame is employed as the luminary in a lighthouse,

it is not enough to cause the rays from any point of it to emerge

in parallel directions ; for the angle of divergence arising from the

height of the flame must also be compressed within useful limits,

in order to avoid waste of luminous power. This can be effected

only by enlarging the diameter of the apparatus proportionately

' Reprinted by permission from the Minutes of Proceedings of the

Institution of Civil Engineers, vol. Ivii.
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to the height of the flame, but even the largest apparatus now

in use, though 1"84 metre in diameter, is inadequate for the

increased flame introduced of late years into lighthouses.

When, however, the idea was first entertained of using for

coast lights a compact powerful luminary, such as tha electric

light, a diminutive apparatus seemed to be the suitable one. Ac-

cordingly, one of the sixth order, having a diameter of only 300

millimetres, was adopted. An instrument of this size, in com-

bination with the electric spark, was placed in Dungeness light-

house in 1862. The same dimensions have also had the sanction

of the lighthouse engineers in France, and their authority in this

branch of engineering carries with it great weight. The two

fixed lights at La Heve, and the fixed portion of the revolving

light at Grisnez, are of the sixth order. They have been

established since 1863, 1865, and 1869 respectively, and are still

maintained.

There is manifestly great economy in employing a small

instrument, and also an evident simplicity in adopting one whose

radius is short enough to enable a diminutive radiant, by the

vertical angle it subtends, to afford all the divergence wanted for

covering the sea to the requisite distance towards land. But the

carbon points of the electric light cannot yet be depended upon

for immobility upwards or downwards, so that there is always a

contingency of a change in the direction of the angle of emerging

light, inasmuch as this moves together with the radiant itself.

There is, moreover, no proper gradation in the intensity of the

illumination of the sea at difierent distances. The light which is

emitted upon the sea at a few miles from land may be as powerful

as that which is directed towards the horizon ; whereas the quan-

tity of light thus lavished on the near sea ought to be added to

that which is transmitted to the horizon.

With the flame a gradation of light does exist. For example,

according to M. Allard, in his ' Memoire sur I'lntensite des

Phares,' with a first-order fixed apparatus, having a lamp of five

wicks, out of the total quantity of light included in a solid angle

of 6° in height, 45 per cent, is contained in the angle of only 1°

in height that is bisected by the horizon direction. The Fresnel

system of zones renders it easy to imitate with the electric light

this eflect of gradation, so as to allot to different distances on
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the sea whatever proportions of the total quantity of available

light may be desired. But to attain this end, and to eliminate

the defects which have been indicated, it was necessary to abandon,

in the case of the electric light, the plan, however obviously

suitable to flames, of depending upon the height of the luminary

for the required vertical divergence, and to be thus free to reduce

considerably the divergence due to the height of the light, so as

to be able to utilise this radiant to the best advantage. This

could be accomplished only by employing an optical instrument

of much increased diameter.

A portion of this larger apparatus may still be allowed to

parallelise the radiant light ; thus, the emerging beam, now greatly

compressed, may be devoted to illuminate the horizon and distant

sea, while special generating sections may be given to the rest of

the apparatus, so as by suitable angles to distribute the illumina-

tion from the horizon towards land, to such distances and with

such gradation of intensity as may be desired.

The divergence due to the luminary will of course always

move with it, however large the apparatus may be, in case of

deviation of the carbon points from their proper position ; but

when it is borne in mind how small an angle of divergence

—

generally less than 15'—covers as much as three-fourths of the

sea from the horizon inwards, it is clear that no such dis-

placement of the carbon points could cause the sea to be left in

darkness, provided that a due angular margin be allowed

between the direction of the horizon and the upper boundary

of the special divergence obtained from a portion of the

apparatus.

With a large instrument, moreover, luminous power may be

spared for spreading light by means of particular zones over any

special part of the sea. This will be exemplified in describing

the South Foreland lights. Generally, the rays issuing from the

electric light can be controlled by the Fresnel system of inde-

pendent zones, so as to be made to illuminate any part of the sea

with any required relative intensity. Such diversion, however,

of any light from the horizon could not be permitted if the whole

emerging light has unavoidably, as in the case of a small apparatus,

a large divergence.

It would be superfluous, when such urgent reasons exist for
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preferring a large apparatus, to adduce other considerations of

less importance which confirm the same view.

The author may be permitted to add, that in 1862, during the

establishing of the apparatus at Dungeness lighthouse, his con-

viction was expressed that due justice could not be done to the

electric light for lighthouse purposes with a small apparatus
;

and he proposed one of the third order, having a diameter of

1 metre, as the smallest suitable size for sea lights. Mr. Thomas

Stevenson, M.Inst.C.E., in his work on ' Lighthouse Illumina-

tion,' published in 1871, mentions that Messrs. Stevenson, in

their report of November 27, 1865, to the Commissioners of

Northern Lights, also recommended the adoption of a third-order

apparatus for the electric light.

In March 1869 some observations were made at Blackwall by

a Committee of Elder Brethren of the Trinity House, with Pro-

fessor Tyndall and Mr. Douglass, to determine the comparative

merits of a smaller and a larger apparatus for the electric light.

The trial was made with a sixth-order and a third-order apparatus,

and the result was decidedly in favour of the larger instrument.

Mr. Douglass has lately suggested that a second-order apparatus,

having diameter of 1"40 metre, would afford a greater con-

venience for the light-keeper.

The testimony of mariners to the performance of the lights at

Souter Point and at the South Foreland during the last seven

years has fully borne out the validity of the foregoing arguments

in favour of the larger apparatus for electric light, and has cor-

roborated the suitableness of the special optical provisions in the

particular instances about to be described.

It is evident that a small luminary, such as the electric spark,

in which the whole quantity of light is condensed into a small

volume, ofi'ers great advantages as compared with an ordinary

flame. In the latter, after the brightest part of it has been paral-

lelized and directed to the horizon, the remainder of the flame

whether it gees to the sky or upon the sea, is obliged to be allowed

to take the direction which necessarily belongs to it. In the

former luminary, however, by giving suitable generating sections

to any part of the composite dioptric instrument, the directions

and intensities of the different parts of the angle of vertical

divergence can be varied as may be considered most advantageous.
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The question of horizontal divergence will come under considera-

tion during the description of the revolving light at Souter

Point.

Since the construction of the apparatus about to be described,

a great advance has been made in the electric light itself, and

certain modifications have been adopted, which produce varying

intensities in different directions in azimuth. These latter

changes, if maintained, will have to be taken into account in de-

signing future apparatus.

Souter Point Eevolving Light

The characteristic feature of a revolving light has already been

explained.

It was a matter for consideration whether two condensations

—the vertical and the horizontal—could be effected without

employing two optical agents. No difficulty of this kind presents

itself in the case of a flame, for all that has to be done is to render

each segment of the apparatus lenticular, with its principal focus

in the appropriate point of the axis of the flame, and then the

^
vertical and horizontal divergences are those corresponding to

the height and breadth of the flame ; or, in other words, an

image of the flame itself is formed externally by each segment,

as would be made evident by throwing the beam on a white screen

placed in the dark at a suitable distance. But to treat the electric

spark in this way would not satisfy the requirements of the

mariner, for the horizontal divergence would be so small that the

duration of the flash on the eye of the observer would be only

momentary. If the diameter of the electric arc be taken to be

12 millimetres, the duration of the flash would even then be

under one second, unless the intervals of darkness be too much

prolonged.

To consider then, first, the annular lens : the idea which at

once manifestly presents itself is so to shape its successive

generating sections that they will give the required horizontal

divergence. One-half, however, of the increased vertical angle,

which would accompany the horizontal divergence, would be

bestowed upon the sky.

Mr. Brebner, M.Inst.C.E., proposed to remedy this defect

L



146 APPENDIX

to some extent by dividing the lens at the horizontal central

plane, and lowering the upper half, so that the upper half of

vertical divergence should be superimposed upon the lower, and

the total angle be thus reduced to one-half. But the two diver-

gences, horizontal and vertical, would still be left to be connected

together,

Mr. Thomas Stevenson proposed to obtain two independent

divergences by adopting the plan, devised by him in 1861, of

giving to the inner surface of Fresnel's annular lens two different

concave curvatures, the one horizontal, the other vertical. An
account of this contrivance will be found in Mr. Stevenson's

treatise on ' Lighthouse Illumination.'

In 1870, when the author was intrusted by the Trinity House

with providing optical apparatus for the electric light at Souter

Point, it was the first occasion on which this luminary was to be

employed in this country for a revolving light.

The contingency of failure, even to a partial extent, was not

admissible, as it would have seriously retarded the use of the

electric light for lighthouse illumination ; and the more so as

the experience at Dungeness had not been favourable to this

application. New optical devices would, at the least, have involved
.

novelties of mechanical execution, by which considerable delay,

and no little uncertainty as to the result, would have been incurred.

It was also most desirable—regard being had to the trial at

Dungeness-^that it should be practicable to give special optical

vertical divergence, as distinguished from that due to the size of

the radiant, so as to secure the mariner from ever losing the light

when it ought to be visible.

The author decided, therefore, to adhere to the system which

had been adopted in France for revolving lights with the electric

arc, and which, indeed, as late as 1851, was used there to condense

horizontally the light emerging from the catadioptric portions

of a Fresnel apparatus. This system consists of a fixed light

surrounded by a polygonal drum, each of whose sides is composed
of straight vertical lenses, so shaped as to give the required

horizontal divergence.

At Souter Point the light had to be visible during five seconds

every half-minute, thus leaving an interval of darkness of twenty-

live seconds' duration. The dispositions are as follows : the
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'electric light is placed at the centre of a fixed light of 1 metre in

diameter and embracing 180" horizontally. The refracting portion

consists of a middle belt and of twelve zones, six of which are

above the belt, and six similar ones below it. The whole series

subtends in height an angle of 66° 42' at the centre. There are

ten upper catadioptric zones, subtending at the focus a vertical

angle of 43° 20', the lower side of this angle being inclined to

the focal plane at 35° 2' ; and also eight lower catadioptric zones,

embracing a vertical angle at the focus of 30° 17', its upper

boundary making with the horizontal direction an angle of 35° 14'.

Hence 140° in height out of 180° are acted upon by the glass

portion of the apparatus ; but the actual proportion of the whole

of the light contained between any two meridian planes intercepted

by the zones of glass is 92 per cent.

The apparatus is divided, as regards vertical divergence, into

two distinct sets of elements. The middle refracting belt, together

with the three zones next above, and the three zones next below

it, are made to give a divergence of 1° above the horizon and 3°

below it, in addition to that due to the dimensions of the electric

arc ; whereas the three highest refracting zones, and the three

lowest zones, together with the whole of the catadioptric cupola

and all the lower catadioptric group, depend for the divergence

of the rays issuing from them upon the angles subtended at each

of them by the electric arc. To the 3° of special divergence

provided for the sea must be added half of the luminary divergence.

If 9 millimetres be taken as the height of the electric arc with

one machine, the total divergence on the sea will be 3° 31'. The

focal plane of the light is 150 feet above high water, so that this

angle of 3° 31' will extend up to 772 yards from the tower.

The angle of 1° above the horizon is allowed in order to

provide for any ex-focal displacement of the electric arc in a

vertical direction ; but this allowance, as it concerns the maximum

intensity, is only 29'
; for the semi-angle due to the size of the

electric arc, taken as 9 millimetres, has to be deducted, inasmuch

as the maximum intensity would extend over the whole angle, on

the supposition only that all the light proceeded from a mere

point instead of from a radiant having magnitude. The addition

of the divergence of the radiant to the special divergence given

by the apparatus causes the latter angle tDopen out, and therefore

L 2
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diminishes the luminous intensity of the expanded beam at each

of its sides in regular gradation over an angle equal to the

divergence due to the size of the radiant, one half of which falls

within the angle of special divergence.

The revolving drum consists of eight equal sides divided into

three panels in height, each of which is composed of seven vertical

lenses, one in the middle and three on each side of it, their height

being equal to that of the fixed apparatus within, the diameter of

the inscribed circle of any horizontal section being 1-40 metre.

The generating section of each lens is such that the light which

falls upon it from any point of the luminary is spread over 7° 8'

in azimuth, the axes of the emerging beams from each of the

lenses of any one of the eight sides being perpendicular to the

interior face of that side. While, therefore, the angle of horizontal

divergence belonging to any side of the octagonal revolving drum

is passing across the vision, all the seven vertical lenses appear

to the eye to be simultaneously illuminated.

The diameter of the electric arc, as originally communicated

to the author, subtended an angle of only 22'
; and this, added

to the special divergence of 7° 8', gave a total divergence of 7° 30',

which was expressly calculated to give 5" of flash ; but the

diameter of the carbons has since been increased, as the author

is informed, to 9 millimetres for one electric machine, and to 12

millimetres for two machines.

The sections of the lenses are so calculated as to spread the

light uniformly over the angle of horizontal divergence ; and

except for a small angular space on either side of this angle,

arising from the additional divergence due to the diameter of the

luminary, there is no waxing and waning such as is the case when
a flame is a source of light, but the full brilliancy of the flash

comes almost at once upon the eye, and so continues for nearly

its entire duration.

This point was well considered in the first instance by the

late Sir Frederick Arrow, then Deputy-Master of the Trinity

House, and by Mr. Douglass ; and both concurred in the opinion

that not to adopt a uniformity of intensity, the obtaining of

which was now for the first time become practicable by virtue of

the smallness of the electric luminary, would be to throw away a

most desirable advantage.
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It is evident that where the flash is most intense in the centre,

and becomes gradually weaker towards either boundary of the

angle, the visible divergence, and therefore the duration of the flash,

diminishes as the eye recedes. On the other hand, the maximum
intensity of the flash suffers a diminution corresponding to the

maintenance of a uniform intensity throughout the entire angle.

With a flame there is no choice ; the increase of the intensity

from a minimum to a maximum, and then the reverse gradation,

are its necessary concomitants. Thus, in a first-order revolving

light, with a five-wick lamp, according to M. Allard, the intensity

of the middle of the flash in the middle of the focal horizontal

plane is 7,150 French units ; but if the intensity were uniform

throughout the whole angle, its mean value would be only 4,700

units.

The electric light, however, can be easily made to exhibit the

appearance of waxing and waning, in various ways, such as by

excentering the upper and lower panels of the vertical prisms, or

by shaping the generating sections of the difi^erent prisms so as

to produce any gradation of intensity that may be desired.

The fixed light embraces only 180° in azimuth, so that a

hemisphere of rays from the luminary was available for any

subsidiary purpose. Mr. Douglass proposed to condense the chief

part of this light in a horizontal direction, and, by means of

reflectors, to bend it first vertically downwards and again

horizontally, and then to transmit it through a window in the

tower 22 feet below the apparatus, for the purpose of marking

certain dangers in Sunderland Bay. In order to accomplish this,

a segment of a holophote of 150 millimetres radius is used to

condense 54*6 per cent, of the back hemisphere into a nearly

cylindrical beam. This is intercepted and sent vertically down-

wards by a group of five right-angled straight catadioptric

prisms upon a group placed directly below them of five similar

prisms, by which it is transmitted a second time horizontally.

These latter prisms, however, are curved lengthways, so as to

cause the emerging rays, which otherwise would form a nearly

cylindrical beam, to converge at an angle of 31° within the

tower, and thus to diverge on issuing from it at the same

horizontal angle ; and the generating sections of these con-

cave prisms are so shaped as to produce a dipping light, limited
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within the vertical angle required to cover the desired distance

on the sea.

The idea of thus utilising for a separate distinctive subsidiary

purpose the landward rays of a light which illuminates the distant

sea was propossd by Mr. Douglass in 1870 to the author, who is net

aware that any such arrangement had previously been suggested
;

but in principle it is analogous to the plan devised by Mr. Thomas

Stevenson in 1865, and then carried out by the author, for the

two Buddonness lights. The Souter Point lighthouse was first

opened on January 11, 1871, provided, in the method now explained,

with the electric light as its illuminant.

South Foeeland

There are two lights. The high light has its focal plane at an

elevation of 375 feet above high water, and that of the low light

is at an elevation of 290 feet.

The High Light.—A third-order fixed apparatus is used.

The refracting zones are made to spread the light falling upon

them from the central focus over various angles of vertical

divergence, all of which commence 1° above the horizon direction,

as at Souter Point, but extend to increasing angular distances

below it. Thus, the belt sends its light up to 1°, the fifth and

sixth pairs of zones above and below it to 1^°, the fourth pair

to 2°, the third pair to 2^°, the second pair to 3°, and the first

pair up to 5° 24V, which corresponds to 1,174 yards from the

tower.

^Yhile, therefore, each of these angles of vertical divergence

includes the horizon, they follow each other in succession, reach-

ing farther and farther, until the largest angle brings the

illumination up to the required distance from the lighthouse

itself. It will be observed that the lenses above and below the

middle belt act together in pairs, the object being to provide for

the contingency of any part of the light from either one of them
being intercepted by a bar of the lantern. The light incident on

the upper and lower series of catadioptric prisms is parallelized,

and directed towards the horizon.

The Low Light.—The illumination of the sea was in this

case required to be brought even nearer to the lighthouse than
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in the previous one—namely, up to 304 yards from it. To
effect this, the middle belt is divided into four zones, two imme-
diately above and two immediately below the focal horizontal

plane, and of such sections respectively that the two upper
zones spread out their light from the direction of 3° 41' below
the horizon line up to that of 17° 23', which corresponds with
the spot of 304 yards from the tower ; and the two lower
zones spread their light from the direction of 5° 11' below the

horizon line, also up to that of 17° 23'. The refracting zones

above and below these just described are made to act the same as

in the high light ; and all the catadioptric prisms likewise paral-

lelize the light incident upon them, and transmit it in the direction

of the horizon.

Auxiliary Apparatus

High Light.—The fixed third order instrument illumines 226°

in azimuth, so as to leave an arc of 134° of spare light on the

landward side, which is employed to strengthen the front or sea-

ward arc. Mr. Thomas Stevenson set the example of utilising

seaward the rear light of a lighthouse. This he accomplished at

the Isle of Oronsay light in 1857.

In the present case the following optical arrangements have

been adopted : A small space in the middle of the landward arc

is required for introducing or removing the electric lamp ; but

nearly all the remaining available light is used to intensify the

illumination of the front arc. For this purpose a holophotal

semi-lens in a rectangular panel is fixed on each side of the

rearward boiindary of the main instrument, so as to have its focus

at the electric arc. The focal length of each lens is 187^ milli-

metres ; and its axis lies in the horizontal focal plane, and is

coincident with the landward boundary of the front arc. On
each side of the apparatus is also fixed a series of five vertical

prisms of the usual kind of glass, 533 millimetres in height, of

which one is refracting, having its flat side perpendicular to the

axis of the lens, three are catadioptric of the ordinary section

adopted by Fresnel, and the fifth is of a form suggested originally

by Mr. Stevenson, and termed by him a "back" prism, as

admitting of the deflection of light considerably beyond 90^



152 APPENDIX

It is proper to add, that Professor Swan, independently of

Mr. Stevenson, worked out general formulsB for the sections of

totally-reflecting prisms, which of course embraced the " back

"

prism.

The form used by Fresnel was limited by the restriction of

making the two refracting sides of the generating section coin-

cident with the paths of the two extreme incident rays, so as to

secure the minimum thickness of glass. No one, however, can

doubt that Fresnel would in the first instance express his formulse

in the most general terms ; but in the apparatus which he

invented any deflection beyond 90° by totally-reflecting prisms

was not required. This series of vertical prisms intercepts the

beam which emerges from the lens, and deflects and spreads it

unif 3rmly over the one half of the illuminated arc. The various

sections, however, receive different quantities of light, so that, in

order to render the emerging light of uniform intensity, the

sections must be so calculated as to have angles of emergence

independent of each other. For this purpose the generating

section of each of these vertical prisms has its own distinct focus.

Loiv Light.—The main apparatus here illuminates 199° in

azimuth ; so that the arc of spare light is in this case 161°. The

available landward light is utilised, as in the manner just described,

by a semi-lens and vertical distributing prisms, placed on each

side of the back of the main instrument. These vertical prisms

are six in number, and consist of one refractor, four Fresnel

prisms, and one special prism for deflecting beyond about 90°, as

explained in the case of the high light.

The two South Foreland electric lights were inaugurated on
January 1, 1872.

The Lizards

There are two lights here, exactly alike in construction ; and
in each of them the whole of the apparatus, except the five

refracting zones below the middle belt, is calculated to parallelize

the rays from the luminary. These five zones are diverging ones.

The first, namely, the one immediately below the belt, together

with the fourth and fifth, co-operate, as if only one zone, in

ranging from the horizon to 9° 30' below it. The second and
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third co-operate in the same manner, and together range from

the horizon to 9° 30' below it.

The South Foreland lights were entirely made expressly for

the purpose ; but those at the Lizard had to be so arranged as to

utiUse the chief portion of a third-order fixed light, which had
been previously constructed for the Trinity House

; and the

optical arrangements had to be accommodated to this restric-

tion.

An arc of 235° in azimuth is illuminated in each of the two

lights
; so that in each case the auxiliary apparatus has to produce

a maximum deflection of 120°. This consists, as in the South

Foreland lights, cf a holophotal segment of 187^ millimetres

radius, and a series of vertical prisms on each side, comprising

one refractor, two Fresnel prisms of the usual glass, one Fresnel

prism of dense flint, and one " back " prism of dense flint. The
small holophotal segments are movable round vertical axes, to

allow of manipulating the lamp.

All the apparatus at the two Lizard lights was designed by

Dr. Hopkinson, F.E.S. The electric light Avas first exhibited

from the Lizards on March 29, 1878.

It will have been observed that, in all the lights which have

been described, the chief part of the important duty of providing

the horizon and distant sea Avith the most intense illumination

has been made to devolve on the catadioptric zones and on the

refracting ones which are farthest removed from the horizontal

focal plane. The directions in any vertical axial plane of the

electric rays of chief intensity seem to justify this arrangement

;

but it is also worth noticing that the angular effect of any ex-focal

deviation of the carbon points diminishes in proportion as the

angle increases at which the direction of the light is inclined to

the horizontal line.

The angle of vertical divergence belonging to the auxiliary

apparatus of the South Foreland and Lizard lights is that only

which is caused by the size of the electric radiant. If its height

be taken as 12 millimetres, this angle is 3° 40' ; and the illumina-

tion obtained from the landward arcs is valuable, not only in

strengthening the light emitted from the front arcs, but also in

combining this larger divergence of the luminary with the smaller

similar divergence from the main instrument.
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It will afford a more definite idea of the value of the light

which is obtained from the landward arcs of these four lighthouses

if the proportionate quantities are stated ; they are as follows :

Laudward Arc
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apparatus exhibited at Paris in 18G7 with the electric light.

This instrument was executed under the special superintendence
of the author

; but he did not introduce into its optical

character any distinct deviation from the ordinary parallelizing

type of Fresnel's fixed light, except the substitution, in the

refracting drum, of inclined joints for horizontal ones, in order

to make these joints coincident with the refracted paths of

the light incident upon them. There -svas not, however, any
novelty in these inclined joints, for M. Allard had previously

indicated this improvement. In this apparatus no special diver-

gence was given to any part of it ; and, as that derived from the

size of the electric arc would not have been sufficient for nautical

requirements, the instrument was not suitable for using the

electric light in sea illumination. This fact was apparent to all

who viewed the apparatus at the Paris Exhibition in 1867. It

served, however, the intended purpose of exhibiting the electric

light with the increased condensation obtained by a larger

apparatus
;
and it was useful in the subsequent experiments already

referred to as having been made at Blackwall by the Trinity House.

This apparatus was eventually dismembered, and its component
parts have been utilised in the construction of the two Lizard

lights.

The small fixed light which was placed at Dungeness in 1862,

and to which Mr. Douglass also referred, has nothing special in

its design to distinguish it from the ordinary Fresnel parallelizing

type.

The first examples, then, of departing from this type of fixed

dioptric lights in combination with the electric radiant, by

adapting seme of the zones to give special divergences, were

aiforded at the Souter Point and South Foreland lighthouses in

1871 and 1872.

The author desires to record his conviction that whatever

success may have attended the introduction of the electric light

at the five lighthouses Avhere it is now established on the English

coast should be attributed, in a great measure, to the zeal with

which the late Sir Frederick Arrow and his associates at the

Trinity House tcok up and pursued this important advance in

sea illumination ; and he may be permitted to add, that the

freedom accorded to himself of arranging the details of the
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dioptric apparatus for the Souter Point and South Foreland light-

houses much facilitated that part of the undertaking which was
intrusted to him.

The following tables are calculated for a diameter of the illu-

minant of 12 millimetres. The column p refers to those portions

of the apparatus which parallelize the incident light, and the

column D to those which give it divergence.

Table I.— Condensing Power. Fob the Horizon and Distant Sea

Propor-
tion

emerg-
ing

from ap-

paratus

Propor-
tion

emerg-
ing
from

lantern

Emerging

I

from
lauteru

Solder Point. Revolving

Catadioptric zones .

^ / Belt, and thi'ee zones

g tc I

^'bove and below 4°
[£ .g -j divergence )

f§ Three highest and i

^ three lowest zones .

'

Vertical prisms of the,

revolving di'um . f

44-226
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Table II.—Coxdensing Power. Foe the near Sea
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A LIST OF THE LIR&ER LIGHTS MADE AT SPON
LANE IX THE YEARS 1856 TO 1871, MOSTLY UNDER
THE IMMEDIATE DIRECTION OF MR. CHANCE

Lights of the First Order

1856. Rathlin Island. Antrim

1857.

1858.

1860.

1861.

1862.

1863.

1864.

1865.

1866.

Bardsey Island, Carnarvon .

Inisheer, Galway Bay .

Luudy Island, Bristol Channel

Wliitby North

,. South

Whalsey Skerries, Shetlands

Cape Schanck, Victoria

Gabo Island, Victoria .

Fontana Cape, near Odessa .

Tory Island, off Donegal ,

Zarafana Point, Red Sea

Usruffe Reef. Red Sea . ,

Cape Fanar, Black Sea ,

Rockabill, Irish Sea

Smalls Rock, near Milford Haven
St. Abb's Head. Ber«-ick

Cape Chersonese, Black Sea

He aus Fouquets, Mauritius

Black Rock, off Achill Island, Ma
Hanois Rocks, Guernsey

Cape Saundex-s, New Zealand

Robben Island, Cape of Good Hope
Hook Tower, Waterford Harbour

Great Orme's Head, North Wales
Monach Rocks, Hebrides

Inishtrahull, off Donegal

Terschelling Island. Holland

Europa Point, Gibraltar

Sadasheguror Karwar, Bombay
Double Island, Gulf of Bengal

"Wicklow Lower .

Calf Rock, S.W. of Ireland .

Aden

Fixed

Fixed intermittent

Fixed

Fixed

Revolving

Fixed

Fixed

Revolving

Fixed and revolving

Fixed

Fixed

Fixed

Fixed

Revolving

Revolving

RevoU'ing

Fixed

Revohang
Revolving

Fixed

Revolving

Revolving

Fixed

Fixed

Fixed

Fixed

Revolving

Revolving

Fixed

Fixed

Fixed

Fixed

Fixed

Revolving

Fixed
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18C6.

1»67.

1868.

1869.

1870.

ISTl.

1857.

1858.

1859.

1860.

1861.

1862.

1863.

1864.

AuskerrA-, Orknevs

Portland Upper
Portland Lower .

Haisborough High, Norfolk

Haisborough Low ,.

Sandy Cape, Queensland

Saddle Island, China .

Orford ffigh, SuflFolk .

Winterton, Norfolk

St. Ann's, Milford Haven
China Bukeer, Burroah

Margaret Brock E^ef, South Australia

Caldy Island. Bristol Channel

Tearaght Island. Dingle Bay, Kerry
Wolf Eock, Land's End
FiUand, Baltic

Somburgh Head, Shetlands

Shantung, China .

Shaweishan, China

Boompjes Island, .Java

Turnabout Island, China

Lamock's Island. China

Dubh Artach, Hebrides

Takli, Black Sea .

"^"hite Dog's Island, China

Chapel Island, China .

(part)

Lights of the Second Obder

Ehu Yal. Islay .

Pencarrow, New Zealand

Seskar, Baltic

Cani Eock;i, North Coast of Africa

Eace Eocks, Vancouver

Banca, Sumatra . ,

Cumbrae, Clyde . .

Dsdalus Eeef, Eed Sea

Foul Point, Ceylon

Buda, mouth of the Ebro

Shortland's Bluff, Victoria

Edam Island, Java

Tin Tiri, New Zealand

Port Cooper, New Zealand

Riga ....
Cook's Straits, New Zealand

Fixed

Fixed

Fixed

Fixed

Fixed

Revoh-ing

Eevoh-ing

Fixed

Fixed

Fixed

Fixed and revolving

Revolving

Fixed

Eevoh-ing

E evolving

Fixed

Fixed

Fixed

Fixed

Eevolving

Fixed

Fixed

Fixed

Fixed

Fixed and revolving

Fixed and revolving

Fixed

Fixed

Fixed and revolving

Fixed

Eevolving

Fixed

Fixed

Fixed

Eevolving

Prevolving

Fixed

Fixed

Fixed

Fixed

Fixed and revolving

Fixed
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1868. Gnt/.slaff, China .

Eastern Grove, Burniah
1869. Bangkok ....

Scattery Island, Iviver Shannon
1870. Ferryland Head, Newfoundland

Itapnan Point, Brazil .

I'unta Grossa, Balearic Isles

Great Savage Island, liurniah

Souter Point, Durham (electric light).

Second and third order, with sub-

sidiary fixed apparatus of the sixth

order ....
1871. Isinni Straits, Japan

Worms (No. 2), Gulf of Biga

Paranagua, l^razil

South Foreland High
South Foreland Low

(electric light)

Fixed

Fixed (azimuthal con-

Fixed [deneing)

Fixed

Fixed

Fixed

Fixed and revolving

Fixed and revolving

Revolving

Fixed

Fixed

Fixed

( Fixed

i Fixed

Lights of the Fourth Order

1858. Maryport, Cumberland
Warrnambool, Victoria

Portland Bay, „
Port Albert, ,,

Port Fairy, ,,

1859. Warrnambool (No. 2), Victoria

Esquimault, Vancouver

Spitbank, Cork Harbour

Elephant Island, Ceylon

Station not known
Corran and Phladda, Hebrides (2

1800. Banca, Sumatra ....
Trincomalee, Ceylon

River Clyde

1861. St. Lawrence Gulf and River (3) .

Nelson, New Zealand .

Port of Spain, Trinidad

1862. India, stations not known (2)

Station not known, shown with the

electric light inthe London Kxhibi-

tion of 1862

Holburn Head, Caitluuss

1863. Riga

Richibucto Head, Nnw Bniiihwiik

Fixed

Fixed

Fixed

Fixed and revolving

Fixed and revolving

Fixed

Fixed

Fixed

Fixed

Fixed

Fixed (azimulhal con-

densing)

I'ixed

Fixed

Fixed

l-'ixed

Fixed

Fixed

I'ixed

Revolving

Hcvolving

I'ixed

Fixed
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1863.

1864.

1865.

1866.

1867.

1868.

1869.

1870.

1871.
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